
ÈORM 3

STATE OF UTA

DIVISION OF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALN0.

ML-16532
6. IF INDIAN, ALL0'ITEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A
la.TYPEOFWORK DRILL | x |DEEPEN I I 7.UNITAGREEMENTNAME

lb. ÌYPE OF WELL N/A
SINGLE MULTIPLE 8. FARM OR LEASE NAME

OIL X GAS | | OTHER ZONE X ZONE | | N/A
. NAME OF OPERATOR 9. WELL NO.

Newfield Production Company State #13-16-9-16
3. ADDRESS AND TELEPHONE NUMBER: 10. FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LOCÁTION ÖF WELL (FOOTAGE) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN,

At Surface SWISW 652' FSL 524' FW
At proposed Producing Zone §Qg Ø§ SW/SW

YVôt7 2'/ '//A / 31 sec.16, T9s, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

Approximately 22.5 miles southwest of Myton, UT Duchesne UT
15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16.NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest drlg. unit line, ifany)

524' f/Ise line and NA' flunit line 640.00 40
18.DISTANCE FROivlPRÖPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

Approximately 1402' 6500' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5959' GL 1st Quarter2008

a PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HÓLE SIZE OF CASING WEIGHT/FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 280' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below

DESCRIBE PRÒPOSED PROGRAM: Ifproposal is to deepen, give date on present productive zone and proposed new productive zone, if proposal is to drill or deepen directionally, give pertinent data on

subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & l/4#/sk Cello-flake
Weight:. 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk BA-90 + 3% KCl +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite +
.5% Sodium Metasilicate

Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl + .25.lbs/sk Cello Flake + 2% Bentonite + .3% Sodium Metasilicate

Wei : 14.2 PPG YiELD: 1.59 Cu Ft/sk H2O Req: 7.88 gal/sk

24.

Name & Signature Title: Regulatory Specialist oate: 11/19/2007
Mandie Crozier (

(This space for State use only)

API Number Assigned: APPROVAL:

Approved by the
Utah Divisionof RECE1VED

Oil,Gas and Mining *See Instructions On Reverse Side
NOV29 2007

Date: Ô DN.0Foit,GAs&MMG
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T9S, Ri6 E, S.L.B.&M. NEWFIAZDPRODUCTIONCOMPMY
N89°50'W - 80.24 (G.L.O.)

WELL LOCATION, 9 MlLE 13-16-9-16,
NB9 44'08"W - 2652.95' (Meas.) SB9°51'J4"W

- 2640.03' (Meas.)
i) LOGATED AS SHOWN IN THE SW 1/4 SW

190 's",'ossCap 5/8"Rebor 1/4 OF SECTION 16, T9S, R16E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

o - oo o o
o

ELL LOGROH: BAR SCALE

9 M/LE 13-16-9-16
ELEV UNGRADED GROUND - 5959.2' N

1910
Brass Cop

1910
Brass Copo

z

THIS IS TO CERTIFY THA Ag WAS
PREPARED FROM FlELD F A RVEYS
MADE BY ME OR UN O THAT
THE SAME ARE TRU RRECT T TH T OF
MY KNOWLEDGE AN I .No.189377DR/ /NG

WINDOW
524, TACY W.

RE TE D LA

isto A
TROA N .

3/8" Rebar . Brass Cop 6 OF

isto
SB9°52'59"W - 2655.45' (Meas.) SB9°5J'57"W

- 2655.80' (Meas.) TE STATELANDSURVEYING& CONSULTINGscoss coP NS9°57'W
- 80.00 (G.L.O.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

|
9 M/LE13-16-9-16 DATE SURVEYED

= SECTTON CORNERS LOCATED (Surface Locatiord APAD83 10-11-07 SURVEYED BY: C.M.

LAT/TUDE = 40 07' Jf.46" DATE DRAWN:
DRAWNBY F.T.MBASIS OF ELEV; LONG/TUDE = 110 07' 54.82" 11-02-07

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REvisED: SCALE: 1" =
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0 8
NEWFIELD PRODUCTION COMPANY

STATE #13-16-9-16
SW/SW SECTION 16, T9S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1700'
Green River 1700'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 1700' - 6500' - Oil

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&C collars; set at 20 ' (New)
Production Casing:5-l/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimum specifications for pressure control equipment are as follows:

An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP's will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

A fresh water/polymer system will be utilized to drill the well. If necessary, to control formation
fluids, the system will be weighted with the addition of bentonite gel, and if conditions warrant,
barite. This fresh water system typically will contain Total Dissolved Solids (TDS) of less than
3000 PPM. Neither potassium chloride nor chromates will be utilized in the fluid system. The
anticipated mud weight is 8.4 ppg and weighted as necessary for gas control.

AIR DRILLING

In the event that the proposed location is to be "Air Drilled", Newfield requests a variance to
regulations requiritig a straight run blooie line. Newfield proposes that the flowline will contain
two (2) 90-degree turns. Newfield also requests a variance to regulations requiring an automatic
igniter or continuous pilot light on the blooie line. Newfield requests authorization to ignite as
needed, and the flowline at 80'.

Newfield Production Company requests that the spark arrest, exhaust, or water cooled exhaust be
waived under the Special Drilling Operations of Onshore Order
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Ten Point Well Progra
Thirteen Point Well Program
Page 2 of7

MUD PROGRAM MUD TYPE
Surface - 3200' fresh water system
3200' - TD' fresh water system

From surface to TD, a fresh water system will be utilized. Clay inhibition and hole stability will
be achieved with a KCL substitute additive. This fresh water system will typically contain Total
Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud weight is 8.4 lbs/gal. If
necessary to control formation fluids or pressure, the system will be weighted with the addition of
bentonite gel, and if pressure conditions warrant, with barite. No chromate additives will be used
in the mud system.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @>¾'+/-, and a CompensatedNeutron-Formation Density Logfrom TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2008, and take
approximately seven (7) days from spud to rig
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9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:
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encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2008, and take
approximately seven (7) days from spud to rig
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NEWFIELD PRODUCTION COMPANY
STATE #13-16-9-16

SW/SW SECTION 16, T9S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site State #13-16-9-16 located in the SW¼
SW¼ Section 16, T9S, Rl6E, S.L.B. & M., Duchesne County, Utah:

Proceed in a southwesterly direction out of Myton, Utah along Highway 40 approximately 1.4
miles to the junctionof this highway and Utah State Highway 53; proceed southerly along Utah
State Highway 53 approximately 1.7 miles to its junctionwith an existing road to the southwest;
proceed southwesterly approximately 9.7 miles to its junctionwith an existing road to the
southeast; proceed southeasterly approximately 0.3 miles to its junctionwith an existing road to
the northeast; proceed northeasterly approximately 5.1 miles to its junctionwith and existing road
to the southwest; proceed southwesterly approximately 1.8 miles to its junctionwith an existing
road to the northwest; proceed in a northwesterly direction approximately 1.4 miles to its junction
with the beginning of the proposed access road to the south; proceed southwesterly along the
proposed access road approximately 4,380'; turn and proceed in a southwesterly direction along
the proposed access road approximately 1,690' to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 6,070' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards

Ten Point Well Progra
Thirteen Point Well Program
Page 3 of 7

NEWFIELD PRODUCTION COMPANY
STATE #13-16-9-16

SW/SW SECTION 16, T9S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site State #13-16-9-16 located in the SW¼
SW¼ Section 16, T9S, Rl6E, S.L.B. & M., Duchesne County, Utah:

Proceed in a southwesterly direction out of Myton, Utah along Highway 40 approximately 1.4
miles to the junctionof this highway and Utah State Highway 53; proceed southerly along Utah
State Highway 53 approximately 1.7 miles to its junctionwith an existing road to the southwest;
proceed southwesterly approximately 9.7 miles to its junctionwith an existing road to the
southeast; proceed southeasterly approximately 0.3 miles to its junctionwith an existing road to
the northeast; proceed northeasterly approximately 5.1 miles to its junctionwith and existing road
to the southwest; proceed southwesterly approximately 1.8 miles to its junctionwith an existing
road to the northwest; proceed in a northwesterly direction approximately 1.4 miles to its junction
with the beginning of the proposed access road to the south; proceed southwesterly along the
proposed access road approximately 4,380'; turn and proceed in a southwesterly direction along
the proposed access road approximately 1,690' to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 6,070' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards

Ten Point Well Progra
Thirteen Point Well Program
Page 3 of 7

NEWFIELD PRODUCTION COMPANY
STATE #13-16-9-16

SW/SW SECTION 16, T9S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site State #13-16-9-16 located in the SW¼
SW¼ Section 16, T9S, Rl6E, S.L.B. & M., Duchesne County, Utah:

Proceed in a southwesterly direction out of Myton, Utah along Highway 40 approximately 1.4
miles to the junctionof this highway and Utah State Highway 53; proceed southerly along Utah
State Highway 53 approximately 1.7 miles to its junctionwith an existing road to the southwest;
proceed southwesterly approximately 9.7 miles to its junctionwith an existing road to the
southeast; proceed southeasterly approximately 0.3 miles to its junctionwith an existing road to
the northeast; proceed northeasterly approximately 5.1 miles to its junctionwith and existing road
to the southwest; proceed southwesterly approximately 1.8 miles to its junctionwith an existing
road to the northwest; proceed in a northwesterly direction approximately 1.4 miles to its junction
with the beginning of the proposed access road to the south; proceed southwesterly along the
proposed access road approximately 4,380'; turn and proceed in a southwesterly direction along
the proposed access road approximately 1,690' to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 6,070' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards



Ten Point Well Progra
Thirteen Point Well Program
Page 4 of 7

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A temporary
poly pipeline may be used for water transportation from our existing supply line from Johnson
Water District, or trucked from Newfield Production Company's injection facilities - EXHIBIT
A.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the reserve
pit. However, if upon constructing the pit there is insufficient fine clay and silt present, a liner
will be used for the purpose of reducing water loss through percolation.

Newfield requests approval that a flare pit not be constructed or utilized on this location.

A portable toilet will be provided for human
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A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons
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b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah

12. OTHER ADDITIONAL INFORMATION:

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

The Archaeological Cultural Resource Survey Report is attached. Refer to Exhibit "D".

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the State 13-
16-9-16,Newfield will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Newfield also guarantees that during the drilling and completion of the State
13-16-9-16Newfield will use, produce, store, transport or dispose less than the threshold planning
quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling
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13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Dave Allred
Address: Newfield Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that Newfield Production Company is considered to be the operator of well #13-
16-9-16, SW/SW Section 16, T9S, R16E, LEASE #ML-16532, Duchesne County, Utah and is
responsible under the terms and conditions of the lease for the operations conducted upon the
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WORKSHEET
APPLICATION FOR PERMIT TO DRÎLL

APD RECEIVED: 11/29/2007 API NO. ASSIGNED: 43-013-33853

WELL NAME: STATE 13-16-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SWSW 16 090s 160E Tech Review Initials Date
SURFACE: 0652 FSL 0524 FWL

BOTTOM: 0652 FSL 0524 FWL Engineering )
COUNTY: DUCHESNE Geology
LATITUDE: 40.02535 LONGITUDE: -110.1312

UTM SURF EASTINGS:574133 NORTHINGS: 4430722 Surface

FIELD NAMË: MONUMENT BUTTE ( 105 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-16532 PROPOSED FORMATION: GRRV

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/ Plat R649-2-3.

Bond:Fed[] Ind[] Sta[] Fee[]
Unit:

No· BOO1834 )
Potash (Y/N) y R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

/' Water Permit R649-3-3. Exception

(No.MUNICIPAL )
Drilling Unit

ki RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:
LiÑ Fee Surf Agreement (Y/N) Siting:

ÑÊ$ Intent to Commingle (Y/N) .R649-3-11. Directional Drill
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Application for Permit to Drill
Statement of Basis

12/19/2007 Utah Division of Oil, Gas and Mining Page 1

APD No API WellNo Status Well Type Surf Ownr CBM
634 43-013-33853-00-00 OW S No
Operator NEWFIELD PRODUCTION COMPANY Surface Owner-APD
Well Name STATE 13-16-9-16 Unit
Field MONUMENT BUTTE Type of Work
Location SWSW 16 9S 16E S 652 FSL 524 FWL GPS Coord (UTM) 574133E 4430722N

Geologic Statement of Basis
Newfield proposes to set 290' of surface casing at this location. The depth to the base of the moderately saline
water at this location is estimated to be at a depth of 2,900'. A search of Division of Water Rights records
shows no water wells within a 10,000 foot radius of the center of Section 16. The surface formation at this site
is the Uinta Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones
are mostly lenticular and discontinuous and should not be a significant source of useable ground water.
Production casing cement should be brought high enough to cover the estimated base of the moderately saline
ground water.

Brad Hill 12/19/2007
APD Evaluator Date / Time

Surface Statement of Basis
The general area is approximately 22 miles southwest of Myton, Utah in the upper Castle Peak area. Castle
Peak Draw runs in a northeasterly direction about 14 miles and joins Pariette Draw. Pariette Draw continues in
a southeasterly direction about 6 miles and joins the Green River about 6 miles below Ouray Utah. Pariette
Draw contains a perennial stream somewhat consisting of irrigation runoff and seepage. No streams springs or
seeps occur in the area. An occasional pond constructed to store runoff for livestock or wildlife exists.
Drainages are ephemeral only flowing during spring snowmelt or following intense summer rainstorms. Broad
flats or rolling topography intersected by drainages with gentle to moderate side-slopes characterize the area.
Access to the area from Myton, Utah is following State of Utah Hwy. 40 and Duchesne County and oilfield
development roads a distance of 22.5 miles. New construction of 1450 feet of new road will be required.

The proposed State #13-16-9-16 oil well location is in rolling terrain with higher hills located to the west and a
swale to the east.. The pit is on a hillside and the location slopes toward a swale to the east. A swale to the
south runs easterly into a main swale. No drainages intersect the location and no diversions will be required.
The selected site poses no apparent surface concerns and appears to be a good location for constructing a pad,
drilling and operating a well. The area was covered with about 10 inches of snow during the evaluation. Both
the surface and minerals are owned by SITLA.

Daniel Emmett representing the Utah Division of Wildlife Resources stated the area is classified as sage grouse
brooding habitat and crucial yearlong antelope habitat. He recommended no restriction periods for these two
species. Also no other wildlife is expected to be significantly affected. Mr. Emmett gave Mr. Allred of
Newfield Production Company and Mr. Davis of SITLA a copy of his evaluation and also a seed mix
recommendation to be used when the reserve pit and location are reclaimed.

Floyd Bartlett 12/13/2007
Onsite Evaluator Date /
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Application for Permit to Drill
Statement of Basis

12/19/2007 Utah Division of Oil, Gas and Mining Page 2

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be

properly installed and maintained in the reserve pit.
Surface The reserve pit shall be fenced upon completion of drilling
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O -SITE PREDRILL EVALUAT N
Utah Division of Oil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name STATE 13-16-9-16

API Number 43-013-33853-0 APD No 634 Field/Unit MONUMENT BUTTE
Location: 1/4,1/4 SWSW Sec 16 Tw 9S Rug 16E 652 FSL 524 FWL
GPS Coord (UTM) 574141 4430734 Surface Owner

Participants
Floyd Bartlett (DOGM), David Allred (Newfield Production Company), Cory Miller (Tri-state Land Surveying), Jim Davis
(SITLA), Daniel Emmett (Utah Division of Wildlife Resources).

Regional/Local Setting & Topography
The general area is approximately 22 miles southwest of Myton, Utah in the upper Castle Peak area. Castle Peak Draw
runs in a northeasterly direction about 14 miles and joinsPariette Draw. Pariette Draw continues in a southeasterly
direction about 6 miles and joins the Green River about 6 miles below Ouray Utah. Pariette Draw contains a perennial
stream somewhat consisting of irrigation runoff and seepage. No streams springs or seeps occur in the area. An occasional
pond constructed to store runoff for livestock or wildlife exists. Drainages are ephemeral only flowing during spring
snowmelt or following intense summer rainstorms. Broad flats or rolling topography intersected by drainages with gentle
to moderate side-slopes characterize the area. Access to the area from Myton, Utah is following State of Utah Hwy. 40
and Duchesne County and oilfield development roads a distance of 22.5 miles. New construction of 1450 feet of new road
will be required.

The proposed State #13-16-9-16 oil well location is in rolling terrain with higher hills located to the west and a swale to the
east.. The pit is on a hillside and the location slopes toward a swale to the east. A swale to the south runs easterly into a
main swale. No drainages intersect the location and no diversions will be required. The selected site poses no apparent
surface concerns and appears to be a good location for constructing a pad, drilling and operating a well. The area was
covered with about 10 inches of snow during the evaluation. Both the surface and minerals are owned by SITLA.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Recreational

New Road
Miles Well Pad Src Const Material Surface Formation

0.45 Width 209 Length 290 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Area was covered with snow. Vegetation is a Deseret shrub type. Identified or expected vegetation consisted of

black sagebrush, shadscale, mustard weed, horsebrush, broom snakeweed, and spring annuals.

Cattle, prairie dogs, antelope, small mammals and birds. Golden eagle have been sited in the general area.
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GPS Coord (UTM) 574141 4430734 Surface Owner

Participants
Floyd Bartlett (DOGM), David Allred (Newfield Production Company), Cory Miller (Tri-state Land Surveying), Jim Davis
(SITLA), Daniel Emmett (Utah Division of Wildlife Resources).

Regional/Local Setting & Topography
The general area is approximately 22 miles southwest of Myton, Utah in the upper Castle Peak area. Castle Peak Draw
runs in a northeasterly direction about 14 miles and joinsPariette Draw. Pariette Draw continues in a southeasterly
direction about 6 miles and joins the Green River about 6 miles below Ouray Utah. Pariette Draw contains a perennial
stream somewhat consisting of irrigation runoff and seepage. No streams springs or seeps occur in the area. An occasional
pond constructed to store runoff for livestock or wildlife exists. Drainages are ephemeral only flowing during spring
snowmelt or following intense summer rainstorms. Broad flats or rolling topography intersected by drainages with gentle
to moderate side-slopes characterize the area. Access to the area from Myton, Utah is following State of Utah Hwy. 40
and Duchesne County and oilfield development roads a distance of 22.5 miles. New construction of 1450 feet of new road
will be required.

The proposed State #13-16-9-16 oil well location is in rolling terrain with higher hills located to the west and a swale to the
east.. The pit is on a hillside and the location slopes toward a swale to the east. A swale to the south runs easterly into a
main swale. No drainages intersect the location and no diversions will be required. The selected site poses no apparent
surface concerns and appears to be a good location for constructing a pad, drilling and operating a well. The area was
covered with about 10 inches of snow during the evaluation. Both the surface and minerals are owned by SITLA.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Recreational

New Road
Miles Well Pad Src Const Material Surface Formation

0.45 Width 209 Length 290 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Area was covered with snow. Vegetation is a Deseret shrub type. Identified or expected vegetation consisted of

black sagebrush, shadscale, mustard weed, horsebrush, broom snakeweed, and spring annuals.

Cattle, prairie dogs, antelope, small mammals and birds. Golden eagle have been sited in the general area.
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Soil Type and Characteristics

Moderately deep sandy clay loam with some surface rock.

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) 300 to 1320 10
Native Soil Type Mod permeability 10
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 25 1 Sensitivity Level

Characteristics / Requirements
A 40' x 80' x 8' deep reserve pit is planned in an area of cut on the southwest side of the location. A pit liner is
required. Newfield commonly uses a 16 mil liner.

Closed Loop Mud Required? N Liner Required? N Liner Thickness 16 Pit Underlayment Required? Y

Other Observations / Comments
ATV's used to reach site. Site under 10 inches of snow.

Floyd Bartlett 12/13/2007
Evaluator Date / Time
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BOPE REVIEW

Well Name Newfield State 13-16-9-16 API# 43-013-33853

INPUT
Well Name Newfield State 13-16-9-16 APl# 43-013-33853

String 1 String 2 String 3 String 4
Casing Size (") 20 13 3/8
Setting Depth (TVD) 400 6500
Previous Shoe Setting Depth (TVD) 0 400 0 0
Max Mud Weight (ppg) 8.4 8.4
BOPE Proposed (psi) 0 2000
Casing Internal Yield (psi) 2950 4810

Calculations string1 20 "

Max BHP [psi] .052*Setting Depth*MW = 175
BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) [psi] Max BHP-(0.12*Setting Depth) = 127 NO
MASP (Gas/Mud) [psi] Max BHP-(0.22*Setting Depth) = 87 NO

*Can Full Expected Pressure Be Held At Previous Shoe7
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = (' 87 ) NO y
Required Casing/BOPE Test Pressure NU psi

'
*Max Pressure Allowed @Previous Casing Shoe = 0 psi *Assumes 1psilft frac gradient

Calculations string2 133/8 "

Max BHP [psi] .052*Setting Depth*MW = 2839
BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi] Max BHP-(0.12*Setting Depth) = 2059 NO
MASP (Gas/Mud) [psi] Max BHP-(0.22*Setting Depth) = 1409 YES /

*Can Full Expected Pressure Be Held At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = ( 1497 (ÉÒ)
Required Casing/BOPE Test Pressure 0 pai |*Max Pressure Allowed g Previous Casing Shoe = psig) *Assumes 1psilft frac
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O O
Well name: 2008-01 Newfield State 13-16-9-16
Operator: Newfield Production Company
String type: Surface Project ID:

43-013-33853
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 81 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Burst:
Design factor 1,00 Cement top: 153 ft

Burst
Max anticipated surface

pressure: 352 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 400 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,500 ft
Tension is based on buoyed weight. Next mud weight: 8.400 ppg
Neutral point: 349 ft Next setting BHP; 2,836 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 400 ft
Injection pressure: 400 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 400 8.625 24.00 J-55 ST&C 400 400 7.972 143

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 175 1370 7.851 400 2950 7.38 8 244 29.09 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: January 11,2008
by: Div of Oil,Gas & Minerals FAX:801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 400 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
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Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: January 11,2008
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City, Utah
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From: Ed Bonner
To: Mason, Diana
Date: 1/8/2008 12:05 PM
Subject: Well Clearance

CC: Davis, Jim; Garrison, LaVonne; Hill, Brad; Jarvis, Dan
The following wells have been given culturalresources clearance by the Trust Lands Cultural Resources Group:

ConocoPhillipsCompany
Utah 29-574D (API 43 015 30735)

EOGResources, Inc
CWU956-32 (API43 047 39515)

Kerr McGeeOil& Gas Onshore LP
NBU1021-2N (API43 047 38840)

NewfieldProduction Company
Wells Draw Fed C-5-9-16 (API43 013 33753)
State 1A-16-9-16 (API43 013 33845)
State 2A-16-9-16 (API43 013 33846)
State 3-16-9-16 (API43 013 33847)
State 4-16-9-16 (API43 013 33848)
State 5-16-9-16 (API43 013 33849)
State 6-16-9-16 (API43 013 33850)
State 12-16-9-16 (API43 013 33852)
State 13-16-9-16 (API43 013 33853)
State 16-16-9-16 (API43 013 33854)

Pioneer Natural Resources USA, Inc
Main Canyon State 12-16-15-23 (API43 047 39695)
Main Canyon State 34-21-15-23 (API43 047 39696)
Horse Point State 34-10-16-23 (API 43 019 31558)
Horse Point State 41-1-16-23 (API43 019 31599)
Grand Canyon State 23-35-15.5-23 (API 43 019 31560)

If you have any questions regarding this matter please give me a
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Helen Sadik-Macdonald - Newfield wells

From: "Hans Wychgram"
To:
Date: 01/09/2008 3:52 PM
Subject: Newfield wells
CC: "Brad Mecham" , "Mandie Crozier"

Helen,

As per our conversation this afternoon, Newfield agrees to set 400' of surface casing on the followingwells:

State 3-16-9-16

State 4-16-9-16

State 5-16-9-16

State 6-16-9-16

State 11-16-9-16

State 12-16-9-16

State 13-16-9-16

State 16-16-9-16

Gilsonite L-32-8-17

Monument Butte F-36-8-16

Also, we discussed setting 300' of 20" conductor casing on the followingdeep gas wells:

Beluga 16T-5-9-17

Monument Butte 4-36T-8-16

Thanks,

Hans Wychgram

file://C:\Documents and Settings\ogmuser\Local Settings\Temp\XPgrpwise\4784EDD7NRDOMAINNR...

Page 1 of2

Helen Sadik-Macdonald - Newfield wells

From: "Hans Wychgram"
To:
Date: 01/09/2008 3:52 PM
Subject: Newfield wells
CC: "Brad Mecham" , "Mandie Crozier"

Helen,

As per our conversation this afternoon, Newfield agrees to set 400' of surface casing on the followingwells:

State 3-16-9-16

State 4-16-9-16

State 5-16-9-16

State 6-16-9-16

State 11-16-9-16

State 12-16-9-16

State 13-16-9-16

State 16-16-9-16

Gilsonite L-32-8-17

Monument Butte F-36-8-16

Also, we discussed setting 300' of 20" conductor casing on the followingdeep gas wells:

Beluga 16T-5-9-17

Monument Butte 4-36T-8-16

Thanks,

Hans Wychgram

file://C:\Documents and Settings\ogmuser\Local Settings\Temp\XPgrpwise\4784EDD7NRDOMAINNR...

Page 1 of2

Helen Sadik-Macdonald - Newfield wells

From: "Hans Wychgram"
To:
Date: 01/09/2008 3:52 PM
Subject: Newfield wells
CC: "Brad Mecham" , "Mandie Crozier"

Helen,

As per our conversation this afternoon, Newfield agrees to set 400' of surface casing on the followingwells:

State 3-16-9-16

State 4-16-9-16

State 5-16-9-16

State 6-16-9-16

State 11-16-9-16

State 12-16-9-16

State 13-16-9-16

State 16-16-9-16

Gilsonite L-32-8-17

Monument Butte F-36-8-16

Also, we discussed setting 300' of 20" conductor casing on the followingdeep gas wells:

Beluga 16T-5-9-17

Monument Butte 4-36T-8-16

Thanks,

Hans Wychgram

file://C:\Documents and Settings\ogmuser\Local Settings\Temp\XPgrpwise\4784EDD7NRDOMAINNR...



StateÊUtah
DEPAllTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

Division of Oil Gas and Mining
JON M. HUNTSMAN, JR.

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

January 24, 2008

Newfield Production Company
Rt. #3, Box 3630
Myton, UT 84052

Re: State 13-16-9 16 Well, 652' FSLS24' FWLSW SW, Sec. 16, T. 9 South,R. 16 East
Duchesne County,Utah

Gentlemen:

Pursuant to tlje provisions and requirements of Utah Code Ann.§ 40-6-1 ¿Y seq. Etah
Administrative CodeR649-3-1 et seq., and the attached Conditionsof Approval, approval to drill
the referenced well is granted.

This approval shall expire one year fíom the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date The API
identíficationnumber assigned to this well is 43-013-33853

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne CountyAssessor
SlTLA

UTAH

DNR

1994West North Temple, Suite 1210, PÖBox 1458ût,Salt Lake City,UT 8404-5801
telephone (801) 538-5340• facsimile(801) 359-3940 •ÎTY (801) 53844$8 • wwmogm.utah.gov OIL, GAS &
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Operator: Newfield Production Compa11y
Weil Name & Number State13 16-9-16

API Number: 43 013-33853
Lease: ML-16532

Locàtion: SW SW $ec. 16 T. 9 South R. 16 East

Conditionsof Approval
1. General

Compliance with the requirements of Utah Admin. IL 649 1 et seq. the Oil and Gas
Conservation GeneralRules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. NotificationRequirements
The opërator is required to notify the Division of Oil,Gasand Mining of the following
action during drilling of this well:

24 hoursprior to cementingor testing casing - contact Dan .larvis

24 hours prior to testing blowout prevention equipment -- contact Dan Jarvis
24 hours prior to spudding the well - contactCarolDaniels

• Within 24 hoursof any emergency changes made to the approved drilling
program contact Dustin Doucet
Prior to commencing operations to plug and abandon the well - contact Dan
Jarvis

The operator is required to get approval fromthe Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significantplug back of this well -contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil,Gasand Mining contacts and their telephone numbers
(please leave a voice mail messageif theperson is not available to take the call):

Dan Jarvis at: (801) $38-5338 office (801) 942-0873 home
CarolDaniels at: (801) 538-5284 office
Dustin Doucetat: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Fofm (Porm 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completionoperations, and Sundry NoticesandReports on Wells equesting approval of
changeof plans or other operational
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January 24, 2008

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the p.ossibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the
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RECENED
MAR12 2008

FORM 9

DIV.OF0\L,GAS&MINING

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO.

ML-16532

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN forn for such proposals.

O RO
7. UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTIIE NA

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

NEWFIELD PRODUCTION COMPANY STATE 13-16-9-16

3. ADDRESS AND TELEPHONE NUMBER 9 API NOMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-33853
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 652 FSL 524 FWL MONUMENT BUTTE

QQ,SEC, T, R, M: SW/SW Section 16, T9S R16E
COUNTY DUCHESNE
STATE UTAH

1L CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INTECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER APD Change DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails, and give pertinent dates. If well is directionally drilled, give subsurface locations

and measured and true vertical depth for all markers and zones pertinent to this work,

Newfeild Production requests the following changes be made the drilling program on the above mentioned approved

APD.
Surface Casing will be set @290'.

NAME & SIGNATURE TITLE Regulatory Specialist DATE 3/7/2008
Mandiftrozier

(This space for State use only)

4/94
* See Instructions On Reverse Side

APPROVED BY THE STATE o smTo TOR

OF UTAH DIVISION OF
OIL, GAS, A D MINING

RECENED

MAR12 2008
FORM 9

DIV.OF0\L,GAS&MINING

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO.

ML-16532

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN forn for such proposals.

O RO
7. UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTIIE NA

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

NEWFIELD PRODUCTION COMPANY STATE 13-16-9-16

3. ADDRESS AND TELEPHONE NUMBER 9 API NOMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-33853
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 652 FSL 524 FWL MONUMENT BUTTE

QQ,SEC, T, R, M: SW/SW Section 16, T9S R16E
COUNTY DUCHESNE
STATE UTAH

1L CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INTECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER APD Change DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails, and give pertinent dates. If well is directionally drilled, give subsurface locations

and measured and true vertical depth for all markers and zones pertinent to this work,

Newfeild Production requests the following changes be made the drilling program on the above mentioned approved

APD.
Surface Casing will be set @290'.

NAME & SIGNATURE TITLE Regulatory Specialist DATE 3/7/2008
Mandiftrozier

(This space for State use only)

4/94
* See Instructions On Reverse Side

APPROVED BY THE STATE o smTo TOR

OF UTAH DIVISION OF
OIL, GAS, A D MINING

RECENED

MAR12 2008
FORM 9

DIV.OF0\L,GAS&MINING

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO.

ML-16532

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN forn for such proposals.

O RO
7. UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTIIE NA

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

NEWFIELD PRODUCTION COMPANY STATE 13-16-9-16

3. ADDRESS AND TELEPHONE NUMBER 9 API NOMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-33853
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 652 FSL 524 FWL MONUMENT BUTTE

QQ,SEC, T, R, M: SW/SW Section 16, T9S R16E
COUNTY DUCHESNE
STATE UTAH

1L CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INTECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER APD Change DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails, and give pertinent dates. If well is directionally drilled, give subsurface locations

and measured and true vertical depth for all markers and zones pertinent to this work,

Newfeild Production requests the following changes be made the drilling program on the above mentioned approved

APD.
Surface Casing will be set @290'.

NAME & SIGNATURE TITLE Regulatory Specialist DATE 3/7/2008
Mandiftrozier

(This space for State use only)

4/94
* See Instructions On Reverse Side

APPROVED BY THE STATE o smTo TOR

OF UTAH DIVISION OF
OIL, GAS, A D MINING



O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: STATE 13-16-9-16

Api No: 43-013-33853 Lease Type: STATE

Section 16 Township 09S Range 16E County DUCHESNE

Drilling Contractor ROSS DRILLING RIG # 24

SPUDDED:
Date 04/09/08

Time 9:00 AM

How DRY

Drilling wi/I Commence:

Reported by DON BASTIAN

Telephone # (435) 823-6012

Date 04/09/08 Signed
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Well Name: STATE 13-16-9-16

Api No: 43-013-33853 Lease Type: STATE

Section 16 Township 09S Range 16E County DUCHESNE

Drilling Contractor ROSS DRILLING RIG # 24

SPUDDED:
Date 04/09/08

Time 9:00 AM

How DRY

Drilling wi/I Commence:

Reported by DON BASTIAN

Telephone # (435) 823-6012

Date 04/09/08 Signed



O STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-16532

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER STATE 13-16-9-16

2 NAMÈOF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333853

3 ADD SS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Rout 3 Box 363Ö CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4 LOCATIONOF WELL

FOOTAGES AT SURFACE 652 FSL 524 FWL COUNTY: DUCHESNE

OTRIOTR SECTION TOWNSHIP RANGE.MERIDIAN: SWSW, 16, T9S, R16E STATE: UT

CIdECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

YPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submitm Duphcate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIRWELL

pproximate date woÊkwill CASINGREPAIR NEW CONSTRUCTION TEMPORARTTLY ABANDON

CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT CHANGEWELL NAME PLUG BACK O WATER DISPOSAL

SubniifOriginalForn Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

f år i tion:
COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Spud Notice

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

2 BE QSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 4/9/ IggRoss #24. Spud well @9:00am.Drill 320'of 121/4" hole with air mist.TlH w/7 jt's 85/8" j-55 24# csgn. set @323.38KB

mþppg 9 çggleptwith 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello-Flake mixed @15.8ppg>1.17 cf/sk yeild. Returned 5 bbls
cement to igWoc

NA 204 LÛayßurton TITLE_ Drilling Foreman

SIGNAT DATE 04/15/2008

(This space for tire ly)

RECEIVED
APR182

DIVOFOIL,GAS

O STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:
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wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.
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APR182
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O STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-16532
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SUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

I TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER STATE 13-16-9-16

2 NAMÈOF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333853
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OTRIOTR SECTION TOWNSHIP RANGE.MERIDIAN: SWSW, 16, T9S, R16E STATE: UT
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f år i tion:
COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Spud Notice

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION
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On 4/9/ IggRoss #24. Spud well @9:00am.Drill 320'of 121/4" hole with air mist.TlH w/7 jt's 85/8" j-55 24# csgn. set @323.38KB

mþppg 9 çggleptwith 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello-Flake mixed @15.8ppg>1.17 cf/sk yeild. Returned 5 bbls
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NA 204 LÛayßurton TITLE_ Drilling Foreman

SIGNAT DATE 04/15/2008

(This space for tire ly)

RECEIVED
APR182

DIVOFOIL,GAS



fÍE'L:D'PRODUCTION COMPANT CASING & CEMENT REPORT

8 5/8 CASING SET AT 323.38

SI CÄSI G 8 5/8" SET AT 323.38' OPERATOR NewField Production Company

DATUM 12' KB WELL State 13-16-9-16

ATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

TUMTO BÙDENHEAD FLANGE CONTRACTOR & RIG # Ross Rig #24

TD DRILLER 320 LOGGER

HOLE SIZE 12 1/4

LOG ÓF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WTI FT GRD THREAD CONDT LENGTH

Shoe Joint 44.60'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 311.53

GUIDE shoe 8rd A 0.9

S)NG INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 313.38

TAQLENGTH OF STRING 313.38 7 LESS CUT OFF PIECE 2

S$NOf9CGG )TEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

FDL JTS. LEFT OUT 0 CASINGSET DEPTH 323.38
TOTAL 311.53 7

EL (WlOTHRDS) 311.53 7 COMPARE

1ST STAGE

Spud 9:00 AM 4/9/2008 GOOD CIRC THRU JOB Yes

4:00 PM 4/9/2008 Bbis CMT CIRC TO SURFACE 5

,
11:10 AM 4/15/2008 RECIPROCATED PIPE FOR THRU FT STROKE

11:15 AM 4/15/2008

DSI CMT . 11:28 AM 4/15/2008 BUMPED PLUG TO 200 PSI

Lt) DOW 11:37 AM 4/15/2008

O CEMENT COMPANY- 8. A.
#SX CEMENT TYPE & ADDITIVES

160 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZBR &SCRATCHER PLACEMENT SHOW MAKE & SPACING

Iiddle first, top second &thirdfor 3

I I P ESENTATIVE Don Bastian DATE

fÍE'L:D'PRODUCTION COMPANT CASING & CEMENT REPORT
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STATEOF UTAN
oPERATon: NEWFIELDPRODUCTIONCOMPANY OPERATORACCI NO N2495

DMSION OF 011.,GASAND MINEG
ADDRESS: RT.3 SOX 3630ENTITYACTJONFORM -FORM 6

MYroN, UT 84062
ACTION CURRENT NWI API NUMBER WELLRAME

VUEIL LOCATION SPUD EFFECTIYE
9999 /Ú$ 43013338 3 STATE 13-16-946 SWSW 1 9S 16 DUC SNE 4/9 2 08

WELL1onmiENTS:

0 E NO ENWTVNo
AÐíbluMBER

WELLAMME
WELLim WRG

COUMY EFF E

ACTION CURRENT NEW APIRLNBER WELLruME
WELLL10CAl10M

SPuD EFFECT1VE

CODE ENIITYND ENTITYRO.

WO 80 IF RU ¾UUNTT SATE

AgriaN CURREMr NEW APINUMBER
WELLNAME

WELLLOCATION
SPtJD EFFECTWE

caos omfYNO EMmYNO.

40 SC TP MG COUNTY OAIE CAFE

A07:ON CURRENT NEW Aff NUMBER
WELL NMIS

VMLLUCCAT10M SPUD EFFECTWE

CODE EWr!Yi ENirlYNo,

QG SC TP Ra COUNrv OATE DATE
WELLECQi IGN¶&

ACTION CURREIGT IEW APINUNGER
WELLNAME

WELLLOCAT10N
SPUD ERECTWE

CODE ENifTYi EMri!YNG.
40 SC TP RO CQtNTY DATO DATE

ELL E COMMENTS

ActaCNCODER(see ustmedonssa bada at fann)
A-

imewaalnykrmweet(akqrtuell unig
8 - rwmEto etialinganlity (gap oruS wai)

a At tiri Park

C - Bana une ad-IIng entilrEnm:IIIer afsing salMy

im

D- wel fazu ene suistngenUlf toa nas engy

\

E - €nF (expbinsi ceramille similan)

P¶© Oggt) Ñ Ñfi ÛÊÔ$
Date

NOTE' Use CCMMEMTsecliaalo eipilin whyescriAtdon Ceda was aa

STATEOF UTAN
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STATE OF UTAH
O DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBEltDIVISION OF OIL, GAS AND MINING UTAH STATE ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRlBENAME

Do not use this form for proposalsto drillnew wells, significantlydeepenexistingwells below carent bottom-holedepth, reenterplugged 7. UNIT or CA AGREEMENTNAME:
wells, or to drill horizontal laterals. UseAPPLICATIONFOR PERMITTO DRILLformfor such proposals.

1. TYPE OF WELL: 8. WELL NAME and NUMBElt
OIL WELL GAS WELL OTHER STATE 13-16-9-16

1 NAME OF OPERATOlt 9. API NUMBElt
NEWFIELDPRODUCTIONCOMPANY 4301333853

3. ADDRESSOF OPERATOlt PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 CITY Myton STATE ÜT ZIP 84052 435.646.3721 MONUMENTBUTTE

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 652 FSL 524 FWL couNIY: DUCHESNE

OTR/OTILSECTION.TOWNSIRP. RANGE.MERIDIAN: SWSW, 16,T9S, RI6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ac- O DWEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(submitin Duplicate) O ALTER CASING FRACTUREMKr SIDETRACKTO WAIR WELL

Approximatedate work will CASINGHAIR NEW CONSTRUCTION TEMPORARifLY ABANDON

O CHANGETO MVIOUS PLANS OPERATORCHANGE TUBING REPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELL NAME PLUGBACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIOM RECLAMATIONOF WELL SITE OTHElt - Weekly StatusReport
05/19/2008 Q CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearlyshow all pertinentdetails includingdates, depths,volumes, etc.
On 5/13/08 MIRU Patterson Rig #52. Set all equipment. Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vemal BLMfield, & Roosevelt DOGM officewas notifedoftest.PU BHAand tag cement @278'. Drilloutcement &
shoe. Drilla 7.875 hole withfresh water to a depth of 5770'. Lay down drillstring & BHA.Open hole log w/ Dig/SPIGR log's TD to
surface. PU &TlH with Guide shoe, shoe jt, float collar,125 jt's of 5.5 J-55, 15.5# csgn. Set @5763.29' / KB. Cement with275sks
cement mixed @ 11.0 ppg & 3.43 yld. Then 400 sks cement mixed@14.4 ppg & 1.24 yld. Retumed 25 bbis of cement to reserve pit.
Nipple down Bop's. Drop slips @94,000 #'s tension. Release rig @5:00 PM on 5/19/08.

RECEIVED
MAY22 2008

DIV.0FOIL,GAS&MINING

NAME (PLEASEPRINT) Elvin Bastian Trrr.E

SIGNATURE DATE 05/19/2008

(This space for State use

STATE OF UTAH
O DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBEltDIVISION OF OIL, GAS AND MINING UTAH STATE ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRlBENAME

Do not use this form for proposalsto drillnew wells, significantlydeepenexistingwells below carent bottom-holedepth, reenterplugged 7. UNIT or CA AGREEMENTNAME:
wells, or to drill horizontal laterals. UseAPPLICATIONFOR PERMITTO DRILLformfor such proposals.

1. TYPE OF WELL: 8. WELL NAME and NUMBElt
OIL WELL GAS WELL OTHER STATE 13-16-9-16

1 NAME OF OPERATOlt 9. API NUMBElt
NEWFIELDPRODUCTIONCOMPANY 4301333853

3. ADDRESSOF OPERATOlt PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 CITY Myton STATE ÜT ZIP 84052 435.646.3721 MONUMENTBUTTE

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 652 FSL 524 FWL couNIY: DUCHESNE

OTR/OTILSECTION.TOWNSIRP. RANGE.MERIDIAN: SWSW, 16,T9S, RI6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ac- O DWEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(submitin Duplicate) O ALTER CASING FRACTUREMKr SIDETRACKTO WAIR WELL

Approximatedate work will CASINGHAIR NEW CONSTRUCTION TEMPORARifLY ABANDON

O CHANGETO MVIOUS PLANS OPERATORCHANGE TUBING REPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELL NAME PLUGBACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIOM RECLAMATIONOF WELL SITE OTHElt - Weekly StatusReport
05/19/2008 Q CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearlyshow all pertinentdetails includingdates, depths,volumes, etc.
On 5/13/08 MIRU Patterson Rig #52. Set all equipment. Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vemal BLMfield, & Roosevelt DOGM officewas notifedoftest.PU BHAand tag cement @278'. Drilloutcement &
shoe. Drilla 7.875 hole withfresh water to a depth of 5770'. Lay down drillstring & BHA.Open hole log w/ Dig/SPIGR log's TD to
surface. PU &TlH with Guide shoe, shoe jt, float collar,125 jt's of 5.5 J-55, 15.5# csgn. Set @5763.29' / KB. Cement with275sks
cement mixed @ 11.0 ppg & 3.43 yld. Then 400 sks cement mixed@14.4 ppg & 1.24 yld. Retumed 25 bbis of cement to reserve pit.
Nipple down Bop's. Drop slips @94,000 #'s tension. Release rig @5:00 PM on 5/19/08.

RECEIVED
MAY22 2008

DIV.0FOIL,GAS&MINING

NAME (PLEASEPRINT) Elvin Bastian Trrr.E

SIGNATURE DATE 05/19/2008

(This space for State use
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(This space for State use



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 5763.29
Fltcilr@ 5743.85

LASTCASING 8 5/8" SET AT 312.81' OPERATOR Newfield Production Company
DATUM 12 WELL State 13-16-9-16
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR& RIG# Patterson #52
TD DRILLER 5770 LOGGE5763'
HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT/ FT GRD THREAD CONDT LENGTH

Landing Jt 14
Short Jt@3910' 5.40

125 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5729.9

0.6
1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 20.14

GUIDE shoe 8rd A 0.65
CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 5765.29
TOTALLENGTHOF STRING 5765.29 126 LESS CUT OFF PIECE 14
LESS NONCSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULLJTS. LEFTOUT 273.6 6 CASINGSET DEPTH 5763.29

TOTAL 6023.64 132 -

TOTALCSG. DEL.(W/O THRDS) 6023.64 132 COMPARE
TIMING 1ST STAGE 2nd STAGE

BEGINRUN CSG. 2:30 AM 5/19/2008 GOOD CIRC THRU JOB Yes
CSG. INHOLE 8:00 AM 5/19/2008 Bbis CMTCIRC TO SURFACE 25
BEGINCIRC 8:30 AM 5/19/2008 RECIPROCATEDPIPE FOR THRU FT STROKE
BEGINPUMP CMT 10:39 AM 5/19/2008 DID BACKPRES. VALVE HOLD? Yes
BEGINDSPL. CMT 11:35 AM 5/19/2008 BUMPEDPLUG TO 1700 PSI
PLUG DOWN 12:01 PM 5/19/2008

CEMENTUSED CEMENTCOMPANY- 8. A.
STAGE # SX CEMENTTYPE &ADDITIVES

1 275 Premlite IIw/ 10% gel + 3% KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed @11.0 ppg W / 3.43 cf/sk yield
2 400 50/50 poz WI2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed @14.4 ppg WI 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middlefirst, top second &third.Then every thirdcollar for a totalof20.

COMPANYREPRESENTATIVE Don Bastian DATE
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'
STATE OF UTAH

I DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING UTAH STATEML-16532

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this formfor proposalsto drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals.
l. TYPE OF WELL; 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333853
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENTBUTTE
4. LOCATION OF WELL;

FOOTAGESAT SURFACE: 652 FSL 524 FWL COUNTY: DUCHESNE

OTR/OTR.SECTION. TOWNSHIP.RANGE.MERIDIAN: SWSW, 16, T9S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximatedate work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGEWELL NAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COmNGLE PRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER: - Weekly StatusReport

06/23/2008 Q CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The above subject well was completed on 06-17-08, attached is a daily completion status report

NAME (PLEASE PRI TITLE Produ3cti0onClerk

(This space for S ate us uly)

RECEIVED

JUN3O2008
DIV.0FOIL,GAS&
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Fórmat For Sundry
STATE 13-16-9-16

3/1/2008 To 7/30/2008
5/29/2000 Day. 1 Lumpletion

Rigless on 5/28/2008 - Install SM frac head. NU 6" 5M Cameron BOP. RU H/O truck
& pressure test casing, blind rams, frac head & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5697' & cement
top @ 46'. Perforate stage #1. CP1 sds @ 5520- 28', 5506- 16' w/ 3 1/8" slick guns
(19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for total of 72
shots. 137 BWTR. SIFN.

4/18/2008 Day: 1 Completion

Rigless on 4/17/2008 - Install 5M frac head. NU 6" 5M Cameron BOP. RU H/O truck
& pressure test casing, blind rams, frac head & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast. RIH w/ logging tools. Hit tight spot @ 4810', POH w/
logging tools. TIH w/ 14' perf gun, Tagged WL PBTD @ 5718'. POH & LD perf gun. PU
& RIH w/ Iogging tools with out bottom bowspring centralizer, Was able to go
through (Tight spot or bad deviation from 4800 to 5200', Showed about 300 psi of
drag, Would recommend running guided rods through this area). Run CBL under
pressure. WLTD @ 5718' & cement top @ 278'. Perforate stage #1. CP1 sds @ 5606-
20, 5571- 92' w/ 3 1/8" slick guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-
331 Titan) w/ 4 spf for total of 140 shots. 138 BWTR. SIFN.

6/7/2008 Day: 2 Completion

Rigless on 6/6/2008 - Stage #1 CP1 sds. RU BJ Services. O psi on well. Frac CP1 sds
w/ 40,770#'s of 20/40 sand in 426 bbis of Lightning 17 fluid. Broke @ 2756 psi.
Treated w/ ave pressure of 1994 psi w/ ave rate of 23.8 BPM. ISIP 2188 psi. Leave
pressure on well. 565 BWTR. Stage #2 D2 sds. RU Lone Wolf, IIc WLT, crane &
Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 10',
7' perf guns. Set plug @ 4800'. Perforate D2 sds @ 4694-4701' & 4670-80' w/ 3-
1/8" Slick Guns (.369"EH, 22.7 gram, 90°) w/ 4 spf for total of 68 shots. RU BJ
Services. 1504 psi on well. Frac D2 sds w/ 40,545#'s of 20/40 sand in 410 bbis of
Lightning 17 fluid. Broke @ 1779 psi. Treated w/ ave pressure of 1811 psi w/ ave
rate of 23.8 BPM. ISIP 1920 psi. Leave pressure on well. 975 BWTR. Stage #3 GB6
sds. RU Lone Wolf, IIc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K
composite flow through frac plug & S' perf gun. Set plug @ 4250'. Perforate GB6 sds
@ 4156-64' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram, 90°) w/ 4 spf for total of 32
shots. RU BJ Services. 1433 psi on well. Frac GB6 sds w/ 50,204#'s of 20/40 sand in
438 bbis of Lightning 17 fluid. Broke @ 2177 psi. Treated w/ ave pressure of 1855
psi w/ ave rate of 24.0 BPM. ISIP 1810 psi. Leave pressure on well. 1413 BWTR.
Stage #4 GB2 sds. RU Lone Wolf, IIc WLT, crane & Lubricator. RIH w/ Weatherford
5-1/2" 6K composite flow through frac plug & 8' perf gun. Set plug @ 4060'.
Perforate GB2 sds @ 3978-86' w/ 3-1/8" Siink Guns (.369"EH, 22.7 gram, 90°) w/ 4
spf for total of 32 shots. RU BJ Services. 1323 psi on well. Perfs would not break.
Dump bail acid on perfs. 1323 psi on well. Frac GB2 sds w/ 30,226#'s of 20/40 sand
in 366 bbis of Lightning 17 fluid. Broke @ 2501 psi. Treated w/ ave pressure of 1552
psi w/ ave rate of 15.6 BPM. ISIP 1587 psi. Open well to pit for immediate flowback.
Well flowed for 7 hrs & died. Recovered 400 bbis. SWIFN.

6/12/2008 Day: 3 Completion

http://www.inewfield.com/denver/SumActRpt.asp?RC=600200168&API=430133385300S...
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5-1/2" 6K composite flow through frac plug & 8' perf gun. Set plug @ 4060'.
Perforate GB2 sds @ 3978-86' w/ 3-1/8" Siink Guns (.369"EH, 22.7 gram, 90°) w/ 4
spf for total of 32 shots. RU BJ Services. 1323 psi on well. Perfs would not break.
Dump bail acid on perfs. 1323 psi on well. Frac GB2 sds w/ 30,226#'s of 20/40 sand
in 366 bbis of Lightning 17 fluid. Broke @ 2501 psi. Treated w/ ave pressure of 1552
psi w/ ave rate of 15.6 BPM. ISIP 1587 psi. Open well to pit for immediate flowback.
Well flowed for 7 hrs & died. Recovered 400 bbis. SWIFN.

6/12/2008 Day: 3 Completion

http://www.inewfield.com/denver/SumActRpt.asp?RC=600200168&API=430133385300S...
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Daily Activity Report

Fórmat For Sundry
STATE 13-16-9-16

3/1/2008 To 7/30/2008
5/29/2000 Day. 1 Lumpletion
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top @ 46'. Perforate stage #1. CP1 sds @ 5520- 28', 5506- 16' w/ 3 1/8" slick guns
(19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4 spf for total of 72
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4/18/2008 Day: 1 Completion
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6/7/2008 Day: 2 Completion
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w/ 40,770#'s of 20/40 sand in 426 bbis of Lightning 17 fluid. Broke @ 2756 psi.
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5-1/2" 6K composite flow through frac plug & 8' perf gun. Set plug @ 4060'.
Perforate GB2 sds @ 3978-86' w/ 3-1/8" Siink Guns (.369"EH, 22.7 gram, 90°) w/ 4
spf for total of 32 shots. RU BJ Services. 1323 psi on well. Perfs would not break.
Dump bail acid on perfs. 1323 psi on well. Frac GB2 sds w/ 30,226#'s of 20/40 sand
in 366 bbis of Lightning 17 fluid. Broke @ 2501 psi. Treated w/ ave pressure of 1552
psi w/ ave rate of 15.6 BPM. ISIP 1587 psi. Open well to pit for immediate flowback.
Well flowed for 7 hrs & died. Recovered 400 bbis. SWIFN.

6/12/2008 Day: 3 Completion

http://www.inewfield.com/denver/SumActRpt.asp?RC=600200168&API=430133385300S...
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Leed #731 on 6/11/2008 - Move in Leed #731. Could not RU due to high winds.
SWIFN.

6/13/2008 Day: 4 Completion

production head & Schafer BOP. RIH w/ 4 3/4" chomp bit, bit sub & new 2 7/8" tbg.
from pipe rack (tallying & drifting thg.). Tag sand @ 3910'. RU powerswivel & pump.
C/O to CBP @ 4060'. DU CBP in 10 min. Circulate well clean. SWIFN.

6/14/2008 Day: 5 Completion

Leed #731 on 6/13/2008 - Con't PU tbg, C/O sd & drilling out composite plugs as
follows (using conventional circulation): no sd, plug @ 4250' in 50 minutes; sd @
4685', plug @ 4800' in 15 minutes. Hang back swivel & con't PU tbg. Tag fill @ 5300'.
PU swivel. Drill plug remains & sd to PBTD @ 5742'. CÏrc hole clean W/ no fluid loss.
RD swivel & pull EOT to 5657'. RU swab equipment. IFL @ sfc. Made 4 swb runs rec
55 BTF W/ light gas & tr sd. FFL @ 600'. SIFN W/ est 1324 BWTR.
normurumma:eenmaniumrculanwxemrommeensusarresoccommreva vowszamn*msmownwammenerommerrammenamenactmer

wigesrammency:owmarenmanneemmexensmusmercarmannut:Amraarsonnemsormeammme:marmesinomenemormer

6/17/2008 Day: 6 Completion

Leed #731 on 6/16/2008 - Bleed sm amt gas off well. Resume swabbing well for
cleanup. IFL @ 600'. Made 8 swb runs rec 90 BTF W/ tr oil, light gas & slight tr sd.
FFL @ 1300'. TIH W/ tbg f/ 565T. Tag sd @ 5730' (12' new fill). C/O sd to PBTD @
5742'. Circ hole clean. Lost est 45 BW & rec tr oil. LD excess tbg. TOH W/ tbg--LD
bit. TIH W/ BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new
CDI 5 1/2" TA (45K) & 175 jts 2 7/8 Brd 6.5# (YB) J-55 tbg. ND BOP. Set TA @
5492' W/ SN @ 5526' & EOT @ 5590'. Land tbg W/ 15,000# tension. NU wellhead.
Flush tbg W/ 60 BW (retruned 55 bbis). SIFN W/ est 1284 BWTR.

6/18/2008 Day: 7 Completion

Leed #731 on 6/17/2008 - PU & TIH W/ pump and "B" grade rod string as follows:
new CDI 2 1/2" X 1 1/2" X 16' RHAC pump, 6-1 1/2" weight rods, 20-3/4"
scrapered rods, 95-3/4" plain rods, 98-3/4" scrapered rods, 1-8', 1-6' & 1-4' X 3/4"
pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit. Fill tbg W/
2 BW. Pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi. Good
pump action. RDMOSU. Est 1286 BWTR. Place well on production @ 6:00 PM
6/17/2008 W/ 100" SL @ 5 SPM. FINAL REPORT!!!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600200168&API=430133385300S...
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6/17/2008 Day: 6 Completion
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bit. TIH W/ BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new
CDI 5 1/2" TA (45K) & 175 jts 2 7/8 Brd 6.5# (YB) J-55 tbg. ND BOP. Set TA @
5492' W/ SN @ 5526' & EOT @ 5590'. Land tbg W/ 15,000# tension. NU wellhead.
Flush tbg W/ 60 BW (retruned 55 bbis). SIFN W/ est 1284 BWTR.

6/18/2008 Day: 7 Completion
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pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit. Fill tbg W/
2 BW. Pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi. Good
pump action. RDMOSU. Est 1286 BWTR. Place well on production @ 6:00 PM
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RECENED
JUL25 2003

FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDESIGNATIONANDSERIALNO.
ML-16532

i. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

O O
7. UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTHER NA

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

NEWFIELD PRODUCTION COMPANY STATE 13-16-9-16

3. ADDRESS AND TELEPHONE NUMBER 9 API NUMBER
Rt. 3 Box 3630, Myton Utah 84052 43-013-33853
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 652 FSL 524 FWL MONUMENT BUTTE

QQ,SEC, T, R, M: SW/SW Section 16, T9S R16E
COUNTY DUCHESNE
STATE UTAH

l 1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NO TCE, REPORT OR OTHER DATA
NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)
ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTURE TREAT OR ACJDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER DATE WORK COMPLETED
Report results of Multiple Completion and Recompletions to different
reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent letails,and give pertinent dates. If well is directionallydrilled, give subsurface locations
and measured and true vertical depth for all markers and zones pertinent to this work.

As per a conversation with Helen Sadik MacDonald approval was given to go ahead and set the planned 290' of
surface casing that is normally set on wells drilled within the Monument Butte field by Newfield Production.
Subsequently 323' of surface casing was set on the above mentioned well.

ME & SIGNATURE TITLE Regulatory Specialist DATE 7/21/2008
Mandie Crozier

(This space for State use only)

4/94 * See Instructions On Reverse
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FORM 3160-4 , SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*i°""° © Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT ML-16532

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.lFINDIAN,ALLOTTEENORTRIBENAME

l a. TYPE OF WORK 7. UNIT AGREEMENT NAME

w LL W LL
DRY Other State

1b. TYPE OF WELL

8. FARM OR LEASE NAME, WELLNO.
NEW WORK PLUG DIFF

WELL X OVER DEEPEN BACK RESVR. Other State 13-16-9-16
2. NAME OF OPERATOR

Newfield Exploration Company 43-013-33853
3. ADDRESS AND TELEPHONENO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At Surface 652' FSL & 524' FWL (SWISW) Sec. 16, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 16, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33853 01/24/08 Duchesne |UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

04/09/08 05/18/08 06/17/08 5959' GL 5971' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

5770' 5742' ----> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 3978'-5528' SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-6/8" - J-bb 24# 323' 12-1/4" To surface with 160 sx Class "G" cmt
6-1/2" - J-bb 1b.b# 6/63' /-//8" 275 sx Prernlite IIand 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-//8" EOI @ \A@
bbeo' b492'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP1) 5520'-28', 5506'-16'
.49" 4/72 5506'-5528' Frac w/ 40,770#20/40 sand in 426 bbls fluid

(D2) 4694'-4701', 4670'-80'
.369" 4/68 4670'-4701' Frac w/40,545#20/40 sand in 410 bbls fluid

(GB6) 4156'-4164'
.369" 4/32 4156'-4164' Frac w/ 50,204#20/40 sand in 438 bbls fluid

(GB2) 3978'-86' .369" 4/32 3978'-3986' Frac w/ 30m226#20/40 sand in 366 bbis fluid

33.* PRODUC' ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

06-18-08 2-1/2" x 1-1/2" x 16' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL AS-OIL RATIO

TEST PERIOD

07/02/08 -> | 42 41 58 976
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. IL GRAVITY-API (CORR.)

24-HOUR RATE |
-----> I I I ' EIVED

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITN

Used for Fuel
35. LIST OF ATTACHMENTS AUSOA 2008
36. I hereby certify thatt go g a tta d information is complete and correct as determined from all available records DIVOFOIL,GAS&MINING

SIGNED TITLE Production Tech DATE 8/1/2008
Jenty Pa JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1 ita crime for erson knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or reposentations as to any matter within its

FORM 3160-4 , SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*i°""° © Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT ML-16532

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.lFINDIAN,ALLOTTEENORTRIBENAME

l a. TYPE OF WORK 7. UNIT AGREEMENT NAME

w LL W LL
DRY Other State

1b. TYPE OF WELL

8. FARM OR LEASE NAME, WELLNO.
NEW WORK PLUG DIFF

WELL X OVER DEEPEN BACK RESVR. Other State 13-16-9-16
2. NAME OF OPERATOR

Newfield Exploration Company 43-013-33853
3. ADDRESS AND TELEPHONENO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At Surface 652' FSL & 524' FWL (SWISW) Sec. 16, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 16, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33853 01/24/08 Duchesne |UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

04/09/08 05/18/08 06/17/08 5959' GL 5971' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

5770' 5742' ----> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 3978'-5528' SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-6/8" - J-bb 24# 323' 12-1/4" To surface with 160 sx Class "G" cmt
6-1/2" - J-bb 1b.b# 6/63' /-//8" 275 sx Prernlite IIand 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-//8" EOI @ \A@
bbeo' b492'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP1) 5520'-28', 5506'-16'
.49" 4/72 5506'-5528' Frac w/ 40,770#20/40 sand in 426 bbls fluid

(D2) 4694'-4701', 4670'-80'
.369" 4/68 4670'-4701' Frac w/40,545#20/40 sand in 410 bbls fluid

(GB6) 4156'-4164'
.369" 4/32 4156'-4164' Frac w/ 50,204#20/40 sand in 438 bbls fluid

(GB2) 3978'-86' .369" 4/32 3978'-3986' Frac w/ 30m226#20/40 sand in 366 bbis fluid

33.* PRODUC' ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

06-18-08 2-1/2" x 1-1/2" x 16' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL AS-OIL RATIO

TEST PERIOD

07/02/08 -> | 42 41 58 976
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. IL GRAVITY-API (CORR.)

24-HOUR RATE |
-----> I I I ' EIVED

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITN

Used for Fuel
35. LIST OF ATTACHMENTS AUSOA 2008
36. I hereby certify thatt go g a tta d information is complete and correct as determined from all available records DIVOFOIL,GAS&MINING

SIGNED TITLE Production Tech DATE 8/1/2008
Jenty Pa JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1 ita crime for erson knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or reposentations as to any matter within its
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36. I hereby certify thatt go g a tta d information is complete and correct as determined from all available records DIVOFOIL,GAS&MINING

SIGNED TITLE Production Tech DATE 8/1/2008
Jenty Pa JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title 18 U.S.C. Section 1 ita crime for erson knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or reposentations as to any matter within its
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NEWFIELD

Well Name: State 13-16-9-16 Spud Date: 4-9-08

LOCATION: S16, T9S, R16E TD: 5770'
COUNTYISTATE: Duchesne CSG: 5-19-08
API: 43-013-33853 POP: 6-17-08

Oil Water Recovered Gas Casing
DATE HRS (bbis) (bbis) Water (bbis) (mcf) Pressure (psi) SPM Comments

6/17/2008 1286 POP @ 6:00 P.M. w/ 100" SL @ 5 SPM. 1286 Total water to recover.
6/18/2008 17 0 70 1216 0 0 6
6/19/:2008 24 O 110 1106 0 0 6
6/20/2008 24 0 67 1039 0 140 6
6/21/2008 24 0 188 851 27 75 6
6/22/2008 24 0 113 738 27 75 6
6/23/2008 24 0 120 618 13 70 6
6/24/2008 24 10 109 509 13 60 6
6/25/2008 24 25 40 469 13 65 6
6/26/2008 24 23 50 419 22 65 5 1/2
6/27/2008 24 10 15 404 45 50 6
6/28/2008 24 30 62 342 24 65 5 1/2
6/29/2008 24 32 63 279 24 45 6
6/30/2008 24 33 63 216 19 60 6
7/1/2008 24 28 50 166 13 60 6
7/2/2008 24 42 58 108 41 65 5 3/4
7/3/2008 24 33 68 40 26 70 6
7/4/2008 24 40 60 -20 26 70 6
7/5/2008 24 43 78 -98 33 70 6
7/6/2008 24 37 55 -153 32 70 6
7/7/2008 24 35 78 -231 39 70 6
7/8/2008 24 37 52 -283 32 70 6
7/9/2008 24 38 30 -313 40 70 6

7/10/2008 24 32 20 -333 40 70 6
7/11/2008 24 88 70 -403 41 60 6
7/12/2008 24 72 30 -433 40 35 6
7/13/2008 24 32 67 -500 40 70 6
7/14/2008 24 29 77 -577 39 60 6
7/15/2008 24 7 87 -664 40 45 6
7/16/2008 24 22 72 -736 13 55 6
7/17/2008 24 32 111 -847 19 55 6
7/18/2008 24 36 110 -957 14 45 6 FINAL

846 2243 795
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RECEIVED: Mar. 27, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-16532 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 13-16-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0652 FSL 0524 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /1 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production proposes to convert the above mentioned well
from a producing oil well to an injection well. See attached proposed

wellbore diagram.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jill L Loyle 303 383-4135

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 3 /27 /2013

April 01, 2013

Sundry Number: 35988 API Well Number: 43013338530000Sundry Number: 35988 API Well Number: 43013338530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0652 FSL 0524 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production proposes to convert the above mentioned well Accepted by the
from a producing oil well to an injection well. See attached proposed Utah Division of

wellbore diagram. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 3/27/2013

RECEIVED: Mar. 27,

Sundry Number: 35988 API Well Number: 43013338530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0652 FSL 0524 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production proposes to convert the above mentioned well Accepted by the
from a producing oil well to an injection well. See attached proposed Utah Division of

wellbore diagram. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 3/27/2013

RECEIVED: Mar. 27,

Sundry Number: 35988 API Well Number: 43013338530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0652 FSL 0524 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/1/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production proposes to convert the above mentioned well Accepted by the
from a producing oil well to an injection well. See attached proposed Utah Division of

wellbore diagram. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jill L Loyle 303 383-4135 Regulatory Technician

SIGNATURE DATE
N/A 3/27/2013

RECEIVED: Mar. 27,



RECEIVED: Mar. 27, 2013

State 13-16-9-16

Proposed Injection 
Wellbore Diagram

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7jts (313.38’) 

DEPTH LANDED:  323.38’ KB 

HOLE SIZE: 12-1/4”

CEMENT DATA: To Surface with 160 sxs Class ‘G’ cmt  

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5#

LENGTH: 126 jts. (5750.14’) Includes Shoe Jt. (20.14’)

HOLE SIZE: 7-7/8”

DEPTH LANDED: 5763.29’ KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz 

CEMENT TOP AT: 46’  

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 177 jts. (5460.9’) 

TUBING ANCHOR: 5472.9’

NO. OF JOINTS: 1jt  (31.70’) 

SEATING NIPPLE: 2-7/8” (1.10’)

SN LANDED AT: 5507.1’KB

NO. OF JOINTS: 1 jts. (31.10’)

TOTAL STRING LENGTH:  EOT @ 5540

PERFORATION RECORD

3978-3986’    4 JSPF      32 holes
4156-4164’    4 JSPF      32 holes
4670-4680’    4 JSPF      40 holes 
4694-4701’    4 JSPF      28 holes
5506-5516’    4 JSPF      40 holes
5520-5528’    4 JSPF      32 holes

Spud Date: 4/9/08 

Put on Production: 6/18/08 

GL: 5959’   KB: 5971’

Packer @ 3928’ 

FRAC JOB

06-06-08    5506-5616’ Frac CP1 sds as follows:
40,770# 20/40 sand in 426 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1994 psi w/ ave rate of 23.8 BPM.  ISIP 2188 psi. Actual 
Flush: 4914 gals.

06-06-08     4670-4680’ Frac D2 sds as follows:
40,545# 20/40 sand in 410 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1811 psi w/ ave rate of 23.8 BPM.  ISIP 1920 psi. Actual 
Flush: 4120 gals.

06-06-08    4156-4164’ Frac GB6 sds as follows:
50,204# 20/40 sand in 438 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1855 psi w/ ave rate of 24.0 BPM.  ISIP 1810 psi. Actual 
Flush: 3692 gals.

06-06-08    3978-3986’ Frac GB2 sds as follows:
30,226# 20/40 sand in 366 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1552 psi w/ ave rate of 15.6 BPM.  ISIP 1587 psi.Actual
Flush: 3893 gals. 

1/6/09 Tubing Leak. Updated rod & tubing 
details. 

9/30/09 Tubing Leak. Updated rod & tubing 

07/24/10 Pump Change. Updated rod & tubing.

4/19/2011 Tubing Leak. Updated rods & tubing. 

3978-3986’

4694-4701’

4670-4680’

5506-5516’

PBTD @ 5742’ 

TD @ 5770’ 

4156-4164’

5520-5528’

JL 3/27/2013

State 13-16-9-16
652’FSL & 524’ FWL (SW/SW)

Section 16, T9S, R16E
Duchesne County, Utah

API #43-013-33853; Lease # Utah State ML-16532

Sundry Number: 35988 API Well Number: 43013338530000Sundry Number: 35988 API Well Number: 43013338530000

State 13-16-9-16
Spud Date: 4/9/08

Put on Production: 6/18/08 Proposed Inje:tion
GL: 5959' KB: 5971' Wellbore Dia gam

FRAC JOB
06-06-08 5506-5616' Frac CP1 sds as follows:
40,770#20/40 sand in 426 bbls of Lightning 17 fluid. Treated w/ ave

SURFACE CASING pressure of 1994 psi w/ ave rate of 23.8 BPM. ISIP 2188 psi. Actual
-

. Flush: 4914 gals.
CSG SIZE: 8-5/8"

06-06-08 4670-4680' Frac D2 sds as follows:
GRADE:J-55 40,545#20/40sandin410bblsofLightningl7fluid.Treatedw/ave

pressure of 1811 psi w/ ave rate of 23.8 BPM. ISIP 1920 psi. ActualWEIGHT: 24#
Flush: 4120 gals.

LENGTH: 7jts (313.38') 06-06-08 4156-4164' Frac GB6 sds as follows:
DEPTH LANDED: 323.38' KB 50,204#20/40 sand in 438 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4,, pressure of 1855 psi w/ ave rate of 24.0 BPM. ISIP 1810 psi. Actual
- - Flush: 3692 gals.

CEMENT DATA: To Surface with 160 sxs Class 'G' cmt 06-06-08 3978-3986' Frac GB2 sds as follows:
30,226#20/40 sand in 366 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1552 psi w/ ave rate of 15.6 BPM. ISIP 1587 psi.Actual

PRODUCTION CASING
Flush: 3893 gals.

CSG SIZE: 5-1/2"
1/6/09 Tubing Leak. Updated rod & tubing

GRADE: J-55
details.

WEIGHT: 15.5# 9/30/09 Tubing Leak. Updated rod & tubing
LENGTH: 126 jts. (5750.14') Includes Shoe Jt. (20.14') 07/24/10 Pump Change. Updated rod & tubing.
HOLE SIZE: 7-7/8"

4/19/2011 Tubing Leak. Updated rods & tubing.
DEPTHLANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

Packer@3928'
NO. OF JOINTS: 177 jts. (5460.9')

3978-3986'
TUBING ANCHOR: 5472.9'

NO. OF JOINTS: ljt (31.70')

SEATING NIPPLE: 2-7/8" (1.10') 4156-4164'

SN LANDED AT: 5507.l'KB

NO. OF JOINTS: 1 jts. (31.10')

TOTAL STRING LENGTH: EOT @5540 4670-4680'

4694-4701'

5506-5516'

PERFORATION RECORD
5520-5528'

3978-3986' 4 JSPF 32 holes
4156-4164' 4 JSPF 32 holes
4670-4680' 4 JSPF 40 holes
4694-4701' 4 JSPF 28 holes
5506-5516' 4 JSPF 40 holes
5520-5528' 4 JSPF 32 holes

NEWFIELD PBTD@5742'

/ \ TD @5770'State 13-16-9-16
652'FSL & 524' FWL (SW/SW)

Section 16, T9S, R16E
Duchesne County, Utah

API #43-013-33853; Lease #Utah State ML-16532

JL 3/27/2013

RECEIVED: Mar. 27,

Sundry Number: 35988 API Well Number: 43013338530000

State 13-16-9-16
Spud Date: 4/9/08

Put on Production: 6/18/08 Proposed Inje:tion
GL: 5959' KB: 5971' Wellbore Dia gam

FRAC JOB
06-06-08 5506-5616' Frac CP1 sds as follows:
40,770#20/40 sand in 426 bbls of Lightning 17 fluid. Treated w/ ave

SURFACE CASING pressure of 1994 psi w/ ave rate of 23.8 BPM. ISIP 2188 psi. Actual
-

. Flush: 4914 gals.
CSG SIZE: 8-5/8"

06-06-08 4670-4680' Frac D2 sds as follows:
GRADE:J-55 40,545#20/40sandin410bblsofLightningl7fluid.Treatedw/ave

pressure of 1811 psi w/ ave rate of 23.8 BPM. ISIP 1920 psi. ActualWEIGHT: 24#
Flush: 4120 gals.

LENGTH: 7jts (313.38') 06-06-08 4156-4164' Frac GB6 sds as follows:
DEPTH LANDED: 323.38' KB 50,204#20/40 sand in 438 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4,, pressure of 1855 psi w/ ave rate of 24.0 BPM. ISIP 1810 psi. Actual
- - Flush: 3692 gals.

CEMENT DATA: To Surface with 160 sxs Class 'G' cmt 06-06-08 3978-3986' Frac GB2 sds as follows:
30,226#20/40 sand in 366 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1552 psi w/ ave rate of 15.6 BPM. ISIP 1587 psi.Actual

PRODUCTION CASING
Flush: 3893 gals.

CSG SIZE: 5-1/2"
1/6/09 Tubing Leak. Updated rod & tubing

GRADE: J-55
details.

WEIGHT: 15.5# 9/30/09 Tubing Leak. Updated rod & tubing
LENGTH: 126 jts. (5750.14') Includes Shoe Jt. (20.14') 07/24/10 Pump Change. Updated rod & tubing.
HOLE SIZE: 7-7/8"

4/19/2011 Tubing Leak. Updated rods & tubing.
DEPTHLANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

Packer@3928'
NO. OF JOINTS: 177 jts. (5460.9')

3978-3986'
TUBING ANCHOR: 5472.9'

NO. OF JOINTS: ljt (31.70')

SEATING NIPPLE: 2-7/8" (1.10') 4156-4164'

SN LANDED AT: 5507.l'KB

NO. OF JOINTS: 1 jts. (31.10')

TOTAL STRING LENGTH: EOT @5540 4670-4680'

4694-4701'

5506-5516'

PERFORATION RECORD
5520-5528'

3978-3986' 4 JSPF 32 holes
4156-4164' 4 JSPF 32 holes
4670-4680' 4 JSPF 40 holes
4694-4701' 4 JSPF 28 holes
5506-5516' 4 JSPF 40 holes
5520-5528' 4 JSPF 32 holes

NEWFIELD PBTD@5742'

/ \ TD @5770'State 13-16-9-16
652'FSL & 524' FWL (SW/SW)

Section 16, T9S, R16E
Duchesne County, Utah

API #43-013-33853; Lease #Utah State ML-16532

JL 3/27/2013

RECEIVED: Mar. 27,

Sundry Number: 35988 API Well Number: 43013338530000

State 13-16-9-16
Spud Date: 4/9/08

Put on Production: 6/18/08 Proposed Inje:tion
GL: 5959' KB: 5971' Wellbore Dia gam

FRAC JOB
06-06-08 5506-5616' Frac CP1 sds as follows:
40,770#20/40 sand in 426 bbls of Lightning 17 fluid. Treated w/ ave

SURFACE CASING pressure of 1994 psi w/ ave rate of 23.8 BPM. ISIP 2188 psi. Actual
-

. Flush: 4914 gals.
CSG SIZE: 8-5/8"

06-06-08 4670-4680' Frac D2 sds as follows:
GRADE:J-55 40,545#20/40sandin410bblsofLightningl7fluid.Treatedw/ave

pressure of 1811 psi w/ ave rate of 23.8 BPM. ISIP 1920 psi. ActualWEIGHT: 24#
Flush: 4120 gals.

LENGTH: 7jts (313.38') 06-06-08 4156-4164' Frac GB6 sds as follows:
DEPTH LANDED: 323.38' KB 50,204#20/40 sand in 438 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4,, pressure of 1855 psi w/ ave rate of 24.0 BPM. ISIP 1810 psi. Actual
- - Flush: 3692 gals.

CEMENT DATA: To Surface with 160 sxs Class 'G' cmt 06-06-08 3978-3986' Frac GB2 sds as follows:
30,226#20/40 sand in 366 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1552 psi w/ ave rate of 15.6 BPM. ISIP 1587 psi.Actual

PRODUCTION CASING
Flush: 3893 gals.

CSG SIZE: 5-1/2"
1/6/09 Tubing Leak. Updated rod & tubing

GRADE: J-55
details.

WEIGHT: 15.5# 9/30/09 Tubing Leak. Updated rod & tubing
LENGTH: 126 jts. (5750.14') Includes Shoe Jt. (20.14') 07/24/10 Pump Change. Updated rod & tubing.
HOLE SIZE: 7-7/8"

4/19/2011 Tubing Leak. Updated rods & tubing.
DEPTHLANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

Packer@3928'
NO. OF JOINTS: 177 jts. (5460.9')

3978-3986'
TUBING ANCHOR: 5472.9'

NO. OF JOINTS: ljt (31.70')

SEATING NIPPLE: 2-7/8" (1.10') 4156-4164'

SN LANDED AT: 5507.l'KB

NO. OF JOINTS: 1 jts. (31.10')

TOTAL STRING LENGTH: EOT @5540 4670-4680'

4694-4701'

5506-5516'

PERFORATION RECORD
5520-5528'

3978-3986' 4 JSPF 32 holes
4156-4164' 4 JSPF 32 holes
4670-4680' 4 JSPF 40 holes
4694-4701' 4 JSPF 28 holes
5506-5516' 4 JSPF 40 holes
5520-5528' 4 JSPF 32 holes

NEWFIELD PBTD@5742'

/ \ TD @5770'State 13-16-9-16
652'FSL & 524' FWL (SW/SW)

Section 16, T9S, R16E
Duchesne County, Utah

API #43-013-33853; Lease #Utah State ML-16532

JL 3/27/2013

RECEIVED: Mar. 27,



NEWFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

Denver, Colorado 80202November 27, 2013
PH 303-893-0102 FAX303-893-0103

Mr. Mark Reinbold RECENED
State of Utah
Division of Oil, Gas and Mining DECOg2013
1594 W North Temple
Salt Lake City, Utah 84114-5801

DE OFOIL,GAS&WNING

RE: Permit Application for Water Injection Well
State #13-16-9-16
Monument Butte Field, Lease #ML-16532
Section 16-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the State #13-16-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

ill L Loyle
Regulatory

NEWFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

Denver, Colorado 80202November 27, 2013
PH 303-893-0102 FAX303-893-0103

Mr. Mark Reinbold RECENED
State of Utah
Division of Oil, Gas and Mining DECOg2013
1594 W North Temple
Salt Lake City, Utah 84114-5801

DE OFOIL,GAS&WNING

RE: Permit Application for Water Injection Well
State #13-16-9-16
Monument Butte Field, Lease #ML-16532
Section 16-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the State #13-16-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

ill L Loyle
Regulatory



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

STATE #13-16-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #ML-16532

NOVEMBER 27,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

STATE #13-16-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #ML-16532

NOVEMBER 27,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATIONFOR INJECTIONWELL - UIC FORM 1

OPERATOR NewfieldProduction Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: State #13-16-9-16

Field or Unitname: Monument Butte (Green River) Lease No. ML-16532

Well Location: QQ SWSW section 16 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Willthe proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . .. . . . . . . . . Yes [ ] No [X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33853

Proposed injection interval: from 3920 to 5742
Proposed maximum injection: rate 500 bpd pressure 1561 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany thisform.

List of Attachments: Attachments "A" through"H-1"

I certify thatthisreport is true and complete to the best of my knowledge.

Name: Jill L Loyle Signature Cr-y
Title Regulatory Associate Date Ë/g/ /
Phone No. 303-383-4135

(State use only)
Application approved by Title
Approval Date
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State 13-16-9-16
Spud Date: 4/9/08

Put on Production: 6/18/08 Proposed Inje :tion

GL: 5959' KB: 5971' Wellbore Diafram
FRAC JOB

06-06-08 5506-5616' Frac CP1 sds as follows:
40,770#20/40 sand in 426 bb1sof Lightning 17 fluid. Treatedw/ ave

SURFACE CASING
pressureofl994psiwlaverateof23.8 BPM. ISIP2188psi. Actual

. .
Flush; 4914 gals.

CSG SIZE: 8-5/8" 06-06-08 4670-4680' Frac D2 sds as follows:

GRADE: J-55 40,545#20/40 sand in 410 bb1sof Lightning 17 fluid. Treatedw/ ave

WEIGHT: 24#
pressure of 1811psi w/ ave rate of 23.8 BPM. ISIP 1920 psi. Actual
Flush: 4120 gals.

LENGTH: 7jts (313.38') 06-06-08 4156-4164' Frac GB6 sds as follows:

DEPTH LANDED: 323.38' KB 50,204#20/40 sand in 438 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4,, pressure of 1855 psi w/ ave rate of24.0 BPM. ISIP 1810 psi. Actual
-

- Flush: 3692 gals.
CEMENT DATA. To Surface with 160sxs Class 'G' cmt 06-06-08 3978-3986' Frac GB2 sds as follows:

30,226#20/40 sand in 366 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1552psi w/ ave rate of 15.6 BPM. ISIP 1587 psi.Actual

PRODUCTION CASING
Rush;3893gals.

CSG SIZE: 5-1/2"
1/6/09 Tubing Leak. Updated rod & tubing

GRADE: J-55 details.

WEIGHT: 15.5# 9/30/09 Tubing Leak. Updated rod & tubing

LENGTH: 126jts. (5750.14') Includes Shoe Jt. (20.14') 07/24/10 Pump Change. Updated rod & tubing.

HOLE SIZE: 7-7/8" 4/19/201I Tubing Leak. Updated rods & tubing.

DEPTH LANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# Packer@3928'
NO. OF JOINTS: 177 jts. (5460.9') 3978-3986'
TUBING ANCHOR: 5472.9'

NO. OF JOINTS: ljt (31 70')
SEATING NIPPLE: 2-7/8" (1.10') 4156-4164'

SN LANDED AT: 5507.1'KB

NO. OF JOINTS: 1jts. (31.10')

TOTAL STRING LENGTH: EOT @5540 4670-4680'

4694-4701'

5506-5516'

5520-5528'
PERFORATION RECORD
3978-3986' 4 JSPF 32 holes
4156-4164' 4JSPF 32holes
4670-4680' 4 JSPF 40 holes
4694-4701' 4 JSPF 28 holes
5506-5516' 4JSPF 40holes
5520-5528' 4 JSPF 32 holes

NEWFIELD PBTD@S742'

State 13-16-9-16 / TD @5770'

652'FSL & 524' FWL (SW/SW)
Section 16,T9S, Rl6E
Duchesne County, Utah

API #43-013-33853; Lease # Utah State ML-16532
JL
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods

and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and

tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

State
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17thStreet, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the State #13-16-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the State #13-16-9-16 well, the
proposed injection zone is from Garden Gulch to Castle Peak (3920' - 5742'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3594' and the TD is at 5770'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the State #13-16-9-16 is on file with the Utah Division of Oil, Gas
and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a

rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately

review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on

injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #ML-16532) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will

prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1

and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 323' KB, and 5-1/2", 15.5#
casing run from surface to 5763' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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2.8 The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1561 psig.

2.9 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the State #13-16-9-16, for existing perforations
(3978' - 5616') calculates at 0.83 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically

to ensure we are below parting pressure. The proposed maximum injection pressure is

1561 psig. We may add additional perforations between 3594' and 5770'. See
Attachments G and G-1.

2.10 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the State #13-16-9-16, the proposed injection zone (3920' - 5742') is in the Garden
Gulch to the Castle Peak of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.11 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-12.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.12 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.
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to ensure we are below parting pressure. The proposed maximum injection pressure is

1561 psig. We may add additional perforations between 3594' and 5770'. See
Attachments G and G-1.

2.10 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the State #13-16-9-16, the proposed injection zone (3920' - 5742') is in the Garden
Gulch to the Castle Peak of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.11 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-12.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.12 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.13 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENTA-!

TOS, Ri 6E. S. L.B.&M. Nimia Prowerox coxPM
N89°50'W

- 80.24 (G.L.O.)
WELL LOCATION, 9 MILE 13-16-9-16

N89 44'08"W - 2652.95' (Meos.) S89°51'J4"W
- 2640.OJ' (Meas.) LOCATED AS SHOWN IN THE SW 1/4 SW

'g",asscap 5/8"Rebar 1/4 OF SECTION 16, T9S, R16E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

o -o

o
^o

oo o - o

NË ELL LOCA710M• B A R SC A LE

9 MILE 1J-1629-16
ELEV UNGRADED GROUND - 5959.2' N

16 | 1910
Brass cop o

THIS IS TO CERTIFY THA WAS
PREPARED FROM FIELD g, RVEYS
MADE BY ME OR UN N THAT
THE SAME ARE TRU RECT T T OF
MY KNOWLEDGE AN I .No.189377

524, TACY W.
200 RE TE D LA

isto A
TRA N

J/8" Rehar . Brass cap ÛŸ
toto SB9°52'59"W

- 2655.45' (Meos.) Só'9°5J'57"W
- 2655 80' (Meas.) '

TN SMTE LANDSURVEYING& CONSULTINGerass co? N89°57'W
- 80.00 (G.L.O.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

|
9 M/LE1J-16-9-16 DATE SURVEYED:

= SECTION CORNERS LOCATED (Surface Location) NAD SJ 10-11-07 SURVEYED BY: C.M.

LA TITUDE - 40 01' Jf.46" DATE DRAWN:
DRAWN BY: F.T.MBASIS OF ELEV; LONG/7UDE= 110 07' 54.82" 11-02-07

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REVISED: SCAEE: 1" =
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EXHIBIT B
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner
1 T9S-R16E SLM State of Utah QEP Energy Company State of Utah

Section 16: ALL ML 16532 El Paso E&P Company, LP
HBP Isramco Resources Inc

Brave River Production
Santa Fe Snyder Corporation
Santa Fe Snyder Corporation
Oxy USA Inc
MYCOIndustries Inc
ABO Petroleum Corporation
Yates Petroleum Corporation
Newfield RMI LLC
Newfield Production Company

2 T95-R16E SLM USA Newfield Production Company USA
Section 8: SWNE, SE UTU-64379 Newfield RMI LLC
Section 9: SWSW HBP Yates Petroleum Corp
Section 17: NE
Section 18: E2SW, SE, LOTS3,4
Section 19: NE, E2NW, LOTS1,2
Section 21: N2
Section 22: W2NE, SENE, NW

3 T9S-R16E SLM USA Newfield Production Company USA
Section 17: S2 UTU-52018 Newfield RMI LLC
Section 20: N2 HBP

State 13-16-9-16 Page 1 of
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
State #13-16-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
e 1eld-PËodon C'omp

ill Loyle
gulatory Associate

Sworn to and subscribed before me this day of , 2013.

Notary Public in and for the State of Colorado:, M' (.Â

My Commission Expires: U (N fâ°'M
MICHELLES GONZALES

Notary Public
State of

ATTACHMENT C
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State #13-16-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
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Signed:
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Notary Public
State of



ATTACHMENTE
State 13-16-9-16

Spud Date: 4/9/08

Put on Production: 6/18/08 Wellbore Diagram
GL: 5959' KB: 5971'

FRAC JOB

06-06-08 5506-5616' Frac CP1 sds as follows:
40,770#20/40 sand in 426 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1994 psi w/ ave rateof23.8 BPM. ISIP 2188 psi. Actual

SURFACE CASING Flush: 4914gals.
CSG SIZE: 8-5/8" 06-06-08 4670-4680' Frac D2 sds as follows:
GRADE: J-55 40,545#20/40 sand in 410 bbls of Lightning 17 fluid. Treated w/ ave

pressure of 18ll psi w/ ave rate of 23.8 BPM. ISIP 1920 psi. Actual
WEIGHT: 24# Flush: 4120 gals.

LENGTH: 7jts (313.38') 06-06-08 4156-4164' Frac GB6 sds as fonows:
DEPTH LANDED: 323.38' KB 50,204#20/40 sand in 438 bbls of Lightning 17 fluid. Treatedw/ ave

HOLE SIZE: 12-1/4,, pressure of 1855 psi w/ ave rate of24.0 BPM. ISIP 1810 psi. Actual
- - Flush: 3692 gals.

CEMENT DATA: To Surface with 160 sxs Class 'G' cmt 06-06-08 3978-3986' Frac GB2 sds as follows:
30,226#20/40 sand in 366 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of 1552 psi w/ ave rateof 15.6 BPM. ISIP 1587 psi.Actual

PRODUCTION CASING
Flush: 3893 gals.

CSG SIZE: 5-1/2"
1/6/09 Tubing Leak. Updated rod & tubing

GRADE: J-55 details.
WEIGHT: 15.5# 9/30/09 Tubing Leak. Updated rod & tubing
LENGTH: 126 jts. (5750.14') Includes Shoe Jt. (20.14') 07/24/10 Pump Change. Updated rod & tubing.

HOLE SIZE: 7-7/8" 4/19/2011 Tubing Leak. Updated rods & tubing.
DEPTH LANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 | 6.5#

NO. OF JOINTS: 177jts. (5460.9') 3978-3986'
TUBING ANCHOR: 5472.9'

NO. OF JOINTS: ljt (31.70')

SEATING NIPPLE: 2-7/8" (l.10') 4156-4164'

SN LANDED AT: 5507.l'KB

NO. OF JOINTS: I jts. (31.10')

TOTAL STRING LENGTH: EOT @5540 4670-4680'

SUCKER RODS

POLISHED ROD: 1-l/2" x 26' polished rod
4694-4701'

SUCKER RODS: lx ¾" = 2' pony rods, 113-3/4" 2825' guided rods, 55-
3/4" = 1375' sucker rods, 41 -3/4" = 1025' guided rods, 6-1 1 ½" = 150'sinker
bars Anchor @5473'

PUMP SIZE: CDI 2-1/2" x 1-l/4" x 12' x 16' RHAC pump

STROKE LENGTH: 100" 5506-5516'

PUMP SPEED, SPM: 4

PERFORATION RECORD
5520-5528'

3978-3986' 4 JSPF 32 holes
4156-4164' 4 JSPF 32 holes
4670-4680' 4JSPF 40holes
4694-4701' 4 JSPF 28 holes

EOT @5540' 5506-5516' 4 JSPF 40 holes
5520-5528' 4 JSPF 32 holes

NEWFIELD PBTD@S742'

/ \ TD@S770'
State 13-16-9-16

652'FSL & 524' FWL (SW/SW)
Section 16, T9S, Rl6E
Duchesne County, Utah

API #43-013-33853; Lease # Utah State ML-l6532
VC 5/19/201I
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ATTACHMENTE -l

Spud Date: 01/04/85 State 16-1-0
Put on Production: 03/23/85

GL: 5927' KB: 5941' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8"
3/9/85 5530-5548' Frac'd with:

GRADE: ? 80000# 20/40 sand in 76 l bb1s
WEIGHT: 24# gelled water

LENGTH: 250' 3/13/85 5060-5078' Frac'd with:

DEPTH LANDED: 250' KB 50000#20/40 sand in gelled water

HOLE SIZE: 12-1/4" 3/16/85 4722-4744' Frac'd with:

CEMENT DATA: 250 sxs Class "G" 500000#20/40 sand in 481 bbls
gelled water

I lil4/ll 5486-5550' Frac'd CP1 sands with:

38960#20/40 sand in 312 bb1s
Lightning 17

TOC< l000' - 11/19/11 5070-5080' Frac'd Al sands with:

PRODUCTION CASING 48942#20/40sandin392bb1s

CSG SIZE: 5-1/2"
Lightning 17

GRADE: J-55
l1/19/11 4746-4748' Frac'd D3 sands with:

WEIGHT: 15.5#
34173#20/40 sand in 283 bbls
Lightning 17

LENGTH: 148 jnts 11/21/11 4628-4638' Frac'd Dl sands with:

DEPTH LANDED: 5646' 34603#20/40 sand in 283 bb1s
HOLE SIZE: 7-7/8" Lightning 17

CEMENT DATA: 275 sxs High Left & 485 sxs Class "G" I1/21/1I 4084-4135' Frac'd GB4&GB6 sands with:

CEMENT TOP AT: <1000' per CBL 3/5/85 30474#20/40 sand in 247 bbls
Lightning 17

TUBING (GI 11/7/11)
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 170 jts (5343.80')

TUBING ANCHOR: 5359.8'

NO. OF JOINTS: 2 jts (61.22')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5424.82'

NO. OF JOINTS: 1 (31.57')

GAS ANCHOR: 2-7/8" (5.33')

NO OF JOINTS: 2 (63.89')
i i 2 4084-4086'

PBGA: 0.74' i i 2 4132-4135'
TOTAL STRING LENGTH: EOT @5527.45'

SUCKER RODS (GI 12/15/11)
= i : 4628-4638' PERFORATION RECORD

4722 - 4744'
5530-5548' 4 JSPF 72 Holes

POLISHED ROD: 1-1/2" x 22' SM
5060-5078' 4 JSPF 72 Holes

4746-4748 4722-4744' 4 JSPF 88 Holes
SUCKER RODS: 2', 4', 4', 8 x 7/8" pony rods, 10 x 7/8" guided rods(4per), 5547-5550' 3 JSPF 9 Holes
123 x 3/4" sucker rods, 15 x ¾" guided rods, 21 x ¾" sucker rods, 39 x ¾" 5486-5488' 3 JSPF 6 Holes
guided rods(4per), 5 x l" stabilizer bars, 5 x 1-1/2" sinker bars 5060 - 5078' 5070-5080' 3 JSPF 30 Holes

PUMP SIZE: 2-1/2" x I-l/2" x 16' x 20' RHAC
5070-5080' 4746-4748' 3 JSPF 6 Holes

4628-4638' 3 JSPF 30 Holes
STROKE LENGTH: 84" Anchor @5360 4132-4135' 3 JSPF 9 Holes

PUMP SPEED, SPM: 4
4084-4086' 3 JSPF 6 Holes

PUMPING UNIT: LUFKIN C-320-250-84 5486-5488'

SN @5425' EOT @5527'

5530'-5548'

5547-5550'

PBTD @5575'
NEW FIELD

State 16-1-0
755' FSL & 2110' FEL TD @5650'

SW/SE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-31022; Lease #ML-16532

ATTACHMENTE -l
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guided rods(4per), 5 x l" stabilizer bars, 5 x 1-1/2" sinker bars 5060 - 5078' 5070-5080' 3 JSPF 30 Holes

PUMP SIZE: 2-1/2" x I-l/2" x 16' x 20' RHAC
5070-5080' 4746-4748' 3 JSPF 6 Holes

4628-4638' 3 JSPF 30 Holes
STROKE LENGTH: 84" Anchor @5360 4132-4135' 3 JSPF 9 Holes

PUMP SPEED, SPM: 4
4084-4086' 3 JSPF 6 Holes

PUMPING UNIT: LUFKIN C-320-250-84 5486-5488'

SN @5425' EOT @5527'

5530'-5548'

5547-5550'

PBTD @5575'
NEW FIELD

State 16-1-0
755' FSL & 2110' FEL TD @5650'

SW/SE Section 16-T9S-Rl6E
Duchesne County, Utah

API #43-013-31022; Lease #ML-16532



ATTACHMENTE
Spud Date: 04-07-08 State 5-16-9-16
Put on Production: 05-14-08

GL: 5922' KB: 5934' Injection Wellbore
Diagram

SURFACE CASING
-

FPAC.ing

CSG SIZE: 8-7/8" 05-07-08 5698-5706' Frac CP3 sands as follows:

GRADE: J-55
- • Frac with 34586 #'s of 20/40 sand in 434

Cement Top@ 70' bbls of Lightning 17 fluid. Treat at an
WEIGHT: 24# ave pressure of 1941 psi@ 23.2 BPM.

LENGTH: 7 jts. (312.48')
ISIP 2046 psi.

DEPTH LANDED: 324, Casing Shoe @324' - - 05-07-08 5334-5342' Frac LODC sands as follows:
Frac with 24721 #'s of 20/40 sand in 348

HOLE SIZE: 12-1/4" bbls of Lightning 17 fluid. Treat at an ave

CEMENT DATA: 160 sxs Class "G" cmt
pressure of 2425 psi @23.2 BPM.

ISIP 2165 psi.

05-07-08 5080-5091' Frac A.5 sands as follows:
Frac with 84098 #'s of 20/40 sand in 666
bbls of Lightning 17 fluid. Treat at an ave
pressure of2065 psi @23.2 BPM. ISIP

PRODUCTION CASING 2582psi.

CSG SIZE: 5-1/2" 05-07-08 4968-4974' Frac B2 sand as follows:

GRADE: 1-55 Frac with 24764 #'s of 20/40 sand in 354
bb1s of Lightning 17 fluid. Treat at an

WEIGHT: 15.5# ave pressure of 3365 psi @23.3 BPM.

LENGTH: 139jts. (5807.48') ISIP 2959 psi.

HOLE SIZE: 7-7/8» 05-07-08 4778-4785' Frac D2 sands as follows:
Frac with 24664 #'s of20/40 sand in 341

DEPTH LANDED: 5820.73' bb1sLightning of 17 fluid. Treat at an

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ. ave pressure of 1975psi @23.3 BPM.

CEMENT TOP AT: 70'
ISIP 2279 psi.

05-07-08 4170-4182' Frac GB4 sands as follows:
Frac with 59402 #'s of 20/40 sand in Sl l
bbls of Lightning 17 fluid. Treat at an
ave pressure of 1805 psi@ 23.3 BPM.
ISIP 1929 psi.

12-18-09 Pump Change. Update rod and tubing
detail

TUBING 11/28/12 Convert to Injection Well
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 11/29/12 Conversion MIT Finalized - update tbg
NO. OF JOINTS: 131jts (4110.1') detail

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4122.1' KB

ON/OFF TOOL AT: 4123.2'

ARROW #1 PACKER CE AT: 4129'

XO 2-3/8 x 2-7/8 J-55 AT: 4132'
SN @4122'

TBG PUP 2-3/8 J-55 AT: 4132.5' On Off Tool@ 4123'

X/N NIPPLE AT: 4136.7' Packer @4129'

TOTAL STRING LENGTH: EOT @4138'
- X/N Nipple @413T

EOT@4138'

: Ë 4170-4182'

PERFORATION RECORD
4170-4182' 4 JSPF 48 holes

2 § y 2 4778-4785' 4778-4785' 4 JSPF 28 holes
4968-4974' 4 JSPF 24 holes

i i i 2 4968-4974, 5080-509 l' 4 JSPF 44 holes
5334-5342' 4 JSPF 32 holes

T Ë Ñ T 5080-5091' 5698-5706' 4 JSPF 32 holes

i§ 5334-5342'

2 i -

5698-5706'

NEWFTELD
PBTD @5799'

State 5-16-9-16 | \
TD @5825'

2043' FNL & 758' FWL
SWNW Section 16-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33849; Lease #MIrl6532

LCN

ATTACHMENTE
Spud Date: 04-07-08 State 5-16-9-16
Put on Production: 05-14-08

GL: 5922' KB: 5934' Injection Wellbore
Diagram

SURFACE CASING
-

FPAC.ing

CSG SIZE: 8-7/8" 05-07-08 5698-5706' Frac CP3 sands as follows:

GRADE: J-55
- • Frac with 34586 #'s of 20/40 sand in 434

Cement Top@ 70' bbls of Lightning 17 fluid. Treat at an
WEIGHT: 24# ave pressure of 1941 psi@ 23.2 BPM.

LENGTH: 7 jts. (312.48')
ISIP 2046 psi.

DEPTH LANDED: 324, Casing Shoe @324' - - 05-07-08 5334-5342' Frac LODC sands as follows:
Frac with 24721 #'s of 20/40 sand in 348

HOLE SIZE: 12-1/4" bbls of Lightning 17 fluid. Treat at an ave

CEMENT DATA: 160 sxs Class "G" cmt
pressure of 2425 psi @23.2 BPM.

ISIP 2165 psi.

05-07-08 5080-5091' Frac A.5 sands as follows:
Frac with 84098 #'s of 20/40 sand in 666
bbls of Lightning 17 fluid. Treat at an ave
pressure of2065 psi @23.2 BPM. ISIP

PRODUCTION CASING 2582psi.

CSG SIZE: 5-1/2" 05-07-08 4968-4974' Frac B2 sand as follows:

GRADE: 1-55 Frac with 24764 #'s of 20/40 sand in 354
bb1s of Lightning 17 fluid. Treat at an

WEIGHT: 15.5# ave pressure of 3365 psi @23.3 BPM.

LENGTH: 139jts. (5807.48') ISIP 2959 psi.

HOLE SIZE: 7-7/8» 05-07-08 4778-4785' Frac D2 sands as follows:
Frac with 24664 #'s of20/40 sand in 341

DEPTH LANDED: 5820.73' bb1sLightning of 17 fluid. Treat at an

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ. ave pressure of 1975psi @23.3 BPM.

CEMENT TOP AT: 70'
ISIP 2279 psi.

05-07-08 4170-4182' Frac GB4 sands as follows:
Frac with 59402 #'s of 20/40 sand in Sl l
bbls of Lightning 17 fluid. Treat at an
ave pressure of 1805 psi@ 23.3 BPM.
ISIP 1929 psi.

12-18-09 Pump Change. Update rod and tubing
detail

TUBING 11/28/12 Convert to Injection Well
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 11/29/12 Conversion MIT Finalized - update tbg
NO. OF JOINTS: 131jts (4110.1') detail

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4122.1' KB

ON/OFF TOOL AT: 4123.2'

ARROW #1 PACKER CE AT: 4129'

XO 2-3/8 x 2-7/8 J-55 AT: 4132'
SN @4122'

TBG PUP 2-3/8 J-55 AT: 4132.5' On Off Tool@ 4123'

X/N NIPPLE AT: 4136.7' Packer @4129'

TOTAL STRING LENGTH: EOT @4138'
- X/N Nipple @413T

EOT@4138'

: Ë 4170-4182'

PERFORATION RECORD
4170-4182' 4 JSPF 48 holes

2 § y 2 4778-4785' 4778-4785' 4 JSPF 28 holes
4968-4974' 4 JSPF 24 holes

i i i 2 4968-4974, 5080-509 l' 4 JSPF 44 holes
5334-5342' 4 JSPF 32 holes

T Ë Ñ T 5080-5091' 5698-5706' 4 JSPF 32 holes

i§ 5334-5342'

2 i -

5698-5706'

NEWFTELD
PBTD @5799'

State 5-16-9-16 | \
TD @5825'

2043' FNL & 758' FWL
SWNW Section 16-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33849; Lease #MIrl6532

LCN



ATTACHMENTE-3

Spud Date: 07-16-08 State 11-16-9-16
Put on Production: 08-27-08

GL: 5907' KB: 5919' Injection Wellbore
Diagram

SURFACECASING FRACJOB
CSG SIZE: 8-5/8" TOC @40' 08-18-08 5528-5550' Frac CP1 sands as follows:

GRADE: J-55 Frac with 85230 #'s of 20/40 sand in 662
bb1sof Lightning 17 fluid. Treat at an ave

WEIGHT: 24# pressure of 1430psi @23.3 BPM. ISIP

LENGTH: 10jts. (403.45') Casing Shoe @413, 1935 psi.

DEPTH LANDED: 413.45, - - 08-18-08 5174-5188' Frac LODC sands as follows:
Frac with 35330 #'s of 20/40 sand in 371

HOLE SIZE: 12-1/4" bb1sof Lightning 17 fluid. Treat at an ave

CEMENT DATA: 218 sxs Class "G" cmt pressure of 3100 psi @20.1 BPM. ISIP
4026 psi.

08-18-08 5050-5092' Frac A1 sands as follows:
Frac with 84924 #'s of20/40 sand in 701
bb1sLightning 17 fluid. Treat at an ave
pressure of 1705 psi @23.2 BPM. ISIP
2112 psi.

08-18-08 4684-4756' Frac D2 & D3 sands as follows:
PRODUCTION CASING Fracwith50386#'sof20/40sandin440

CSG SIZE: 5-1/2" bb1s of Lightning 17 fluid. Treat at an

GRADE: J-55
ave pressure of 1826psi@ 23.1 BPM.
ISIP2101psi.

WEIGHT: 15.5# 08-18-08 4170-4180' Frac GB6 sands as foHows:

LENGTH: 139jts. (5809.54') Frac with 39122 #'s of 20/40 sand in 370

HOLE SIZE: 7-7/8,, bb1sof Lightning 17 fluid. Treat at an ave
pressure of 1873 psi @23.1 BPM. ISIP

DEPTH LANDED: 5822.14' 1993 psi.

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ. 9/10/08 Pump Change. Updated rod &tubing

CEMENT TOP AT: 40, details.

07/16/13 Convert to Injection WeH

07/17/13 Conversion MIT Finalized - updatetbg
detail

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 133jts (4082')

SEATING NIPPLE: 2-7/8" N-80 (1.10')

SN LANDED AT: 4094' KB

RET TOOL N-80 AT: 4095.1, SN @4094'

ARROW #1 PACKER CE AT: 4101.4 Ret Tool@ 4095'

XO 2-3/8 x 2-7/8 J-55 AT: 4105.1' Packer @4101'

TBG PUP 2-3/8 J-55 AT: 4105.6' X/N Nipple @4110'

X/N NIPPLE AT: 4109.7' EOT @4111'

TOTAL STRING LENGTH: EOT @4111.27' 4170-4180'

4684-4700'

4748-4756'

5050-5066'

5074-5092' PERFORATION RECORD
5174-5188, 4170-4180' 4 JSPF 40 holes

4684-4700' 4 JSPF 64 holes
4748-4756' 4 JSPF 32 holes
5050-5066' 4 JSPF 64 holes
5074-5092' 4 JSPF 72 holes
5174-5188' 4 JSPF 56 holes

NEWFIELD > g :- ss2s_ssso, 5528-5550' 4JSPF 88holes

State 11-16-9-16
2129' FSL & 1899' FWL

NESW Section 16-T9S-Rl6E PBTD @5748'

Duchesne Co, Utah / \ SHOE @5822'

API #43-013-33851; Lease # ML-16532 TD @5835'

LCN

ATTACHMENTE-3

Spud Date: 07-16-08 State 11-16-9-16
Put on Production: 08-27-08

GL: 5907' KB: 5919' Injection Wellbore
Diagram

SURFACECASING FRACJOB
CSG SIZE: 8-5/8" TOC @40' 08-18-08 5528-5550' Frac CP1 sands as follows:

GRADE: J-55 Frac with 85230 #'s of 20/40 sand in 662
bb1sof Lightning 17 fluid. Treat at an ave

WEIGHT: 24# pressure of 1430psi @23.3 BPM. ISIP

LENGTH: 10jts. (403.45') Casing Shoe @413, 1935 psi.

DEPTH LANDED: 413.45, - - 08-18-08 5174-5188' Frac LODC sands as follows:
Frac with 35330 #'s of 20/40 sand in 371

HOLE SIZE: 12-1/4" bb1sof Lightning 17 fluid. Treat at an ave

CEMENT DATA: 218 sxs Class "G" cmt pressure of 3100 psi @20.1 BPM. ISIP
4026 psi.

08-18-08 5050-5092' Frac A1 sands as follows:
Frac with 84924 #'s of20/40 sand in 701
bb1sLightning 17 fluid. Treat at an ave
pressure of 1705 psi @23.2 BPM. ISIP
2112 psi.

08-18-08 4684-4756' Frac D2 & D3 sands as follows:
PRODUCTION CASING Fracwith50386#'sof20/40sandin440

CSG SIZE: 5-1/2" bb1s of Lightning 17 fluid. Treat at an

GRADE: J-55
ave pressure of 1826psi@ 23.1 BPM.
ISIP2101psi.

WEIGHT: 15.5# 08-18-08 4170-4180' Frac GB6 sands as foHows:

LENGTH: 139jts. (5809.54') Frac with 39122 #'s of 20/40 sand in 370

HOLE SIZE: 7-7/8,, bb1sof Lightning 17 fluid. Treat at an ave
pressure of 1873 psi @23.1 BPM. ISIP

DEPTH LANDED: 5822.14' 1993 psi.

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ. 9/10/08 Pump Change. Updated rod &tubing

CEMENT TOP AT: 40, details.

07/16/13 Convert to Injection WeH

07/17/13 Conversion MIT Finalized - updatetbg
detail

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 133jts (4082')

SEATING NIPPLE: 2-7/8" N-80 (1.10')

SN LANDED AT: 4094' KB

RET TOOL N-80 AT: 4095.1, SN @4094'

ARROW #1 PACKER CE AT: 4101.4 Ret Tool@ 4095'

XO 2-3/8 x 2-7/8 J-55 AT: 4105.1' Packer @4101'

TBG PUP 2-3/8 J-55 AT: 4105.6' X/N Nipple @4110'

X/N NIPPLE AT: 4109.7' EOT @4111'

TOTAL STRING LENGTH: EOT @4111.27' 4170-4180'

4684-4700'

4748-4756'

5050-5066'

5074-5092' PERFORATION RECORD
5174-5188, 4170-4180' 4 JSPF 40 holes

4684-4700' 4 JSPF 64 holes
4748-4756' 4 JSPF 32 holes
5050-5066' 4 JSPF 64 holes
5074-5092' 4 JSPF 72 holes
5174-5188' 4 JSPF 56 holes

NEWFIELD > g :- ss2s_ssso, 5528-5550' 4JSPF 88holes

State 11-16-9-16
2129' FSL & 1899' FWL

NESW Section 16-T9S-Rl6E PBTD @5748'

Duchesne Co, Utah / \ SHOE @5822'

API #43-013-33851; Lease # ML-16532 TD @5835'

LCN



ATTACHMENTEd
Spud Date: 04-17-08 State 12-16-9-16
Put on Production: 06-10-08

GL: 5950' KB: 5962' Injection Wellbore
Diagram

SURFACE CASING
_

FFAC.lOF
CSG SIZE: 8-5/8" Cement Top@ 180' 06-02-08 5544-5574' Frac CPl sds as follows: 129,858#20/40

GRADE: J-55 . . sand in 990 bb1sof Lightning 17 fluid.
Treated w/ ave pressure of 1557 psi w/

WEIGHT: 24# ave rate of 25.7 BPM. ISIP 1756 psi.
Casing Shoe @323' I Actual Flush: 4956 gals.

LENGTH: 7jts (313.T) - -

06-02-08 5194-5202' Frac LODC sds as follows: 40,109#
DEPTH LANDED: 323 20/40 sand in 426 bbls of Lightning 17
HOLE SIZE: 12-1/4" fluid. Treatedw/ ave pressure of2182 psi

CEMENT DATA: To surface with 160 sx Class 'G' cmt cave rateof4266 5 BPM. ISIP 2297 psi.

06-02-08 5046-5067' Frac Al sds as follows: 140,344#20/40
sand in 1049bbls of Lightning 17 fluid.
Treated w/ ave pressure of 1990psi w/
ave rate of28.3 BPM. ISIP 2225 psi.
Actual Flush; 4540 gals.

06-02-08 4902-4910' Frac B2 sds as follows: 48,476#20/40
PRODUCTION CASING sandin464bblsofLightning 17fluid.

CSG SIZE: 5-1/2', Treated w/ ave pressure of 1990 psi w/
ave rate of 26.2 BPM. ISIP 2071 psi.

GRADE: J-55 Actual Flush: 4456 gals.

WEIGHT: 15.5# 06-02-08 4698-4706' Frac D2 sds as follows: 55,518#20/40
LENGTH: 14ljts sand in 489 bb1sof Lightning 17 fluid.

Treated w/ ave pressure of 2128 psi w/
HOLE SIZE: 7-7/8" ave rate of26.2 BPM. ISIP 2145 psi.
DEPTH LANDED: 5787.23' Actual Flush: 4183 gals.

CEMENT DATA: 300 sx Premlite II and 400 sx 50/50 Poz. 06-02-08 4116-4124' Frac GB4 sds as follows: 22,357#20/40

CEMENT TOP AT: 180, sand in 326 bbls of Lightning 17 fluid.
Treated w/ ave pressure of 2230 psi w/
averateof24.0BPM. ISIP1880psi.
Actual Flush: 3675 gals.

06-02-08 4008-4015' Frac GB2 sds as follows: 17,l93#20/40
sand in 264 bbls of Lightning 17 fluid.

TUBING Treated w/ ave pressure of 1778 psi w/
ave rate of 24.3 BPM. ISIP 1632 psi.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# Actual Flush; 3931 gals.
NO. OF JOINTS: 128jts (3930.5') 08/15/13 Convert to Injection Well
SEATING NIPPLE: 2-7/8" (1.10') 08/l6/l3 Conversion MIT Finalized - updatetbg
SN LANDED AT: 3943.5' KB detail

ON/OFF TOOL AT: 3944.6' lÍ SN@3943'
ARROW #1 PACKER CE AT: 3949.8'

XO 2-3/8 x 2-7/8 J-55 AT: 3953.5, On Off Tool@ 3945'

TBG PUP 2-3/8 J-55 AT: 3954.1' Packer @3950'

X/N NIPPLE AT: 3958.2'
.

X/N Nipple @3958'

TOTAL STRING LENGTH: EOT @3959.75' EOT @3960'
4008-4015'

4116-4124'

4698-4706'

4902-4910'
PERFORATION RECORD

5046-5067' 4008-4015' 4 JSPF 28 holes
4116-4124' 4 JSPF 32 holes

5194 -5202' 4698-4706' 4 JSPF 32 holes
4902-4910' 4 JSPF 32 holes
5046-5067' 4 JSPF 84 holes
5194-5202' 4 JSPF 32 holes

5544-5574' 5544-5574' 4 JSPF 120 holes

NEWFIELD

State 12-16-9-16 PBTD @5766'

2034' FSL & 504' FWL TD @5790'
NW/SW Section 16-T9S-Rl6E /

Duchesne Co, Utah
API #43-013-33852; Lease #Utah State ML-16532

ATTACHMENTEd
Spud Date: 04-17-08 State 12-16-9-16
Put on Production: 06-10-08

GL: 5950' KB: 5962' Injection Wellbore
Diagram

SURFACE CASING
_

FFAC.lOF
CSG SIZE: 8-5/8" Cement Top@ 180' 06-02-08 5544-5574' Frac CPl sds as follows: 129,858#20/40

GRADE: J-55 . . sand in 990 bb1sof Lightning 17 fluid.
Treated w/ ave pressure of 1557 psi w/

WEIGHT: 24# ave rate of 25.7 BPM. ISIP 1756 psi.
Casing Shoe @323' I Actual Flush: 4956 gals.

LENGTH: 7jts (313.T) - -

06-02-08 5194-5202' Frac LODC sds as follows: 40,109#
DEPTH LANDED: 323 20/40 sand in 426 bbls of Lightning 17
HOLE SIZE: 12-1/4" fluid. Treatedw/ ave pressure of2182 psi

CEMENT DATA: To surface with 160 sx Class 'G' cmt cave rateof4266 5 BPM. ISIP 2297 psi.

06-02-08 5046-5067' Frac Al sds as follows: 140,344#20/40
sand in 1049bbls of Lightning 17 fluid.
Treated w/ ave pressure of 1990psi w/
ave rate of28.3 BPM. ISIP 2225 psi.
Actual Flush; 4540 gals.

06-02-08 4902-4910' Frac B2 sds as follows: 48,476#20/40
PRODUCTION CASING sandin464bblsofLightning 17fluid.

CSG SIZE: 5-1/2', Treated w/ ave pressure of 1990 psi w/
ave rate of 26.2 BPM. ISIP 2071 psi.

GRADE: J-55 Actual Flush: 4456 gals.

WEIGHT: 15.5# 06-02-08 4698-4706' Frac D2 sds as follows: 55,518#20/40
LENGTH: 14ljts sand in 489 bb1sof Lightning 17 fluid.

Treated w/ ave pressure of 2128 psi w/
HOLE SIZE: 7-7/8" ave rate of26.2 BPM. ISIP 2145 psi.
DEPTH LANDED: 5787.23' Actual Flush: 4183 gals.

CEMENT DATA: 300 sx Premlite II and 400 sx 50/50 Poz. 06-02-08 4116-4124' Frac GB4 sds as follows: 22,357#20/40

CEMENT TOP AT: 180, sand in 326 bbls of Lightning 17 fluid.
Treated w/ ave pressure of 2230 psi w/
averateof24.0BPM. ISIP1880psi.
Actual Flush: 3675 gals.

06-02-08 4008-4015' Frac GB2 sds as follows: 17,l93#20/40
sand in 264 bbls of Lightning 17 fluid.

TUBING Treated w/ ave pressure of 1778 psi w/
ave rate of 24.3 BPM. ISIP 1632 psi.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# Actual Flush; 3931 gals.
NO. OF JOINTS: 128jts (3930.5') 08/15/13 Convert to Injection Well
SEATING NIPPLE: 2-7/8" (1.10') 08/l6/l3 Conversion MIT Finalized - updatetbg
SN LANDED AT: 3943.5' KB detail

ON/OFF TOOL AT: 3944.6' lÍ SN@3943'
ARROW #1 PACKER CE AT: 3949.8'

XO 2-3/8 x 2-7/8 J-55 AT: 3953.5, On Off Tool@ 3945'

TBG PUP 2-3/8 J-55 AT: 3954.1' Packer @3950'

X/N NIPPLE AT: 3958.2'
.

X/N Nipple @3958'

TOTAL STRING LENGTH: EOT @3959.75' EOT @3960'
4008-4015'

4116-4124'

4698-4706'

4902-4910'
PERFORATION RECORD

5046-5067' 4008-4015' 4 JSPF 28 holes
4116-4124' 4 JSPF 32 holes

5194 -5202' 4698-4706' 4 JSPF 32 holes
4902-4910' 4 JSPF 32 holes
5046-5067' 4 JSPF 84 holes
5194-5202' 4 JSPF 32 holes

5544-5574' 5544-5574' 4 JSPF 120 holes

NEWFIELD

State 12-16-9-16 PBTD @5766'

2034' FSL & 504' FWL TD @5790'
NW/SW Section 16-T9S-Rl6E /

Duchesne Co, Utah
API #43-013-33852; Lease #Utah State ML-16532



ATTACHMENTE-5

Spud Date: 10-4-85 State 16-2N-9-16
Put on Production: 11-15-85

GL 931 K ß 5953 Injection wellbore
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/03/1985 5516-5532' Frac with 60000# 16/3040# gel.

GRADE: J-55 l 1/03/1985 5022-5057' Frac with 60000# 20/40 sand 40# gel

WEIGHT: 24# 11/03/1985 4850-4868' Fracwith45000#20/40sand

LENGTH: 254' 2/20/09 Tubing leak. Updated rod & tubing details

DEPTH LANDED: 276' l1/27/12 4632-4677' Frac D1 & D2 sands as follows: 40694#

HOLE SIZE: 12-1/4"
Casing Shoe @276'

. 20/40 sand in 541 bb1sLightning 17frac
fluid.

CEMENT DATA: 185 sxs
12/03/12 Convert to Injection Well

12/04/12 Conversion MIT Finalized - update tbg
detail

PRODUCTION CASING
CSG SIZE: 5-l/2"

GRADE: J-55
TOC @ 1080' -

WEIGHT: 15.5#

DEPTH LANDED: 5631'

HOLE SIZE: 7-7/8"

CEMENT DATA: 200 SXS "Hi-fill" & 400 sxs "G" + 2% CaCl.

TOP OF CEMENT: 1080'

TUBING
SIZE/GRADE/WT.: 2-7/8" / N-80 / 6.5#

NO. OF JOINTS: 101 jts. (3203.8')

SIZE/GRADE/WT.: 2-7/8" / L-80 / 6.5#

NO. OF JOINTS: 44 jts. (1400.8')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4618.6' KB i SN @4619'

ON/OFF TOOL AT: 4619.7' On Off Tool@ 4620'

X/NNIPPLEAT: 4621.2' Packer@4624, PERFORATION RECORD

ARROW #1 PACKER CE AT: 4624' 5516-5532' 2 JSPF 9 holes
X/N Nipple @4629 5022-5057' 2 JSPF 8 holes

XO 2-3/8 x 2-7/8 J-55 AT: 4628.5' EOT@ 4631' 4850-4868' 2]SPF 6toles
X/N NIPPLE AT: 4629.0' 4632-4634' 4675-4677' 3 JSPF 6 holes I 1/27/12

TOTAL STRING LENGTH; EOT @4631' 4637-4640'

4664-4668' 4637-4640' 3 JSPF 6 holes I 1/27/12
4671-4673, 4632-4634' 3 JSPF 6 holes 11/27/12

4675-4677'

4850-4868' '

5022-5057'

NEWFIELD 5516-5532'

State 16-2N-9-16
1836' FWL & 801' FSL PBTD @5578'

SE/SW Section 16-T9S-Rl6E
Duchesne County, Utah / TD @5657'

API #43-013-31094; Lease #ML-16532

LCN

ATTACHMENTE-5

Spud Date: 10-4-85 State 16-2N-9-16
Put on Production: 11-15-85

GL 931 K ß 5953 Injection wellbore
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/03/1985 5516-5532' Frac with 60000# 16/3040# gel.

GRADE: J-55 l 1/03/1985 5022-5057' Frac with 60000# 20/40 sand 40# gel

WEIGHT: 24# 11/03/1985 4850-4868' Fracwith45000#20/40sand

LENGTH: 254' 2/20/09 Tubing leak. Updated rod & tubing details

DEPTH LANDED: 276' l1/27/12 4632-4677' Frac D1 & D2 sands as follows: 40694#

HOLE SIZE: 12-1/4"
Casing Shoe @276'

. 20/40 sand in 541 bb1sLightning 17frac
fluid.

CEMENT DATA: 185 sxs
12/03/12 Convert to Injection Well

12/04/12 Conversion MIT Finalized - update tbg
detail

PRODUCTION CASING
CSG SIZE: 5-l/2"

GRADE: J-55
TOC @ 1080' -

WEIGHT: 15.5#

DEPTH LANDED: 5631'

HOLE SIZE: 7-7/8"

CEMENT DATA: 200 SXS "Hi-fill" & 400 sxs "G" + 2% CaCl.

TOP OF CEMENT: 1080'

TUBING
SIZE/GRADE/WT.: 2-7/8" / N-80 / 6.5#

NO. OF JOINTS: 101 jts. (3203.8')

SIZE/GRADE/WT.: 2-7/8" / L-80 / 6.5#

NO. OF JOINTS: 44 jts. (1400.8')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4618.6' KB i SN @4619'

ON/OFF TOOL AT: 4619.7' On Off Tool@ 4620'

X/NNIPPLEAT: 4621.2' Packer@4624, PERFORATION RECORD

ARROW #1 PACKER CE AT: 4624' 5516-5532' 2 JSPF 9 holes
X/N Nipple @4629 5022-5057' 2 JSPF 8 holes

XO 2-3/8 x 2-7/8 J-55 AT: 4628.5' EOT@ 4631' 4850-4868' 2]SPF 6toles
X/N NIPPLE AT: 4629.0' 4632-4634' 4675-4677' 3 JSPF 6 holes I 1/27/12

TOTAL STRING LENGTH; EOT @4631' 4637-4640'

4664-4668' 4637-4640' 3 JSPF 6 holes I 1/27/12
4671-4673, 4632-4634' 3 JSPF 6 holes 11/27/12

4675-4677'

4850-4868' '

5022-5057'

NEWFIELD 5516-5532'

State 16-2N-9-16
1836' FWL & 801' FSL PBTD @5578'

SE/SW Section 16-T9S-Rl6E
Duchesne County, Utah / TD @5657'

API #43-013-31094; Lease #ML-16532

LCN



FEDERAL 1-20-9-16
Spud Date: 05/16/07

Put on Production: 07/25/07
Injection Wellbore

GL: 6038' KB: 6050' Diagram

SURFACE CASING
_

FRAC.IOD
CSG SIZE: 8-5/8"

CementTop @60, 07/19/07 5526-5544' Frac CP1 sands as follows:
GRADE: J-55 40327# 20/40 sand in 416 bbls Lightning 17

frac fluid. Treated @avg press of 2186 psi
WEIGHT: 24# w/avg rate of 24.7 BPM ISIP 2165 psi. Cale

LENGTH: 7 jts. (312.36') flush; 5524 gal. Actual flush: 5002 gal.

DEFTH LANDED: 324.21' KB CasingShoe@324, 07/19/07 5124-5138' Frac LODC sands as follows:
60273#20/40 sand in 510 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2674 psi

CEMENT DATA: 160 sxs Class"G" cmt, est 7 bb1semt to surf. w/avg rate of 24.8 BPM. ISIP 2760 psi. Calc
flush: 5122 gal. Actual flush: 4582 gal.

07/19/07 4780-4795' Frac C sands as follows:
60060# 20/40 sand in 510 bbls Lightmng 17
frac fluid. Treated @avg press of 1833 psi
w/avg rate of24.8 BPM. ISIP 1800 psi. Calc
flush: 4778 gal. Actual flush: 4288 gal.

PRODUCTION CASING 07/19/07 4680-4694' Frac D2 sands as follows:

CSG SIZE: 5-1/2,, 79938#20/40 sand in 623 bb1sLightning 17
frac fluid. Treated @avg press of 1860 psi

GRADE: J-55 w/avg rate of24.8 BPM. ISIP 1960 psi. Calc

WEIGHT: 15.5# flush: 4678 gal. Actual flush: 4120 gal

LENGTH: 137 jts. (6015.83') 07/20/07 4160-4167' Frac GB6 sands as follows:
25213#20/40 sand in 335 bb1sLightamg 17

DEFTH LANDED: 6029.08' KB frac fluid. Treated @avg press of2145 psi

HOLE SIZE: 7-7/8- w/avg rate of24.3 BPM. ISIP 2025 psi. Calc
flush: 5503 gal. Actual flush: 4914 gal

CEMENT DATA: 325 sxs Prem. Lite II rnixed & 425 sxs 50/50 POZ.
1/26/09 Pump Cliange. Updated r & t details.

CEMENT TOP: 60'
10/08/12 4636-4639' Frac D1 sands as follows:

12260#20/40 sand in 178 bbls Lightning 17
frac fluid.

10/09/12 Convert to Injection Well
TUBING 10/12/12 Conversion MIT Finalized - update tbg
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# detail

NO. OF JOINTS: 133 jts (4089.7')

SEATÏNGNIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4102' KB

ON/OFF TOOL AT: 4102.8'

ARROW#l PACKER CE AT: 410775'

XO 2-3/8 x 2-7/8 J-55 AT: 4I l I.6' SN @4102'

TBG PUP 2-3/8 J-55 AT: 4112.1' On Off Tool @4103'

X/NNIPPLE AT: 4116.5' Packer4108'

TOTAL STRINGLENGTH: EOT @4118' X/N Nipple @4116'
EOT@4118'

4160-4167, PERFORATION RECORD

07/10/07 5526-5544' 4 JSPF 72 holes
07/19/07 5124-5138' 4 JSPF 56holes

07/19/07 4780-4795' 4 JSPF 60 holes

4636-4639, 07/19/07 4680-4694' 4 JSPF 56 holes
07/19/07 4160-4167' 4 JSPF 28 holes

4680-4694'
10/05/12 4636-4639' 3 JSPF 9 holes

4780-4795'

5124-5138'

5526-5544'

NEWFIELD
PBTD@5958'

- SHOE @6029'

FEDERAL 1-20-9-16 / TD@6050

617'FNL & 652' FEL

NE/NE Section 20-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33066;Lease # UTU-52018 LCN

FEDERAL 1-20-9-16
Spud Date: 05/16/07

Put on Production: 07/25/07
Injection Wellbore

GL: 6038' KB: 6050' Diagram

SURFACE CASING
_

FRAC.IOD
CSG SIZE: 8-5/8"

CementTop @60, 07/19/07 5526-5544' Frac CP1 sands as follows:
GRADE: J-55 40327# 20/40 sand in 416 bbls Lightning 17

frac fluid. Treated @avg press of 2186 psi
WEIGHT: 24# w/avg rate of 24.7 BPM ISIP 2165 psi. Cale

LENGTH: 7 jts. (312.36') flush; 5524 gal. Actual flush: 5002 gal.

DEFTH LANDED: 324.21' KB CasingShoe@324, 07/19/07 5124-5138' Frac LODC sands as follows:
60273#20/40 sand in 510 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2674 psi

CEMENT DATA: 160 sxs Class"G" cmt, est 7 bb1semt to surf. w/avg rate of 24.8 BPM. ISIP 2760 psi. Calc
flush: 5122 gal. Actual flush: 4582 gal.

07/19/07 4780-4795' Frac C sands as follows:
60060# 20/40 sand in 510 bbls Lightmng 17
frac fluid. Treated @avg press of 1833 psi
w/avg rate of24.8 BPM. ISIP 1800 psi. Calc
flush: 4778 gal. Actual flush: 4288 gal.

PRODUCTION CASING 07/19/07 4680-4694' Frac D2 sands as follows:

CSG SIZE: 5-1/2,, 79938#20/40 sand in 623 bb1sLightning 17
frac fluid. Treated @avg press of 1860 psi

GRADE: J-55 w/avg rate of24.8 BPM. ISIP 1960 psi. Calc

WEIGHT: 15.5# flush: 4678 gal. Actual flush: 4120 gal

LENGTH: 137 jts. (6015.83') 07/20/07 4160-4167' Frac GB6 sands as follows:
25213#20/40 sand in 335 bb1sLightamg 17

DEFTH LANDED: 6029.08' KB frac fluid. Treated @avg press of2145 psi

HOLE SIZE: 7-7/8- w/avg rate of24.3 BPM. ISIP 2025 psi. Calc
flush: 5503 gal. Actual flush: 4914 gal

CEMENT DATA: 325 sxs Prem. Lite II rnixed & 425 sxs 50/50 POZ.
1/26/09 Pump Cliange. Updated r & t details.

CEMENT TOP: 60'
10/08/12 4636-4639' Frac D1 sands as follows:

12260#20/40 sand in 178 bbls Lightning 17
frac fluid.

10/09/12 Convert to Injection Well
TUBING 10/12/12 Conversion MIT Finalized - update tbg
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# detail

NO. OF JOINTS: 133 jts (4089.7')

SEATÏNGNIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4102' KB

ON/OFF TOOL AT: 4102.8'

ARROW#l PACKER CE AT: 410775'

XO 2-3/8 x 2-7/8 J-55 AT: 4I l I.6' SN @4102'

TBG PUP 2-3/8 J-55 AT: 4112.1' On Off Tool @4103'

X/NNIPPLE AT: 4116.5' Packer4108'

TOTAL STRINGLENGTH: EOT @4118' X/N Nipple @4116'
EOT@4118'

4160-4167, PERFORATION RECORD

07/10/07 5526-5544' 4 JSPF 72 holes
07/19/07 5124-5138' 4 JSPF 56holes

07/19/07 4780-4795' 4 JSPF 60 holes

4636-4639, 07/19/07 4680-4694' 4 JSPF 56 holes
07/19/07 4160-4167' 4 JSPF 28 holes

4680-4694'
10/05/12 4636-4639' 3 JSPF 9 holes

4780-4795'

5124-5138'

5526-5544'

NEWFIELD
PBTD@5958'

- SHOE @6029'

FEDERAL 1-20-9-16 / TD@6050

617'FNL & 652' FEL

NE/NE Section 20-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33066;Lease # UTU-52018 LCN



ATTACHMENTE-7
Federal 3-21-9-16

Spud Date: 10-24-06
Put on Production: 12-7-06 Wellbore Diagram

GL: 5975' KB: 5987'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" l1-30-06 5742-5755' Frac CP4 sands as follows:

GRADE: J-55 29540#20/40 sand in 399 bbls Lightning 17
frac fluid. Treated@ avg press of2075 psi

WEIGHT: 24# TOC @90' • • w/avg rate of24.9 BPM. ISIP 2100 psi. Calc

LENGTH: 7 jts (310.86') flush: 5740 gal. Actual flush: 5233 gal.

DEPTH LANDED: 322.71' KB
12-01-06 5500-5523' Frac CP1 sands as follows:

89095#20/40 sand in 713 bb1sLightnmg 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1762psi

CEMENT DATA: 160 sxs Class "G", cire. 2 bb1sto surf.
w/avg rate of24.8 BPM. ISIP 1830 psi. Cale
flush: 5498 gal. Actual flush: 4994 gal.

- - 12-01-06 5194-5232' Frac LODC sands as follows:
126238#20/40 sand in 886 bb1sLightning 17
frac fluid. Treated@ avg press of 2565 psi
w!avg rate of24.7 BPM. ISIP 2450 psi. Calc
flush: 5192 gal. Actual flush: 4675 gal.

PRODUCTION CASING
12-01-06 4984-5002' Frac Al sands as follows:

CSG SIZE: 5-l/2" 18951#20/40 sand in 288 bbls Lightning 17
GRADE: J-55 frac fluid. Treated@ avg press of2110 w/

avg rate of24.9 BPM. ISIP 2130 psi. Calc
WEIGHT: 15.5# flush: 4982 gal. Actual flush: 4519 gal.
LENGTH: 134jts. (5839.32')

12-01-06 4876-4881' Frac B2 sands as fonows:
DEPTH LANDED: 5852.57' KB 12667#20/40 sand in 262 bb1sLightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated@ avg press of2135 w/

CEMENT DATA: 300 sxs Prem. Lite II mixed & 425 sxs 50/50 POZ.
avghrat4eo7f425 BPM ISIP 17470psi. Calc

CEMENT TOP AT: 90' per CBL 11/27/06 03/10/07 Pump Change. Update rod and tubing details.

12/19/08 Tubing Leak. Updated rod & tubing details.
09/08/08 . Parted Rods. Updated rod & tubing details.

TUBING (GI 12/22/08)
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 170jts (5459.6') 4876-488 l'

TUBING ANCHOR: 5471.6' KB

NO. OF JOINTS: l jts (32.27') 4984-5002'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5506.67' KB
5194-5205'

NO. OF JOINTS: 1jts (33.42')

GAS ANCHOR: 5.2'

NIPPLE: 2-7/8" (0.3') 5212-5232'

NO. OF JOINTS: 3jts (95.00)

BULLPLUG: 2-7/8" (0.7')
TOTALSTRINGLENGTH: EOT@5646.27'KB

PERFORATION RECORD

l1-27-06 5742-5755' 4JSPF 52holes

Anchor @5472' l1-30-06 5500-5523' 4 JSPF 92 holes
SUCKER RODS (GI 12/22/08) 12-01-06 5212-5232' 4JSPF 80holes

POLISHED ROD: 1-1/2" x 22' SM 12-01-06 5194-5205' 4 JSPF 44 holes

SUCKER RODS: 4', 8' x ¾" pony rods, 100 x ¾" scrapered rods, 73 x ¾" plain 12-01-06 4984-5002' 4 JSPF 72 holes

rods, 40 x ¾" scrapered rods, 6 x I-½" weight rods, 6 x 3' x ¾" stabilizer bars 12-01-06 4876-488 l' 4 JSPF 20 holes
(sinker/stabilizer alternating)

SN @5507 5500-5523'
PUMP SIZE; 2-1/2" x I-l/2" x 10' x 14' RHAC w/SMplunger

STROKE LENGTH: 86" i EOT @5646'
PUMP SPEED, SPM: 4

PUMPING UNIT: DARCO C-228-213-86
2 5742-5755'

NEWFIELD
PBTD @5806'

Federal 3-21-9-16 y y
774' FNL & 1909' FWL

NE/NW Section 21-T9S-R16E
TD @5965'

Duchesne Co, Utah

API # 43-013-33019; Lease # UTU-64379

GI

ATTACHMENTE-7
Federal 3-21-9-16

Spud Date: 10-24-06
Put on Production: 12-7-06 Wellbore Diagram

GL: 5975' KB: 5987'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" l1-30-06 5742-5755' Frac CP4 sands as follows:

GRADE: J-55 29540#20/40 sand in 399 bbls Lightning 17
frac fluid. Treated@ avg press of2075 psi

WEIGHT: 24# TOC @90' • • w/avg rate of24.9 BPM. ISIP 2100 psi. Calc

LENGTH: 7 jts (310.86') flush: 5740 gal. Actual flush: 5233 gal.

DEPTH LANDED: 322.71' KB
12-01-06 5500-5523' Frac CP1 sands as follows:

89095#20/40 sand in 713 bb1sLightnmg 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1762psi

CEMENT DATA: 160 sxs Class "G", cire. 2 bb1sto surf.
w/avg rate of24.8 BPM. ISIP 1830 psi. Cale
flush: 5498 gal. Actual flush: 4994 gal.

- - 12-01-06 5194-5232' Frac LODC sands as follows:
126238#20/40 sand in 886 bb1sLightning 17
frac fluid. Treated@ avg press of 2565 psi
w!avg rate of24.7 BPM. ISIP 2450 psi. Calc
flush: 5192 gal. Actual flush: 4675 gal.

PRODUCTION CASING
12-01-06 4984-5002' Frac Al sands as follows:

CSG SIZE: 5-l/2" 18951#20/40 sand in 288 bbls Lightning 17
GRADE: J-55 frac fluid. Treated@ avg press of2110 w/

avg rate of24.9 BPM. ISIP 2130 psi. Calc
WEIGHT: 15.5# flush: 4982 gal. Actual flush: 4519 gal.
LENGTH: 134jts. (5839.32')

12-01-06 4876-4881' Frac B2 sands as fonows:
DEPTH LANDED: 5852.57' KB 12667#20/40 sand in 262 bb1sLightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated@ avg press of2135 w/

CEMENT DATA: 300 sxs Prem. Lite II mixed & 425 sxs 50/50 POZ.
avghrat4eo7f425 BPM ISIP 17470psi. Calc

CEMENT TOP AT: 90' per CBL 11/27/06 03/10/07 Pump Change. Update rod and tubing details.

12/19/08 Tubing Leak. Updated rod & tubing details.
09/08/08 . Parted Rods. Updated rod & tubing details.

TUBING (GI 12/22/08)
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 170jts (5459.6') 4876-488 l'

TUBING ANCHOR: 5471.6' KB

NO. OF JOINTS: l jts (32.27') 4984-5002'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5506.67' KB
5194-5205'

NO. OF JOINTS: 1jts (33.42')

GAS ANCHOR: 5.2'

NIPPLE: 2-7/8" (0.3') 5212-5232'

NO. OF JOINTS: 3jts (95.00)

BULLPLUG: 2-7/8" (0.7')
TOTALSTRINGLENGTH: EOT@5646.27'KB

PERFORATION RECORD

l1-27-06 5742-5755' 4JSPF 52holes

Anchor @5472' l1-30-06 5500-5523' 4 JSPF 92 holes
SUCKER RODS (GI 12/22/08) 12-01-06 5212-5232' 4JSPF 80holes

POLISHED ROD: 1-1/2" x 22' SM 12-01-06 5194-5205' 4 JSPF 44 holes

SUCKER RODS: 4', 8' x ¾" pony rods, 100 x ¾" scrapered rods, 73 x ¾" plain 12-01-06 4984-5002' 4 JSPF 72 holes

rods, 40 x ¾" scrapered rods, 6 x I-½" weight rods, 6 x 3' x ¾" stabilizer bars 12-01-06 4876-488 l' 4 JSPF 20 holes
(sinker/stabilizer alternating)

SN @5507 5500-5523'
PUMP SIZE; 2-1/2" x I-l/2" x 10' x 14' RHAC w/SMplunger

STROKE LENGTH: 86" i EOT @5646'
PUMP SPEED, SPM: 4

PUMPING UNIT: DARCO C-228-213-86
2 5742-5755'

NEWFIELD
PBTD @5806'

Federal 3-21-9-16 y y
774' FNL & 1909' FWL

NE/NW Section 21-T9S-R16E
TD @5965'

Duchesne Co, Utah

API # 43-013-33019; Lease # UTU-64379

GI



ATTACHMEnlTES
Federal 4-21-9-16

Spud Date: 10-25-06 Initial Production: BOPD,
Put on Production: 12-12-06 Wellbore Diagram MCFD, BWPD

GL: 5991' KB: 6003'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12-04-06 5494-5512' Frac CP1 sands as follows:

GRADE: J-55 5213#20/40 sand in 385 bb1sLightning 17
frac fluid. Treated@ avg press of2157 psi

WEIGHT: 24# Cement top @l 10' •
= w/avg rate of 25 BPM. ISIP 2550 psi. Calc

LENGTH: 7 jts (310.54') flush: 5492 gal. Actual flush: 10458gal.

DEPTH LANDED: 322.39' KB
12-04-06 5204-5222' Frac LODC sands as follows:

23667#20/40 sand in 320 bb1sLightnmg 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of2620 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 3 bbis cmt to surf. w/avg rate of25 BPM. ISIP 2850 psi. Calc
flush: 5202 gal. Actual flush: 4704 gal.

- - 12-05-06 4993-5072' Frac A3, A1 sands as follows:
117759#20/40 sand in 829 bb1sLightning 17
frac fluid. Treated@ avg press of2350 psi
w/avg rate of25 BPM. ISIP 2200 psi. Cale
flush: 499 I gal. Actual flush: 4704 gal.

PRODUCTION CASING
12-05-06 4636-4654' Frac DS2 sands as follows:

CSG SIZE: 5-1/2' 80794#20/40 sand in 588 bbls Lightning 17

GRADE: J-55 frac fluid. Treated@ avg press of 1519w/
avg rate of25 BPM. ISIP 2000 psi. Calc

WEIGHT: 15.5# flush: 4634 gal. Actual flush: 4158 gal.
LENGTH: 135jts. (5924.58')

12-05-06 4400-4406' Frac PB11 sands as follows:
DEPTH LANDED: 5937.83' E 20165#20/40 sand in 265 bb1sLightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated@ avg press of2077 w/

CEMENT DATA: 300 sxs Prem. Lite II mixed & 452 sxs 50/50 POZ
a4

8 h
2p c

CEMENT TOP AT: 110'
l 1/13/08 Parted rods. Updated rod &tubing details.

4400-4406'
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4636-4654'

NO. OF JOINTS: 173jts (5453.00')
4993-5003'

TUBING ANCHOR: 5465.00' KB

NO. OF JOINTS: l jts (31.52')

SEATING NIPPLE: 2-7/8" (1.10') 5062-5072'

SN LANDED AT: 5499.32' KB

NO. OF JOINTS: 2 jts (63.04') 5204-5210'

TOTAL STRING LENGTH: EOT @5563.91' KB

5214-5222'

SUCKER RODS
Anchor@5465' PERFORATION RECORD

SN5499 i 5494-5512' l1-29-06 5494-5512' 4JSPF 72holes
12-04-06 5214-5222' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' SM
12-04-06 5204-5210' 4 JSPF 24 holes

SUCKER RODS: 1-2', 4', 6', 8' x ¾" pony rods, 99- ¾" guided rods, 81- ¾" 12-04-06 5062-5072' 4 JSPF 40 holes
plain rods, 32- ¾" guided rods, 6- 1 ½" weight rods.

12-04-06 4993-5003' 4 JSPF 40 holes
PUMP SIZE:2-l/2" x 1-1/2" x 10' x 14' RHAC w/SM plunger 12-05-06 4636-4654' 4 JSPF 72 holes
STROKE LENGTH: 86" 12-05-06 4400-4406' 4 JSPF 24 holes
PUMP SPEED, SPM: 5 SPM

EOT@5564'

NEWFIELD ,PBTD @ 5916

- SHOE @5937'
Federal 4-21-9-16 y y

TD @5965'
851' FNL & 782' FWL

NW/NW Section 21-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33069; Lease # UTU-64379
FBS

ATTACHMEnlTES
Federal 4-21-9-16

Spud Date: 10-25-06 Initial Production: BOPD,
Put on Production: 12-12-06 Wellbore Diagram MCFD, BWPD

GL: 5991' KB: 6003'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 12-04-06 5494-5512' Frac CP1 sands as follows:

GRADE: J-55 5213#20/40 sand in 385 bb1sLightning 17
frac fluid. Treated@ avg press of2157 psi

WEIGHT: 24# Cement top @l 10' •
= w/avg rate of 25 BPM. ISIP 2550 psi. Calc

LENGTH: 7 jts (310.54') flush: 5492 gal. Actual flush: 10458gal.

DEPTH LANDED: 322.39' KB
12-04-06 5204-5222' Frac LODC sands as follows:

23667#20/40 sand in 320 bb1sLightnmg 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of2620 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 3 bbis cmt to surf. w/avg rate of25 BPM. ISIP 2850 psi. Calc
flush: 5202 gal. Actual flush: 4704 gal.

- - 12-05-06 4993-5072' Frac A3, A1 sands as follows:
117759#20/40 sand in 829 bb1sLightning 17
frac fluid. Treated@ avg press of2350 psi
w/avg rate of25 BPM. ISIP 2200 psi. Cale
flush: 499 I gal. Actual flush: 4704 gal.

PRODUCTION CASING
12-05-06 4636-4654' Frac DS2 sands as follows:

CSG SIZE: 5-1/2' 80794#20/40 sand in 588 bbls Lightning 17

GRADE: J-55 frac fluid. Treated@ avg press of 1519w/
avg rate of25 BPM. ISIP 2000 psi. Calc

WEIGHT: 15.5# flush: 4634 gal. Actual flush: 4158 gal.
LENGTH: 135jts. (5924.58')

12-05-06 4400-4406' Frac PB11 sands as follows:
DEPTH LANDED: 5937.83' E 20165#20/40 sand in 265 bb1sLightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated@ avg press of2077 w/

CEMENT DATA: 300 sxs Prem. Lite II mixed & 452 sxs 50/50 POZ
a4

8 h
2p c

CEMENT TOP AT: 110'
l 1/13/08 Parted rods. Updated rod &tubing details.

4400-4406'
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4636-4654'

NO. OF JOINTS: 173jts (5453.00')
4993-5003'

TUBING ANCHOR: 5465.00' KB

NO. OF JOINTS: l jts (31.52')

SEATING NIPPLE: 2-7/8" (1.10') 5062-5072'

SN LANDED AT: 5499.32' KB

NO. OF JOINTS: 2 jts (63.04') 5204-5210'

TOTAL STRING LENGTH: EOT @5563.91' KB

5214-5222'

SUCKER RODS
Anchor@5465' PERFORATION RECORD

SN5499 i 5494-5512' l1-29-06 5494-5512' 4JSPF 72holes
12-04-06 5214-5222' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' SM
12-04-06 5204-5210' 4 JSPF 24 holes

SUCKER RODS: 1-2', 4', 6', 8' x ¾" pony rods, 99- ¾" guided rods, 81- ¾" 12-04-06 5062-5072' 4 JSPF 40 holes
plain rods, 32- ¾" guided rods, 6- 1 ½" weight rods.

12-04-06 4993-5003' 4 JSPF 40 holes
PUMP SIZE:2-l/2" x 1-1/2" x 10' x 14' RHAC w/SM plunger 12-05-06 4636-4654' 4 JSPF 72 holes
STROKE LENGTH: 86" 12-05-06 4400-4406' 4 JSPF 24 holes
PUMP SPEED, SPM: 5 SPM

EOT@5564'

NEWFIELD ,PBTD @ 5916

- SHOE @5937'
Federal 4-21-9-16 y y

TD @5965'
851' FNL & 782' FWL

NW/NW Section 21-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33069; Lease # UTU-64379
FBS



ATTACHMENTE-9

Federal 9-17-9-16
Spud Date: 9-11-06 Initial Production: BOPD,
Put on Production: 11-01-06 Wellbore Diagram MCFD, BWPD
GL: 5953' KB: 5965'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top@ 30' 10-27-06 5540-5572' Frac CP1 sands as follows:

GRADE: J-55
• 89695#20/40 sand in 672 bbls Lightning 17

frac fluid. Treated@ avg press of 1635psi
WEIGHT: 24# w/avg rate of24.9 BPM. ISIP 2000 psi. Calc

LENGTH: 7 jts (310.22') Casing Shoe @322' flush: 5040 gal. Actual flush: 5538 gal.

DEPTH LANDED: 322.07' KB
- - 10-27-06 5236-5256' Frac LODC sands as follows:

80345# 20/40 sand in 604 bb1sLightning 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of2685 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf 4e6ga2
e

usSh52253640p . Cale

10-27-06 5129-5148' Frac A 3 sands as follows:
80324#20/40 sand in 597 bbls Lightning 17
frac fluid. Treated@ avg press of2175 psi
w/avg rate of24.7 BPM. ISIP 2240 psi. Cale
tlush;4923 gal. Actual flush: 4410 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 10-27-06 4092-4114' Frac GB4 sands as follows:

3825 l#20/40 sand in 358 bb1sLightning 17

GRADE: J-55 frac fluid. Treated@ avg press of 1410 w/

WEIGHT: 15.5#
avg rate of 14.3 BPM. ISIP 1490 psi. Calc
flush: 4485 gal. Actual flush: 4410 gal.

LENGTH: 139 jts. (6032.96')

DEPTH LANDED: 6044.21' KB
2/23/07 Pump Change. Rod & Tubing detail updated.

HOLE SIZE: 7-7/8" 05/27/08 updated rod and tubing detail

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ 11/23/09 Pump change. Updated rod and tubing detail.
CEMENT TOP AT: 30'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 175jts (5485.5')

TUBING ANCHOR: 5485.5' KB

NO. OF JOINTS: 2 jts (63.0')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5551.2' KB

NO. OF JOINTS: 2 jts (63.1')

TOTAL STRING LENGTH: EOT @5616' KB

PERFORATION RECORD
SUCKER RODS

10-17-06 5540-5572' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM
10-27-06 5236-5256' 4 JSPF 80 holes

SUCKER RODS: 1- 2'x ¾" pony rod, 1- 6'x ¾" pony rod, 1- 8'x ¾" pony rod,
10-27-06 5129-5148' 4 JSPF 76 holes

99- ¾" guided rods, 86- ¾" guided rods, 30- ¾" guided rods, 6- 1 ½" weight
10-27-06 4092-4114' 4 JSPF 88 holes

bars

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump i i 2 4092-4114'

STROKE LENGTH: 86"
:; - 2 5129-5148'

PUMP SPEED, SPM: 5 SPM
5236-5256'

Anchor @5486'

SNS551' i 5540-5572'

EOT@ 5616'

NEWFIELD
PBTD @5998'

- SHOE @6044'
Federal 9-17-9-16

- TD @6050'
2108' FSL & 636' FEL

NE/SE Section 17-T9S-R16E

Duchesne Co, Utah

API # 43-013-33032; Lease # UTU-52018
ML

ATTACHMENTE-9

Federal 9-17-9-16
Spud Date: 9-11-06 Initial Production: BOPD,
Put on Production: 11-01-06 Wellbore Diagram MCFD, BWPD
GL: 5953' KB: 5965'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement top@ 30' 10-27-06 5540-5572' Frac CP1 sands as follows:

GRADE: J-55
• 89695#20/40 sand in 672 bbls Lightning 17

frac fluid. Treated@ avg press of 1635psi
WEIGHT: 24# w/avg rate of24.9 BPM. ISIP 2000 psi. Calc

LENGTH: 7 jts (310.22') Casing Shoe @322' flush: 5040 gal. Actual flush: 5538 gal.

DEPTH LANDED: 322.07' KB
- - 10-27-06 5236-5256' Frac LODC sands as follows:

80345# 20/40 sand in 604 bb1sLightning 17
HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of2685 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf 4e6ga2
e

usSh52253640p . Cale

10-27-06 5129-5148' Frac A 3 sands as follows:
80324#20/40 sand in 597 bbls Lightning 17
frac fluid. Treated@ avg press of2175 psi
w/avg rate of24.7 BPM. ISIP 2240 psi. Cale
tlush;4923 gal. Actual flush: 4410 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 10-27-06 4092-4114' Frac GB4 sands as follows:

3825 l#20/40 sand in 358 bb1sLightning 17

GRADE: J-55 frac fluid. Treated@ avg press of 1410 w/

WEIGHT: 15.5#
avg rate of 14.3 BPM. ISIP 1490 psi. Calc
flush: 4485 gal. Actual flush: 4410 gal.

LENGTH: 139 jts. (6032.96')

DEPTH LANDED: 6044.21' KB
2/23/07 Pump Change. Rod & Tubing detail updated.

HOLE SIZE: 7-7/8" 05/27/08 updated rod and tubing detail

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ 11/23/09 Pump change. Updated rod and tubing detail.
CEMENT TOP AT: 30'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 175jts (5485.5')

TUBING ANCHOR: 5485.5' KB

NO. OF JOINTS: 2 jts (63.0')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5551.2' KB

NO. OF JOINTS: 2 jts (63.1')

TOTAL STRING LENGTH: EOT @5616' KB

PERFORATION RECORD
SUCKER RODS

10-17-06 5540-5572' 4 JSPF 128 holes

POLISHED ROD: 1-1/2" x 22' SM
10-27-06 5236-5256' 4 JSPF 80 holes

SUCKER RODS: 1- 2'x ¾" pony rod, 1- 6'x ¾" pony rod, 1- 8'x ¾" pony rod,
10-27-06 5129-5148' 4 JSPF 76 holes

99- ¾" guided rods, 86- ¾" guided rods, 30- ¾" guided rods, 6- 1 ½" weight
10-27-06 4092-4114' 4 JSPF 88 holes

bars

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump i i 2 4092-4114'

STROKE LENGTH: 86"
:; - 2 5129-5148'

PUMP SPEED, SPM: 5 SPM
5236-5256'

Anchor @5486'

SNS551' i 5540-5572'

EOT@ 5616'

NEWFIELD
PBTD @5998'

- SHOE @6044'
Federal 9-17-9-16

- TD @6050'
2108' FSL & 636' FEL

NE/SE Section 17-T9S-R16E

Duchesne Co, Utah

API # 43-013-33032; Lease # UTU-52018
ML



ATTACMM E-/0

Spud Date: 08/18/06 Federal 15-17-9-16
Put on Production: 10/13/06

K.B.: 6000, G.L5988 Injection Wellbore
Diagram

SURFACECASING
_

FRACJOB
CSG SIZE: 8-5/8" 10/10/06 5817-585 l' Frac CPS sands as foHows:

GRADE: J-55 Cement Top @60' . .
89648#20/40 sand in 681 bbls Lightning 17
frac fluid. Treated@ avg press of 1910 psi

WEIGHT: 24# w/avg rate 25.3 BPM. ISIP 2250 psi. Calc

LENGTH: 7 jts. (310.18') flush: 5849 gal. Actual flush: 5309 gal.

DEPTH LANDED: 322.03' KB Casing Shoe @322' 10/10/06 5515-5538' Frac CPI sands as follows:
- - 60364# 20/40 sand in 493 bb1sLightning 17

HOLE SIZE:l2-l/4" frac fluid. Treated@ avg press of 1727 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf. avg5rate6 gf25 cBP ISh:4291920p . Cale

10/11/06 4980-4987' Frac A.5 sands as foHows:
29934#20/40 sand 393 bb1sLightning 17
frac fluid. Treated@ avg press of2320 psi
w/avg rate of25 BPM. ISIP 2500 psi. Calc
flush: 4985 gal. Actual flush; 4473 gal.

10/11/06 4684-4698' Frac D3 sands as follows:
PRODUCTION CASING 87753#20/40sandin610bb1sLightning 17

CSG SIZE: 5-l/2x frac fluid. Treated@ avg press of 1960psi
w/avg rate of25 BPM. ISIP 2250 psi. Cale

GRADE: J-55 flush: 4696 gal. Actual flush:4578 gal.

WEIGHT: 15.5# 11/30/06 Pump Change- Updated rod and tubing detail

LENGTH: 136 jts. (5986.8 l') 05/02/08 Stuck Pump - Tubing detail updated.

DEPTH LANDED: 6000.06' KB 3/19/10 Pump change. Updated rod and tubing detail.

HOLE SIZE: 7-7/8" I 1/24/2011 Pump Change. Updated rod & tubing detail.

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. 10/11/12 4761-4765' Frac C sands as foHows: 32336#20/40

CEMENT TOP: 60, sand in 409 bbls Lightning 17 frac fluid.

10/12/12 4065-4088' Frac GB4 sands as follows: 30940#20/40
sand in 340 bb1sLightning 17 frac fluid.

10/15/12 Convert to Injection WeH

TUBING 10/18/12 Conversion MIT Finalized - update tbg

SIZE/GRADE/WT.: 2-7/8" / J-55 |6.5# detail

NO. OF JOINTS: 126jts (3982.6')

SEATING NIPPLE: 2-7/8" (l.10') [ SN @3995'
SN LANDED AT: 3994.6' KB On Off Tool@ 3996'
ON/OFF TOOL AT: 3995.7'

Packer 4000'
ARROW #l PACKER CE AT: 4000'

XO 2-3/8 x 2-7/8 J-55 AT: 4004.7' X/N Nipple @4009'
EOT@40ll'

TBG PUP 2-3/8 J-55 AT: 4005.2' 4065-406T
X/N NIPPLE AT: 4009.4' 4082-4084'

TOTAL STRING LENGTH: EOT @401l' 4086-4088'

PERFORATION RECORD

10/05/06 5817-5851' 2 JSPF 68 holes
10/10/06 5515-5538' 4 JSPF 92 holes
10/11/06 4980-4987' 4 JSPF 28 holes

4684-4698' 10Lll/06 4684-4698' 4 JSPF 56 holes
4761-4765' 10/09/12 4761-4765' 3 JSPF l2 holes

10/09/12 4086-4088' 3 JSPF 6 holes
4980-4987' 10/09/12 4082-4084' 3 JSPF 6 holes

10/09/12 4065-4067' 3 JSPF 62 holes

5515-5538'

5817-5851'

NEWFIELD PBTD @5954'

SHOE @6000'

Federal 15-17-9-16
TD @6005'

810' FSL & 1961' FEL

SW/SE Section 17-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33037; Lease #UTU-52018
LCN

ATTACMM E-/0

Spud Date: 08/18/06 Federal 15-17-9-16
Put on Production: 10/13/06

K.B.: 6000, G.L5988 Injection Wellbore
Diagram

SURFACECASING
_

FRACJOB
CSG SIZE: 8-5/8" 10/10/06 5817-585 l' Frac CPS sands as foHows:

GRADE: J-55 Cement Top @60' . .
89648#20/40 sand in 681 bbls Lightning 17
frac fluid. Treated@ avg press of 1910 psi

WEIGHT: 24# w/avg rate 25.3 BPM. ISIP 2250 psi. Calc

LENGTH: 7 jts. (310.18') flush: 5849 gal. Actual flush: 5309 gal.

DEPTH LANDED: 322.03' KB Casing Shoe @322' 10/10/06 5515-5538' Frac CPI sands as follows:
- - 60364# 20/40 sand in 493 bb1sLightning 17

HOLE SIZE:l2-l/4" frac fluid. Treated@ avg press of 1727 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf. avg5rate6 gf25 cBP ISh:4291920p . Cale

10/11/06 4980-4987' Frac A.5 sands as foHows:
29934#20/40 sand 393 bb1sLightning 17
frac fluid. Treated@ avg press of2320 psi
w/avg rate of25 BPM. ISIP 2500 psi. Calc
flush: 4985 gal. Actual flush; 4473 gal.

10/11/06 4684-4698' Frac D3 sands as follows:
PRODUCTION CASING 87753#20/40sandin610bb1sLightning 17

CSG SIZE: 5-l/2x frac fluid. Treated@ avg press of 1960psi
w/avg rate of25 BPM. ISIP 2250 psi. Cale

GRADE: J-55 flush: 4696 gal. Actual flush:4578 gal.

WEIGHT: 15.5# 11/30/06 Pump Change- Updated rod and tubing detail

LENGTH: 136 jts. (5986.8 l') 05/02/08 Stuck Pump - Tubing detail updated.

DEPTH LANDED: 6000.06' KB 3/19/10 Pump change. Updated rod and tubing detail.

HOLE SIZE: 7-7/8" I 1/24/2011 Pump Change. Updated rod & tubing detail.

CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. 10/11/12 4761-4765' Frac C sands as foHows: 32336#20/40

CEMENT TOP: 60, sand in 409 bbls Lightning 17 frac fluid.

10/12/12 4065-4088' Frac GB4 sands as follows: 30940#20/40
sand in 340 bb1sLightning 17 frac fluid.

10/15/12 Convert to Injection WeH

TUBING 10/18/12 Conversion MIT Finalized - update tbg

SIZE/GRADE/WT.: 2-7/8" / J-55 |6.5# detail

NO. OF JOINTS: 126jts (3982.6')

SEATING NIPPLE: 2-7/8" (l.10') [ SN @3995'
SN LANDED AT: 3994.6' KB On Off Tool@ 3996'
ON/OFF TOOL AT: 3995.7'

Packer 4000'
ARROW #l PACKER CE AT: 4000'

XO 2-3/8 x 2-7/8 J-55 AT: 4004.7' X/N Nipple @4009'
EOT@40ll'

TBG PUP 2-3/8 J-55 AT: 4005.2' 4065-406T
X/N NIPPLE AT: 4009.4' 4082-4084'

TOTAL STRING LENGTH: EOT @401l' 4086-4088'

PERFORATION RECORD

10/05/06 5817-5851' 2 JSPF 68 holes
10/10/06 5515-5538' 4 JSPF 92 holes
10/11/06 4980-4987' 4 JSPF 28 holes

4684-4698' 10Lll/06 4684-4698' 4 JSPF 56 holes
4761-4765' 10/09/12 4761-4765' 3 JSPF l2 holes

10/09/12 4086-4088' 3 JSPF 6 holes
4980-4987' 10/09/12 4082-4084' 3 JSPF 6 holes

10/09/12 4065-4067' 3 JSPF 62 holes

5515-5538'

5817-5851'

NEWFIELD PBTD @5954'

SHOE @6000'

Federal 15-17-9-16
TD @6005'

810' FSL & 1961' FEL

SW/SE Section 17-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33037; Lease #UTU-52018
LCN



SpudDate:l/04/85 NGC Fed. 31-20G-9-16
Put on Production: 4/08/85 Initial Production: 88 BOPD,
GL: 6051' KB: 6063'

Wellbore Diagram 62 MCFPD, 21 BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

3/10/85 5530'-5556' Frac zone as follows:
GRADE: K-55 120,000#20/40 sand + 30,000# 12/20 sand in
WEIGHT:24# 1263 bbl gel. Average treating pressure 2800
LENGTH: 7 jts. (319.75') psi at 20 BPM. ISIP 2500 psi. Calc. flush:

DEPTH LANDED: 319, 5530 gal. Actual flush: 3654 gal. 3/10/85
3/17/85 4760'-4780' Frac zone as follows:

HOLE SIZE:12-l/4" 45,000# 20/40 sand + 12,135# 12/20 sand in
CEMENT DATA: 250 sxs Class "H" 1112 bbl gel. Average treating pressure 3100

psi at 20 BPM. ISIP 1800 psi. Calc. flush:
4760 gal. Actual flush: 1260 gal.

3/26/85 4692'-4702' Frac zone as follows:
32,000# 20/40 sand + 14,000# 12/20 sand in
581 bbl gel. Average treating pressure 3200
psi at 25 BPM. ISIP 2000 psi. Cale. flush:
4692 gal. Actual flush: 3444 gal.

1/31/98 5082'-5105' Frac zone as follows:
120,000#20/40 sand in 489 bbl gel. Average

PRODUCTION CASING treating pressure 6600 psi at 24.8 BPM. ISIP
CSG SIZE: 5-1/2" / J-55 LT&C / 15.5# 4693 psi. Calc. flush: 1317 gal. Actual flush:

LENGTH: 74 jts. 1737 gal.

CSG SIZE: 5-1/2" / K-55 / 15.5#
LENGTH: 74 jts.
DEPTH LANDED: 6118' Cement Top@ 2450'

HOLE SIZE: 7-7/8"

CEMENT DATA: 240 sxs Lite, tail w/ 570 sxs Class "H"
CEMENT TOP AT: 2450' per CBL

TUBING
SIZE/GRADE/WT.; 2-7/8" / N-80 / 6.5#

NO. OF JOINTS: 172 jts. (5457.93')

TUBING ANCHOR: 5469.93' KB

NO. OF JOINTS: 2 jts. (62.00')

SN LANDED AT: 1.10' x 2 7/8" (5533.03') KB

NO. OF JOINTS: 1jt. (31.90')

TOTAL STRING LENGTH: 5564.93' KB

4692'-4702'

4760'-4780'
SUCKER RODS

POLISHED ROD: 1-1/4" X 22'

SUCKER RODS: 4 - 1-1/2" weight rods, 154 - 3/4" slick rods, 61 - 7/8"
guided rods, 1-4', 1-6', 1-10' x 7/8" pony rods..

PUMP SIZE: 2-1/2" x 1-1/2' x 16' RHAC
5082'-5092'

STROKE LENGTH:

PUMP SPEED: 5095'-5105'
LOGS: DIL, LDT-CNL, EPT, LSS, GR, SP, ABCL, CBL

Anchor @5469'
PERFORATIOÑRECORD

5530'-5556'

3/02/85 5530'-5556' 4 SPF 104 holes
3/13/85 4764'-4780' 4 SPF 64 holes
3/15/85 4760'-4780' 4 SPF 80 holes
3/23/85 4692'-4702' 4 SPF 40 holes
1/30/98 5082'-5092' 4 SPF 40 holes
1/30/98 5095'-5105' 4 SPF 40 holes

- SN @5533'KB

NEWFIELD EOT@5564'KB
PBDTD@5991'KB

NGC Fed. #31-20G-9-16
540' FNL & 1944' FEL
NWNE Section 20-T9S-R16E
Duchesne Co, Utah
API #43-013-31071; Lease #U-52018

BDH

SpudDate:l/04/85 NGC Fed. 31-20G-9-16
Put on Production: 4/08/85 Initial Production: 88 BOPD,
GL: 6051' KB: 6063'

Wellbore Diagram 62 MCFPD, 21 BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

3/10/85 5530'-5556' Frac zone as follows:
GRADE: K-55 120,000#20/40 sand + 30,000# 12/20 sand in
WEIGHT:24# 1263 bbl gel. Average treating pressure 2800
LENGTH: 7 jts. (319.75') psi at 20 BPM. ISIP 2500 psi. Calc. flush:

DEPTH LANDED: 319, 5530 gal. Actual flush: 3654 gal. 3/10/85
3/17/85 4760'-4780' Frac zone as follows:

HOLE SIZE:12-l/4" 45,000# 20/40 sand + 12,135# 12/20 sand in
CEMENT DATA: 250 sxs Class "H" 1112 bbl gel. Average treating pressure 3100

psi at 20 BPM. ISIP 1800 psi. Calc. flush:
4760 gal. Actual flush: 1260 gal.

3/26/85 4692'-4702' Frac zone as follows:
32,000# 20/40 sand + 14,000# 12/20 sand in
581 bbl gel. Average treating pressure 3200
psi at 25 BPM. ISIP 2000 psi. Cale. flush:
4692 gal. Actual flush: 3444 gal.

1/31/98 5082'-5105' Frac zone as follows:
120,000#20/40 sand in 489 bbl gel. Average

PRODUCTION CASING treating pressure 6600 psi at 24.8 BPM. ISIP
CSG SIZE: 5-1/2" / J-55 LT&C / 15.5# 4693 psi. Calc. flush: 1317 gal. Actual flush:

LENGTH: 74 jts. 1737 gal.

CSG SIZE: 5-1/2" / K-55 / 15.5#
LENGTH: 74 jts.
DEPTH LANDED: 6118' Cement Top@ 2450'

HOLE SIZE: 7-7/8"

CEMENT DATA: 240 sxs Lite, tail w/ 570 sxs Class "H"
CEMENT TOP AT: 2450' per CBL

TUBING
SIZE/GRADE/WT.; 2-7/8" / N-80 / 6.5#

NO. OF JOINTS: 172 jts. (5457.93')

TUBING ANCHOR: 5469.93' KB

NO. OF JOINTS: 2 jts. (62.00')

SN LANDED AT: 1.10' x 2 7/8" (5533.03') KB

NO. OF JOINTS: 1jt. (31.90')

TOTAL STRING LENGTH: 5564.93' KB

4692'-4702'

4760'-4780'
SUCKER RODS

POLISHED ROD: 1-1/4" X 22'

SUCKER RODS: 4 - 1-1/2" weight rods, 154 - 3/4" slick rods, 61 - 7/8"
guided rods, 1-4', 1-6', 1-10' x 7/8" pony rods..

PUMP SIZE: 2-1/2" x 1-1/2' x 16' RHAC
5082'-5092'

STROKE LENGTH:

PUMP SPEED: 5095'-5105'
LOGS: DIL, LDT-CNL, EPT, LSS, GR, SP, ABCL, CBL

Anchor @5469'
PERFORATIOÑRECORD

5530'-5556'

3/02/85 5530'-5556' 4 SPF 104 holes
3/13/85 4764'-4780' 4 SPF 64 holes
3/15/85 4760'-4780' 4 SPF 80 holes
3/23/85 4692'-4702' 4 SPF 40 holes
1/30/98 5082'-5092' 4 SPF 40 holes
1/30/98 5095'-5105' 4 SPF 40 holes

- SN @5533'KB

NEWFIELD EOT@5564'KB
PBDTD@5991'KB

NGC Fed. #31-20G-9-16
540' FNL & 1944' FEL
NWNE Section 20-T9S-R16E
Duchesne Co, Utah
API #43-013-31071; Lease #U-52018

BDH



I Wellhead GMB 3-16-9-16H Wellbore Diagram m-w-

Surface Location: NEINW,Sec 16, T98 R16E ROCKY MOUNTAINS

CountylState: Greater Monument Butte, Duchesne County, Utah
Elevation: 5847 GL + 12' KB API: 43·01>$0441

Casi Detall I siEe WL i Grade i Conn. Top | Bottom | Burst | Collapse | ID i Drift bbifft Hola | TOC
| 8-NB"Casing Shoo l 8 i 8-6/tt' | 24# i J-66 | LIC U | 1,026 | | | [ | Surface

1,025 Production 5-1/7 17# | M-Ò0 | LTC 0 | 5,993 | 7,740 | 7,020 |4.892| 416Í 0.0233 |-1/tr |PortCollar
Production 4.1/7 11.6# | P-110 | LTC 5,993 | 10,249 | 7Tl4 | 8,510 | 4.000 | 3875 | 0.0155 6-1/8" | 5,654'mdteTVD 6,011 Inrel &colipes whies arebook, noadMonal safelyticiers han been appled

lubing laetall | bire | WL. i t.rade ] Conn. | Length lop Bonom i Joints
TBB DETAIL:
sand drain valve. 3jts 2 7/8" tbg.,Cavins De·sander, 2 7/8" sub, i jt 2 7/8" tbg., SN, 1)t 2 7/8" tbg.,6 1/2" TAC, 187)ts 2 7/8" tbg and tbg hanger.
TAg|5,870'. SN @5.903'. EOT @6.052'
NOTE on Tubing Anchor: TA (shortened Inner springs a beveled outer springs-4.625" OD)

BORE FLUIOS 80d 095841 Elze r Grade Count I Length l Top Bottoni
storal section fluid= +4.4 ppg "clean" brine ump and Rod Detall:- therfordMacGyver1 3/4" x 28' rod pump, staballaarsub, onioRtool, stabalizarsub, SE 4 Co-rod, 1- 8', 0', 4', 2· x

¯

7/8" pony rods, 1 1/2" x 20' polished rod

NOTEon Pump: with CoRod, must have Clutch (onioRtool) Installed.
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Atn&mrasi Pmmer 3 Og3$ Pauksi Pkm FM 10 H magbSet paa Help cher (AgrEunità St 2 Apt 100 magh mind 7 4E 1715
WFD pari CM Skage 4 9055 9.354 FrmF%rt 4

Bai e -On.) Vet t i p bi Amts- L (bb DÑFamn n (bbt Bei Acthm P} 3050 rumsh surg

5.355 suusimusmakes -¯ RMI 48- endknartimma Wihmimmismielike - - - - - - -_
--- umstanik- - -sta

KOP
sman.... ..mer e - 705 $ 10 Packer Phn irr RoskBS - H asi Est pin Hab Ps har (Ank-hä st 2 $$ip 100 mash urni 7 3,0 F

Aus - 7 6 bil i i Packer Phai T Roskimmi i 10K Fyraule But Open Hah Posinar |Achimbed al &E65p 100 mmbh estwi 36 75 3,70

Slags O 7.743 a 051 FreePort a DopHI Usi 00 g 4 Best ID |ki) Vol to Utel \bb stumiVuk µ4 e Ibb Bei Aglion AP UMinmean parmi 30 spo
F, i 2 FW 27pD 19557 gap

ikimsiguilin- - TH T .
- slähliiëllbiaWe Edi NiMifAniñMár*Simb tu i sta mm
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I Wellhead GMB 3-16-9-16H Wellbore Diagram m-w-

Surface Location: NEINW,Sec 16, T98 R16E ROCKY MOUNTAINS

CountylState: Greater Monument Butte, Duchesne County, Utah
Elevation: 5847 GL + 12' KB API: 43·01>$0441
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¯

7/8" pony rods, 1 1/2" x 20' polished rod

NOTEon Pump: with CoRod, must have Clutch (onioRtool) Installed.
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ATTACHMENTF
Muli·ChemAna--- multi-chenT
1553 East Highway 40
Vemal.UTS4078 A HALLIBURTON SERVICE

Units of Measurement: Standard

Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep Michael McBdde
Well Name: STATE 1&1 16 Lab Tech: Layne Wilkaraon
Sample Point: Weihead
Sample Date: 6/17/2013 Scaling potential predictedusing ScalesoftPitzer from
Sample ID: WM Brine Chemistry Consortium (Rice University)

989.gressure_2 (psig) 60 Calcium (Ca) 9.11 Carbonate (CO3)
Calculÿted Densig (ghn 1 trogtiu 8.23 c Acig(9
Cal glÿtedIggjmg W326A Iron (Fe) 26. ygngte H
???)".Gas (lo) (nc g ) 0. sogytytngAcid 2C?"*°i.iredCO2(mg/L)) 10.00 Lead (Pb 0.00 I¯luoride(F)
94IRŸ??ÍÑ...................... Arnrnon Ha rorning(gr
H2S in Water (mg/L): 0.00 Manganese (Mn) 0.29 Silica (8102) 15.07
Notes:
B<M.62

(PTB = Pounds per Thousand Barrels)
Calcium Banum Sulfate iron Iran Gypsum CelestFte Halite Lnc

Carbonate Sulhde Carbonate CaSO4 2H2O SrŠO4 NaCL Sulfide

E l-----------------
210.00 60 00 1.82 16.45 0.00 0.00 0.00 0.00 3.99 19 18 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 60 00 1.78 16.42 0.00 0.00 0.00 0.00 3.95 19 17 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
190.00 60 00 1.74 16.39 0.00 0.00 0.00 0.00 3.92 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00 60 00 1.70 16.36 0.00 0.00 0.00 0.00 3.88 19 17 0 00 0 00 0.00 0.00 0.00 0.00 0.00 0.00
170.00 60 00 1.67 16.33 0.00 0.00 0.00 0.00 3.84 19.17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60 00 1.63 16.30 0.00 0.00 0.00 0.00 3.79 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60 00 1.60 16.26 0.00 0.00 0.00 0.00 3.75 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60 00 1.57 16.23 0.04 0.43 0.00 0.00 3.71 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00 60 00 1.54 16.19 0.10 0.92 0.00 0.00 3.66 19.17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60 00 1.51 16.16 0.15 1.43 0.00 0.00 3.61 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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ATTACHMENTF
Muli·ChemAna--- multi-chenT
1553 East Highway 40
Vemal.UTS4078 A HALLIBURTON SERVICE

Units of Measurement: Standard

Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep Michael McBdde
Well Name: STATE 1&1 16 Lab Tech: Layne Wilkaraon
Sample Point: Weihead
Sample Date: 6/17/2013 Scaling potential predictedusing ScalesoftPitzer from
Sample ID: WM Brine Chemistry Consortium (Rice University)
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Notes:
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Carbonate Sulhde Carbonate CaSO4 2H2O SrŠO4 NaCL Sulfide
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170.00 60 00 1.67 16.33 0.00 0.00 0.00 0.00 3.84 19.17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60 00 1.63 16.30 0.00 0.00 0.00 0.00 3.79 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60 00 1.60 16.26 0.00 0.00 0.00 0.00 3.75 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60 00 1.57 16.23 0.04 0.43 0.00 0.00 3.71 19 17 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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ATTACHMENTF MS
MMhemAnalylical- multi-chenT
1553 East Highway40
Vernal, UT 84078 A HALLIBURTON SERVICE

Water Analysis Report

Hernthydrate Antiydrale Calciurn Zanc Lead Mg Ca Mg
CaSDF 0 5H2 CBSO4 Fluolide Carbonate Sulfide Silicate Silicale

<3

PTB SI PTB SI

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0 00 1.95 0.21 0 00 0 00 7.07 18.25 3.30 9.29 14.38 16.34

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0 00 1.88 0.21 0 00 0 00 6.71 18.24 3.10 9.23 14.15 16.34

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.81 0.21 0 00 0.00 6.35 18.22 2.89 9.15 13.91 16.34

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0 00 1.74 0.20 0 00 0.00 5.98 18.20 2.69 9.04 13.68 16.34

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.66 0.20 0 00 0.00 5.61 18.15 2.48 8.90 13.44 16.34

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.57 0.20 0 00 0.00 5.23 18.09 2.27 8.73 13.21 16.34

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.48 0.20 0 00 0.00 4.85 17.98 2.06 8.50 12.97 16.34

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.38 0.20 0 00 0.00 4.47 17.82 1.85 8.22 12.74 16.34

130.00 60.00 0.00 0.00 0.00 0.00 0 00 0.00 1.27 0.20 0 00 0.00 4.08 17.57 1.64 7.87 12.51 16.34

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 1.16 0.19 0.00 0.00 3.69 17.20 1.43 7.43 12.28 16.34
These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Iron Carbonate Zine Carbonate Mg Silicate Ca Mg
Silicate Fe Silicate

These scales have positive scaling potential under final temperatureand pressure. Calcium Carbonate Barium Sulfate Iron Carbonate Zinc Carbonate Mg
Silicate Ca Mg Silicate Fe Silicate

CalciumCarbonate Barium Sulfate
2 20 0.15 1.6

0.05 0.6 Ë
0.5 5 0.4 )

0.22
0 0 0 ...... 3
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Ca Mg Silicate iron Carbonate

0.5
0 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210
Temperature Temperature

Multi-Chem - A Halliburton Service Monday, June 24, 2013
Ethos Commionent Page 2 of3 Excellence

ATTACHMENTF MS
MMhemAnalylical- multi-chenT
1553 East Highway40
Vernal, UT 84078 A HALLIBURTON SERVICE

Water Analysis Report

Hernthydrate Antiydrale Calciurn Zanc Lead Mg Ca Mg
CaSDF 0 5H2 CBSO4 Fluolide Carbonate Sulfide Silicate Silicale

<3

PTB SI PTB SI
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These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Iron Carbonate Zine Carbonate Mg Silicate Ca Mg
Silicate Fe Silicate

These scales have positive scaling potential under final temperatureand pressure. Calcium Carbonate Barium Sulfate Iron Carbonate Zinc Carbonate Mg
Silicate Ca Mg Silicate Fe Silicate
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ATTACHMENTF s &5
Muli·ChemAnalytical- multi-chenT
1553 East Highway 40
Vernal, UT B4078 A HALLIBURTON SERVICE

Water Analysis Report

Zinc Carbonate
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ATTACHMENTF yo 5
Muli·ChemAnalytical"- multi-chenT
1553 East Highway 40
Vernal, UT84078 A HALLIBURTON SERVICE

Units of Measurement Standard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: Michael McBdde
Well Name: SWDIF Lab Tech: GaryPeterson
Sample Point: AnarFiler
Sample Date: 12/4/2012 Scaling potentialpredicted usingScaleSoftPitzer from

Sample ID: WA-229142 Brine Chemistry Consortium (Rice University)

Ca yIated n y (g/rni 0 999 Strontium (Sr) Acetic Acid (gH3CO )
gH 6. Baggg (gg) 0. rogo_ngAci (9 )
Calculpted mg/L) 04 gg(Fe) 0. ygggc 93
99.2.inpa r zinegn) 0.02 sogugg Ac d (

.ssolited (mg/ 1500 I.ead(P 0.00 Juogdg(F)

H2S in Water (mg/L): 2.50 Manganese (Mn): 0.04 Silica (SiO2):
Notes·
9:30

(PTB = Pounds per Thousand Barrels)

Calc u«i Bariurn Sulfale Iron iron Gypsum Celestite Halite Zine
Carbonate Sulfide Carbonale CaSO4 2H2O SrSO4 NaCi Sulfide

SI PTB SI

210.00 60.00 0.28 10.64 0.00 0.00 0.20 0.02 0.00 0 00 0.00 0.00 0.00 0.00 0.00 0.00 6.28 0.01
200.00 60.00 0.19 7.48 0.00 0.00 0.13 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.31 0.01
190.00 60.00 0.11 4.25 0.00 0.00 0.07 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.35 0.01
180.00 60.00 0.02 0.97 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.39 0.01
170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.44 0.01
160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.50 0.01
150.00 60.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.56 0.01
140.00 60 00 0.00 0.00 0.05 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.64 0.01
130.00 60 00 0.00 0.00 0.10 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.72 0.01
120.00 60 00 0.00 0.00 0.15 0.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.80 0.01

Multi-Chem - A Halliburton Service Thuisday, December 06, 2012
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ATTACHMENTF so 5try,- multi-cherri
Vernal, UT 84078 A HALLIBURTON SERVICE

Water Analysis Report

Hemihydiale Anhydrate Calciurn Zine Lead Mg Ca Mg
CaSO4 0 5H2 COSO-‡ Fluoride Carbonale SL,lllide Šrlicate Silicate

O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initialtemperature and pressure: Calcium Carbonate Iron Sulfide Zinc Sulfide

These scales have positive scaling potential under final temperature and pressure: Barium Sulfate Zinc Sulfide
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Attachment "G"

State #13-16-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5506 5616 5561 2188 0.83 2152
4670 4680 4675 1920 0.84 1890
4156 4164 4160 1810 0.87 1783
3978 3986 3982 1587 0.83 1561

Minimum 1561

Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"
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NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 3-Jun-08 Day: 1

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPF/#shets

CP1 sds 5520-5528' 4/32

CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 28-May-08 SITP: SICP: 0

Install 5M frac head. NU 6" 5M Cameron BOP. RU HIO truck& pressure test casing, blind rams, frac head & casing
valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @5697' & cement top @46'
Perforate stage #1. CP1 sds @ 5520- 28', 5506- 16' w/ 3 1/8" slick guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-
3319-331 Titan) w/ 4 spf for totalof 72 shots. 137 BWTR. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 137 Starting oil rec to date:
Fluid t/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 137 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP
Company: NPC NU crew

Procedure or Equipment detail: NDSI trucking
Perforators LLC

Drillingcost

NDSI hot oiler
Location preparation

NPC wellhead

Benco - anchors

Admin. Overhead

NPC Supervisor
Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILY COST: $0
Completion Supervisor: Orson Barney TOTAL WELL

NEWFIELD

DAILY COMPLETION REPORT
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Perforate stage #1. CP1 sds @ 5520- 28', 5506- 16' w/ 3 1/8" slick guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-
3319-331 Titan) w/ 4 spf for totalof 72 shots. 137 BWTR. SIFN.
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Starting fluid load to be recovered: 137 Starting oil rec to date:
Fluid t/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 137 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
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Company: NPC NU crew

Procedure or Equipment detail: NDSI trucking
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Location preparation
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DAILY COMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CP1 sds 5520-5528' 4/32

CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2a, Stage #1 CP1 sds.
RU BJ Services. O psi on well. Frac CP1 sds wl 40,770#'s of 20/40 sand in 426 bbls of Lightning 17 fluid. Broke @

2756 psi. Treated wl ave pressure of 1994 psi wl ave rate of 23.8 BPM. ISIP 2188 psi. Leave pressure on well. 566
BWTR. See day 2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 137 Starting oil rec to date:
Fluid los_t/recovered today: 426 Oil lost/recovered today:
Ending fluid to be recovered: 565 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: CP1 sds down casing NPC fuel gas

1739 gals of Techna Hib & to cross link NPC Supervisor

3200 gals of pad

2500 gals w/ 1-5 ppg of 20/40 sand

5043 gals wl 5-8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 4914 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2211 Max Rate: 24.0 bpm Total fluid pmpd: 426 bbis
Avg TP: 1994 Avg Rate: 23.8 bpm Total Prop pmpd: 49,770#'s

ISIP: 2188 5 min: 10 min: FG: .83 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL

DAILY COMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CP1 sds 5520-5528' 4/32

CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2a, Stage #1 CP1 sds.
RU BJ Services. O psi on well. Frac CP1 sds wl 40,770#'s of 20/40 sand in 426 bbls of Lightning 17 fluid. Broke @

2756 psi. Treated wl ave pressure of 1994 psi wl ave rate of 23.8 BPM. ISIP 2188 psi. Leave pressure on well. 566
BWTR. See day 2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 137 Starting oil rec to date:
Fluid los_t/recovered today: 426 Oil lost/recovered today:
Ending fluid to be recovered: 565 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: CP1 sds down casing NPC fuel gas

1739 gals of Techna Hib & to cross link NPC Supervisor

3200 gals of pad

2500 gals w/ 1-5 ppg of 20/40 sand

5043 gals wl 5-8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 4914 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2211 Max Rate: 24.0 bpm Total fluid pmpd: 426 bbis
Avg TP: 1994 Avg Rate: 23.8 bpm Total Prop pmpd: 49,770#'s

ISIP: 2188 5 min: 10 min: FG: .83 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL



NWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
CP1 sds 5520-5528' 4/32

D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2b, Stage #2 D2 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH wl Weatherford 5-1/2" 6K composite flow throughfrac plug & 10', 7

perf guns. Set plug @4800'. Perforate D2 sds @4694-4701' & 4670-80' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram
90°) wl 4 spf for totalof 68 shots. RU BJ Services. 1504 psi on well. Frac D2 sds w/ 40,545#'s of 20/40 sand in 41C
bbls of Lightning 17 fluid. Broke @ 1779 psi. Treated w/ ave pressure of 1811 psi w/ ave rate of 23.8 BPM. ISIP 192C
psi. Leave pressure on well. 975 BWTR. See day 2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 565 Starting oil rec to date:
Fluid t/recovered today: 410 Oil lost/recovered today:
Ending fluid to be recovered: 975 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: D2 sds down casing NPC fuel gas

1861 gals of Techna Hib & to cross link Weatherford tools
3200 gals of pad Lone Wolf WL

2500 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor

5043 gals wl 5-8 ppg of 20/40 sand
504 gals of 15% HCL acid

Flush wl 4120 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2016 Max Rate: 24.1 bpm Total fluid pmpd: 410 bbis
Avg TP: 1811 Avg Rate: 23.8 bpm Total Prop pmpd: 40,545#'s

ISIP: 1920 5 min: 10 min: FG: .84 DAILY COST: $0
Completion Supervisor: Don Dulen TOTAL WELL

NWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
CP1 sds 5520-5528' 4/32

D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2b, Stage #2 D2 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH wl Weatherford 5-1/2" 6K composite flow throughfrac plug & 10', 7

perf guns. Set plug @4800'. Perforate D2 sds @4694-4701' & 4670-80' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram
90°) wl 4 spf for totalof 68 shots. RU BJ Services. 1504 psi on well. Frac D2 sds w/ 40,545#'s of 20/40 sand in 41C
bbls of Lightning 17 fluid. Broke @ 1779 psi. Treated w/ ave pressure of 1811 psi w/ ave rate of 23.8 BPM. ISIP 192C
psi. Leave pressure on well. 975 BWTR. See day 2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 565 Starting oil rec to date:
Fluid t/recovered today: 410 Oil lost/recovered today:
Ending fluid to be recovered: 975 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: D2 sds down casing NPC fuel gas

1861 gals of Techna Hib & to cross link Weatherford tools
3200 gals of pad Lone Wolf WL

2500 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor

5043 gals wl 5-8 ppg of 20/40 sand
504 gals of 15% HCL acid

Flush wl 4120 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2016 Max Rate: 24.1 bpm Total fluid pmpd: 410 bbis
Avg TP: 1811 Avg Rate: 23.8 bpm Total Prop pmpd: 40,545#'s

ISIP: 1920 5 min: 10 min: FG: .84 DAILY COST: $0
Completion Supervisor: Don Dulen TOTAL WELL



NEWFIELD ATTACHMENTG-l

Mil-Y COMPLETION REPORT
Q Q

WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4250', 4800'
PERFORATION RECORD

Zone Perfs SPF/#shots Z.one Perfs SPFl#shots
CP1 sds 5520-5528' 4/32

GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2c, Stage #3 GB6 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 8' per

gun. Set plug @4250'. Perforate GB6 sds @ 4156-64' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram, 90°) w/ 4 spf foi
total of 32 shots. RU BJ Services. 1433 psi on well. Frac GB6 sds w/ 50,204#'s of 20/40 sand in 438 bbis of Lightning
17 fluid. Broke @ 2177 psi. Treated wl ave pressure of 1855 psi wl ave rate of 24.0 BPM. ISIP 1810 psi. Leave
pressure on well. 1413 BWTR. See day 2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 975 Starting oil rec to date:
Fluid at/recoveredtoday: 438 Oil lost/recovered today:
Ending fluid to be recovered: 1413 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: GB6 sds down casing NPC fuel gas

1483 gals of Techna Hib & to cross link Weatherford tools
3800 gals of pad Lone Wolf WL

2625 gals wl 1-5 ppg of 20/40 sand NPC Supervisor

5250 gals w/ 5-8 ppg of 20/40 sand

1038 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 3692 gals of slick water
**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2078 Max Rate: 24.3 bpm Total fluid pmpd: 438 bbis
Avg TP: 1855 Avg Rate: 24.0 bpm Total Prop pmpd: 50,204#'s

ISIP: 1810 5 min: 10 min: FG: .87 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL

NEWFIELD ATTACHMENTG-l

Mil-Y COMPLETION REPORT
Q Q

WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4250', 4800'
PERFORATION RECORD

Zone Perfs SPF/#shots Z.one Perfs SPFl#shots
CP1 sds 5520-5528' 4/32

GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 0

Day 2c, Stage #3 GB6 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 8' per

gun. Set plug @4250'. Perforate GB6 sds @ 4156-64' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram, 90°) w/ 4 spf foi
total of 32 shots. RU BJ Services. 1433 psi on well. Frac GB6 sds w/ 50,204#'s of 20/40 sand in 438 bbis of Lightning
17 fluid. Broke @ 2177 psi. Treated wl ave pressure of 1855 psi wl ave rate of 24.0 BPM. ISIP 1810 psi. Leave
pressure on well. 1413 BWTR. See day 2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 975 Starting oil rec to date:
Fluid at/recoveredtoday: 438 Oil lost/recovered today:
Ending fluid to be recovered: 1413 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: GB6 sds down casing NPC fuel gas

1483 gals of Techna Hib & to cross link Weatherford tools
3800 gals of pad Lone Wolf WL

2625 gals wl 1-5 ppg of 20/40 sand NPC Supervisor

5250 gals w/ 5-8 ppg of 20/40 sand

1038 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 3692 gals of slick water
**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 2078 Max Rate: 24.3 bpm Total fluid pmpd: 438 bbis
Avg TP: 1855 Avg Rate: 24.0 bpm Total Prop pmpd: 50,204#'s

ISIP: 1810 5 min: 10 min: FG: .87 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL



NEWFIELD

DAILYCOMPLETION REPORT
Û

WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

CBP @4060', 4250', 4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 1323

Day 2d, Stage #4 GB2 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH wl Weatherford 5-1/2" 6K composite flow through frac plug & 8' per

gun. Set plug @ 4060'. Perforate GB2 sds @ 3978-86' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram, 90°) wl 4 spf foi
total of 32 shots. RU BJ Services. 1323 psi on well. Perfs would not break. Dump bail acid on perfs. 1323 psi or
well. Frac GB2 sds wl 30,226#'s of 20/40 sand in 366 bbls of Lightning 17 fluid. Broke @2501 psi. Treated w/ ave
pressure of 1552 psi wl ave rate of 15.6 BPM. ISIP 1587 psi. Open well to pit for immediate flowback. Well flowed foi
7 hrs & died. Recovered 400 bbls. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1413 Starting oil rec to date:
Fluid lost/recovered today: 34 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: GB2 sds down casing NPC fuel gas

1588 gals of Techna Hib & to cross link Weatherford tools
3000 gals of pad Lone Wolf WL

2319 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor

4564 gals wl 5-8 ppg of 20/40 sand Unichem chemicals

Flush w/ 3893 gals of slick water Monk's pit reclaim

NPC Surface equip.

Boren Construction

NDSI water disposal
Max TP: 1670 Max Rate: 15.7 bpm Total fluid pmpd: 366 bbis NPC location cleanup
Avg TP: 1552 Avg Rate: 15.6 bpm Total Prop pmpd: 30,226#'s Mt. West Sanitation

ISIP: 1587 5 min: 10 min: FG: .83 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL

NEWFIELD

DAILYCOMPLETION REPORT
Û

WELL NAME: State 13-16-9-16 Report Date: 6/9/2008 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD:

CBP @4060', 4250', 4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/6/2008 SITP: SICP: 1323

Day 2d, Stage #4 GB2 sds.
RU Lone Wolf, llc WLT, crane & Lubricator. RIH wl Weatherford 5-1/2" 6K composite flow through frac plug & 8' per

gun. Set plug @ 4060'. Perforate GB2 sds @ 3978-86' w/ 3-1/8" Slick Guns (.369"EH, 22.7 gram, 90°) wl 4 spf foi
total of 32 shots. RU BJ Services. 1323 psi on well. Perfs would not break. Dump bail acid on perfs. 1323 psi or
well. Frac GB2 sds wl 30,226#'s of 20/40 sand in 366 bbls of Lightning 17 fluid. Broke @2501 psi. Treated w/ ave
pressure of 1552 psi wl ave rate of 15.6 BPM. ISIP 1587 psi. Open well to pit for immediate flowback. Well flowed foi
7 hrs & died. Recovered 400 bbls. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1413 Starting oil rec to date:
Fluid lost/recovered today: 34 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services
Company: BJ Services CD Trucking

Procedure or Equipment detail: GB2 sds down casing NPC fuel gas

1588 gals of Techna Hib & to cross link Weatherford tools
3000 gals of pad Lone Wolf WL

2319 gals w/ 1-5 ppg of 20/40 sand NPC Supervisor

4564 gals wl 5-8 ppg of 20/40 sand Unichem chemicals

Flush w/ 3893 gals of slick water Monk's pit reclaim

NPC Surface equip.

Boren Construction

NDSI water disposal
Max TP: 1670 Max Rate: 15.7 bpm Total fluid pmpd: 366 bbis NPC location cleanup
Avg TP: 1552 Avg Rate: 15.6 bpm Total Prop pmpd: 30,226#'s Mt. West Sanitation

ISIP: 1587 5 min: 10 min: FG: .83 DAILYCOST: $0
Completion Supervisor: Don Dulen TOTAL WELL



NEWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/12/2008 Day: 3

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4060', 4250', 4800'
PERFORATION RECORD

Perfs SPF/#shots Zone Perfs SPF/#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/11/2008 SITP: SICP: 1323

Move in Leed #731. Could not RU due to high winds. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Leed #731

NDSI Trucking

NDSI water & truck
NPC tbg.

NPC Supervisor
DAILYCOST: $0

Completion Supervisor: Don Dulen TOTAL WELL

NEWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: 6/12/2008 Day: 3

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4060', 4250', 4800'
PERFORATION RECORD

Perfs SPF/#shots Zone Perfs SPF/#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/11/2008 SITP: SICP: 1323

Move in Leed #731. Could not RU due to high winds. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Leed #731

NDSI Trucking

NDSI water & truck
NPC tbg.

NPC Supervisor
DAILYCOST: $0

Completion Supervisor: Don Dulen TOTAL WELL



NEWFIELD ATTACHNIENTG /
DAILYCOMPLETlON REPORT

3 0 Û
WELL NAME: State 13-16-9-16 Report Date: 6/13/2008 Day: 4

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4250', 4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/12/2008 SITP: SICP: 1323

RU Leed #731. ND Cameron BOP & 5m frac head. NU 3m production head & Schafer BOP. RIH w/ 4 3/4" chomp bit
bit sub & new 2 7/8" tbg. from pipe rack (tallying& drifting tbg.). Tag sand @3910'. RU powerswivel & pump. CIO tc
CBP @4060'. DU CBP in 10 min. Circulate well clean. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Leed #731

Weatherford BOP

Nabors P.S.

NPC Supervisor
DAILYCOST: $0

Completion Supervisor: Don Dulen TOTAL WELL

NEWFIELD ATTACHNIENTG /
DAILYCOMPLETlON REPORT

3 0 Û
WELL NAME: State 13-16-9-16 Report Date: 6/13/2008 Day: 4

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5697' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

CBP @4250', 4800'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 6/12/2008 SITP: SICP: 1323

RU Leed #731. ND Cameron BOP & 5m frac head. NU 3m production head & Schafer BOP. RIH w/ 4 3/4" chomp bit
bit sub & new 2 7/8" tbg. from pipe rack (tallying& drifting tbg.). Tag sand @3910'. RU powerswivel & pump. CIO tc
CBP @4060'. DU CBP in 10 min. Circulate well clean. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1379 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Leed #731

Weatherford BOP

Nabors P.S.

NPC Supervisor
DAILYCOST: $0

Completion Supervisor: Don Dulen TOTAL WELL



NEWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: June 14, 2008 Day: 5

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5742'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 5657' BPISand PBTD: 5742'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2008 SITP: 0 SICP: O

Con't PU tbg, ClO sd & drilling out composite plugs as follows (using conventional circulation): no sd, plug @4250' ir
50 minutes; sd @4685', plug @4800' in 15 minutes. Hang back swivel & con't PU tbg. Tag fill @5300'. PU swivel
Drill plug remains & sd to PBTD @5742'. Circ hole clean WI no fluid loss. RD swivel & pull EOT to 5657'. RU swat
equipment. IFL @sfc. Made 4 swb runs rec 55 BTF WI light gas & tr sd. FFL @600'. SIFN W/ est 1324 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 55 Oil lost/recovered today:
Ending fluid to be recovered: 1324 Cum oil recovered:

IFL: sfc FFL: 600' FTP: Choke: Final Fluid Rate: Final oil cut:0

COSTS
Leed #731

Weatherford BOP

Nabors P.S.

CDI TA & SN

NPC supervision

DAILY COST: $0
Completion Supervisor: Gary Dietz TOTAL WELL

NEWFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: June 14, 2008 Day: 5

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5742'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 5657' BPISand PBTD: 5742'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2008 SITP: 0 SICP: O

Con't PU tbg, ClO sd & drilling out composite plugs as follows (using conventional circulation): no sd, plug @4250' ir
50 minutes; sd @4685', plug @4800' in 15 minutes. Hang back swivel & con't PU tbg. Tag fill @5300'. PU swivel
Drill plug remains & sd to PBTD @5742'. Circ hole clean WI no fluid loss. RD swivel & pull EOT to 5657'. RU swat
equipment. IFL @sfc. Made 4 swb runs rec 55 BTF WI light gas & tr sd. FFL @600'. SIFN W/ est 1324 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1379 Starting oil rec to date:
Fluid lost/recovered today: 55 Oil lost/recovered today:
Ending fluid to be recovered: 1324 Cum oil recovered:

IFL: sfc FFL: 600' FTP: Choke: Final Fluid Rate: Final oil cut:0

COSTS
Leed #731

Weatherford BOP

Nabors P.S.

CDI TA & SN

NPC supervision

DAILY COST: $0
Completion Supervisor: Gary Dietz TOTAL WELL



NEWFIELD ATTACHMENTG-1

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: June 17, 2008 Day: 6

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5742'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55(YB) Anchor @: 5492' BP/Sand PBTD: 5742'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 16, 2008 SITP: 20 SICP: 50

Bleed sm amt gas offwell. Resume swabbing well for cleanup. IFL @600'. Made 8 swb runs rec 90 BTF WI tr oil
light gas & slight tr sd. FFL @ 1300'. TIH WI tbg fl 5657'. Tag sd @ 5730' (12' new fill). CIO sd to PBTD @ 5742'
Circ hole clean. Lost est 45 BW & rec tr oil. LD excess tbg. TOH W/ tbg--LD bit. TlH WI BHA & production tbg as
follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2" TA (45K) & 175 jts 2 7/8 8rd 6.5# (YB) J-55 tbg. ND BOP. Se
TA @ 5492' W/ SN @ 5526' & EOT @ 5590'. Land tbg W/ 15,000# tension. NU wellhead. Flush tbg Wl 60 B½
(retruned 55 bbls). SIFN W/ est 1284 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1324 Starting oil rec to date:
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 1284 Cum oil recovered:

IFL: 600' FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:tr

COSTS
Leed #731

Weatherford BOP

NPC trucking
CDI rod pump

NPC supervision

DAILYCOST: $0
Completion Supervisor: Gary Dietz TOTAL WELL

NEWFIELD ATTACHMENTG-1

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: June 17, 2008 Day: 6

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5742'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55(YB) Anchor @: 5492' BP/Sand PBTD: 5742'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 16, 2008 SITP: 20 SICP: 50

Bleed sm amt gas offwell. Resume swabbing well for cleanup. IFL @600'. Made 8 swb runs rec 90 BTF WI tr oil
light gas & slight tr sd. FFL @ 1300'. TIH WI tbg fl 5657'. Tag sd @ 5730' (12' new fill). CIO sd to PBTD @ 5742'
Circ hole clean. Lost est 45 BW & rec tr oil. LD excess tbg. TOH W/ tbg--LD bit. TlH WI BHA & production tbg as
follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2" TA (45K) & 175 jts 2 7/8 8rd 6.5# (YB) J-55 tbg. ND BOP. Se
TA @ 5492' W/ SN @ 5526' & EOT @ 5590'. Land tbg W/ 15,000# tension. NU wellhead. Flush tbg Wl 60 B½
(retruned 55 bbls). SIFN W/ est 1284 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1324 Starting oil rec to date:
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 1284 Cum oil recovered:

IFL: 600' FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:tr

COSTS
Leed #731

Weatherford BOP

NPC trucking
CDI rod pump

NPC supervision

DAILYCOST: $0
Completion Supervisor: Gary Dietz TOTAL WELL



WFIELD

DAILYCOMPLETION REPORT
WELL NAME: State 13-16-9-16 Report Date: June 18, 2008 Day: 7

Operation: Completion Rig: Leed #731

WELL STATUS
Surf Csg: 8 5/8' @ 313' Prod Csg: 5 1/2" @ 5763' Csg PBTD: 5742'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55(YB) Anchor @: 5492' BPISand PBTD: 5742'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB2 sds 3978-3986' 4/32 CP1 sds 5520-5528' 4/32
GB6 sds 4156-4164' 4/32
D2 sds 4670-4680' 4/40
D2 sds 4694-4701' 4/28
CP1 sds 5506-5516' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 17, 2008 SITP: 0 SICP: 0

PU & TlH W/ pump and "B" grade rod string as follows: new CDI 2 1/2" X 1 1/2" X 16' RHAC pump, 6-1 1/2" weigh
rods, 20-3/4" scrapered rods, 95-3/4" plain rods, 98-3/4" scrapered rods, 1-8', 1-6' & 1-4' X 3/4" pony rods and 1 1/2" >
26' polished rod. Seat pump & RU pumping unit. Fill tbgWI 2 BW. Pressure test tbg & pump to 200 psi. Stroke pump
up Wl unit to 800 psi. Good pump action. RDMOSU. Est 1286 BWTR.
Place well on production @6:00 PM 6/17/2008 WI 100" SL @5 SPM.
FINAL REPORT!!!!

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1284 Starting oil rec to date:
Fluid _lo.surecovered today: 2 Oil lost/recovered today:
Ending fluid to be recovered: 1286 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Leed #731

KB 12.00' 1 1/2" X 26' polished rod "B" grade rod string

175 2 7/8 J-55 tbg (5480.05') 1-8',1-6',1-4' X 3/4" pony rods NPC frac tks(5X6 dys)

TA (2.75' @5492.05' KB) 98-3/4" scrapered rods NPC swb tk (5 days)

1 2 7/8 J-55 tbg (31.03') 95-3/4" plain rods NPC frac head

SN (1.10' @5525.83' KB) 20-3/4" scrapered rods NPC supervision

2 2 7/8 J-55 tbg (62.14') 6-1 1/2" weight rods

2 7/8 NC (.45') CDI 2 1/2" X 1 1/2" X 16'

EOT 5589.52' W/ 12' KB RHAC pump Wl SM plunger

DAILY COST: $0
Completion Supervisor: Gary Dietz TOTAL WELL

WFIELD
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @3928'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 175' balance plug using 21 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 44 sx Class "G" cement down 5 ½" casing to 373'

The approximate cost to plug and abandon this well is $42,000.

State
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ATTACHMENTR-
State 13-16-9-16

Spud Date: 4/9/08

Put on Production: 6/18/08 Proposed Injection

GL: 5959' KB: 5971' Wellbore Diagram

Pump 44 sx Class "G" Cement down 5-l/2" casing to 373'
SURFACE CASING

CSG SIZE: 8-5/8"

GRADE: J-55 - -

WEIGHT: 24#

LENGTH: 7jts (313.38')

DEPTH LANDED: 323.38' KB

HOLE SIZE: 12-1/4"

CEMENT DATA: To Surface with 160 sxs Class 'G' cmt

PRODUCTION CASING
CSG SIZE: 5-l/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 126jts. (5750.14') Includes Shoe Jt. (20.14') 120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

HOLE SIZE: 7-7/8" (1466'-1586')

DEPTH LANDED: 5763.29' KB

CEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz

CEMENT TOP AT: 46'

- 175' balance plug using 21 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2783'-2958')

100' (12 sx) Class G Cement plug on top of CIBP

. CIBP@3928'

3978-3986'

4156-4164'

4670-4680'

4694-4701'

5506-5516'

5520-5528'

NEWFIELD PBTD @5742'

/ \ TD@5770'
State 13-16-9-16

652'FSL & 524' FWL (SW/SW)
Section 16, T9S, Rl6E
Duchesne County, Utah

API #43-013-33853; Lease # Utah State ML-16532
JL
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-4l5

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 16, 17, 18, 19,20, 21, 23, and 24, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, ASCLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing aninformal adjudicative proceeding to consider the application of Newfield Production Company, 100117 Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approvalof the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

State 2-16-9-16 well located in NW/4 NE/4, Section 16, Township 9 South, Range 16 EastAPI 43-013-33846
State 13-16-9-16 well located in SW/4 SW/4, Section 16, Township 9 South, Range 16 EastAPI 43-013-33853
Castle Peak 32-16 well located in SW/4 NE/4, Section 16, Township 9 South, Range 16 EastAPI 43-013-30650
Federal 10-17-9-16 well located in NW/4 SE/4, Section 17, Township 9 South, Range 16 EastAPI 43-013-33033
Federal 12-17-9-16 well located in NW/4 SW/4, Section 17, Township 9 South, Range 16 EastAPI 43-013-33035
Federal 16-18-9-16 well located in SE/4 SE/4, Section 18, Township 9 South, Range 16 EastAPI 43-013-32922
Federal 2-19-9-16 well located in NW/4 NE/4, Section 19, Township 9 South, Range 16 EastAPI 43-013-33063
Federal 6-19-9-16 well located in SE/4 NW/4, Section 19, Township 9 South, Range 16 EastAPI 43-013-33100
Federal 12-19-9-16 well located in NW/4 SW/4, Section 19, Township 9 South, Range 16 EastAPI 43-013-33102
Federal 14-19-9-16 well located in SE/4 SW/4, Section 19, Township 9 South, Range 16 EastAPI 43-013-33161
Federal 16-19-9-16 well located in SE/4 SE/4, Section 19, Township 9 South, Range 16 EastAPI 43-013-33163
Federal 8-20-9-16 well located in SE/4 NE/4, Section 20, Township 9 South, Range 16 EastAPI 43-013-33107
Federal 3-21-9-16 well located in NE/4 NW/4, Section 21, Township 9 South, Range 16 EastAPI 43-013-33019
Federal 4-21-9-16 well located in NW/4 NW/4, Section 21, Township 9 South, Range 16 EastAPI 43-013-33069
Federal 8-21-9-16 well located in SE/4 NE/4, Section 21, Township 9 South, Range 16 EastAPI 43-013-33023
Federal 2-23-9-16 well located in NW/4 NE/4, Section 23, Township 9 South, Range 16 EastAPI

BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION
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Federal 8-21-9-16 well located in SE/4 NE/4, Section 21, Township 9 South, Range 16 EastAPI 43-013-33023
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Castle Peak Federal 6-23 well located in SE/4 NW/4, Section 23, Township 9 South, Range 16 East
API 43-013-30873

Federal 8-23-9-16 well located in SE/4 NE/4, Section 23, Township 9 South, Range 16 East
API 43-0 13-32961

Federal 14-24-9-16 well located in SE/4 SW/4, Section 24, Township 9 South, Range 16 East
API 43-013-33343

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this l lth day of December, 2013.

STATE OF, All
DIVISI OIL GAS & MINING

Permitting
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Newfield Production Company

STATE 2-16-9-16, STATE 13-16-9-16, CASTLE PEAK 32-16,
FEDERAL 10-17-9-16, FEDERAL 12-17-9-16, FEDERAL 16-18-9-16,
FEDERAL 2-19-9-16, FEDERAL 6-19-9-16, FEDERAL 12-19-9-16,
FEDERAL 14-19-9-16, FEDERAL 16-19-9-16, FEDERAL 8-20-9-16,
FEDERAL 3-21-9-16, FEDERAL 4-21-9-16, FEDERAL 8-21-9-16,
FEDERAL 2-23-9-16, CASTLE PEAK FEDERAL 6-23,
FEDERAL 8-23-9-16, FEDERAL 14-24-9-16

Cause No. UIC-415

Publication Notices were sent to the following:

Newfield Production Company SITLA
1001 17th Street, Suite 2000 675 E 500 S Ste 500
Denver, CO 80202 Salt Lake City, UT 84102-2818

Uintah Basin Standard Duchesne County Planning
268 South 200 East PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail ubs ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT BecutiveDirector

covernor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director

December 12, 2013

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-415

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will bepublished. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 . facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT BecutiveDirector

covernor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director

December 12, 2013

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-415

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will bepublished. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 . facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &



12/12/2013 State of Utah Mail - Re Notice of Agency Action-Newfield Production Company Cause No. UIC-415

Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-415

UB Standard Legals <ubslegals@ubmedia biz> Thu, Dec 12, 2013 at 1:22 PM
To: Jean Sweet <jsweet@utah.gov>

On 12/12/2013 11:59 AM, Jean Sweet wrote:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notifv me via e-mail ofthe date it will be published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billingto:

Divisionof Oil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean

Jean Sweet
Executive Secretary
Utah Division of Oil, Gas and Mining
801-538-5329

This will publish Dec. 17. Thank you. Merry Christmas.
Cindy

https://maiLgoogle.conVmaillu/0/?ui=2&ik=ad25b7bcd0& ew=pt&search=inbox&th=142e67a95a5bc24f
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UB Standard Legals <ubslegals@ubmedia biz> Thu, Dec 12, 2013 at 1:22 PM
To: Jean Sweet <jsweet@utah.gov>

On 12/12/2013 11:59 AM, Jean Sweet wrote:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notifv me via e-mail ofthe date it will be published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billingto:

Divisionof Oil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean

Jean Sweet
Executive Secretary
Utah Division of Oil, Gas and Mining
801-538-5329

This will publish Dec. 17. Thank you. Merry Christmas.
Cindy
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Govemor Division Director

December 12, 2013

VIA E-MAIL naclegal mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-415

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 . facsimile (801) 359-3940 • TTY (80 l) 538-7458 • www.ogm.utah.gov
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director
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SPENCER J. COX JOHN R. BAZA
Lieutenant Govemor Division Director
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Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-415

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 . facsimile (801) 359-3940 • TTY (80 l) 538-7458 • www.ogm.utah.gov

OILr GAS &



b a

12/12/2013 State of Utah Mail - Proof for Notice

Jean Sweet <jsweet@utah gov>

Proof for Notice

Stowe, Ken <naclegal@mediaoneutah.com> Thu, Dec 12, 2013 at 12:34 PM
Reply-To: "Stowe, Ken" <naclegal@mediaoneutah.com>

To: jsweet@utah.gov

AD# 927358
Run SL Trib & Des News 12/13
Cost $478.76
Thank You

OrderConf.pdf
185K

https://mail.google.com/maillul0/?ui=2&ik=ad25b7bcd0&vew-pt&search=inbox&th=142e84d39cfc2354
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Remit to: P.O. Box 704005Wheñalt£akeWribuneMEDIN Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000927358-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING
Client Phone 801-538-5340 Payor Phone 801-538-5340

Account# 9001402352 Payor Account 9001402352

Address 1594 W NORTH TEMP #1210,P.O BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P O BO)
SALT LAKE CITY, UT 84114 USA SALT LAKECITY, UT 84114

Fax 801-359-3940 Ordered By Acct. Exec

EMail juliecarter@utah.gov Jean kstowe

Total Amount $478.76
Payment Amt $0.00

Tear Sheets Proofs Affidavits

Amount Due $478.76 0 0 1

Payment Method PO Number Newfield Cause UIC-A
Confirmation Notes:

Text: Jean

Ad Type Ad Size Color
Legal Liner 3.0 X 94 Li <NONE>

Product Placement Position
Salt Lake Tribune:: Legal Liner Notice - 0998 998-Other Legal Notices
Scheduled Date(s): 12/13/2013

Product Placement Position
Deseret News:: Legal Liner Notice - 0998 998-Other Legal Notices
Scheduled Date(s): 12/13/2013

Product Placement Position
utahlegals.com:: utahlegals.com utahlegals.com
Scheduled Date(s): 12/13/2013

Order Confirmation
for Ad #0000927358-01

Ad Content Proof Actual Size

12/12/201312:33:59PM
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4770 S. 5600 W.
P.O. BOX 704005 ÈÍ)fÑO ÌÌ$ f 67Ìiß¾f CSeret NewsWEST VALLEY Ci l Y. UTAH 84170
FED.TAX LD.# 87-0217663
80 |-204-69 10

PROOF OF PUBLICATION CUSTOMER'S COPY
CUSTOMER NAMIEAND ADDRESS ACCOUNT NUMBER DATE

DIV OF OIL-GAS & MINING, 00nianov,9 I n/nnan
Rose Nolton BRORE1HEDMSIONOFOILGASMammG

omarana œ IWURALRESOURCES1594 W NORTH TEMP #1210 smEOFUTNI
NØrn OF AGSKYACHONCAUSENO.UIC-415

P.O. BOX \4580 I
IN THEMATTEROFTHEAPPLICATIONOF NEWFIELDPRODUCTIONCOMPANYFOR STRA-

SALT LAKE CITY, UT 84l 14 gegg^,6,°Fj^!gggg'", 2,'g¾'d o
WELLS.

Yng evaTa tw lifess TI3 All PFP flNS IMTFFFSTFI) IN THF ARflVF FNTfTiffl MATTER

ACCOUNT NAME now is i.oreb sisartil. of g cas and,ggly "I

DIV OF OIL-GAS &MINING, vÍe low d D fy o

r:..... itiers- linit.
TELEPHONE ADORDER " Imoteä bÏNW/4 NE/4, Section 16, Towmhip 9 souih,tange 16 Eost

gP-† **rit **,'t *=f=F FT narity 4 Sonik Smge 16
East
API43-013-3385380 15385340 0000927358 costiee..« a2.16weR located in SW/4 NEjd, Section 16, Towmbip 9 Souih, tage 16 East
API 43-013-30650 ' 11I - ' i fyltri epte s-·f 17 7 0 «ftp 9 Studh Emqa 14

SCHËDÙI F East

Emt
API 43-013-33035Start 12/13/20 13 End 12/13/ reu•ral 16-18-9-16 well located in SEþ SE ,

Section 18, Towmhip 9 Son Range 1ð
East

irt 17 "t" TWlT*

CUST. REF.NO. gal 2-N-9-16 wen localed in NWþ NE ,
SacHon 19, Towmhip 9 Soulh, Range 16

'
di 13-013 L2"LL

Federal 6-19-9-14 we8 tocated In SEf4 NW/4, Secilon 19, Townstip 9 soulb,Roge 16

Newfield Cause UIC-415 S'42.aia.aaico
Federal 12-19 9 16 well locoted in NW/4 SW/4, Section 19, Towmhip9 Soulh, tage 16

Cgl N 6 well located weSE/4 SW/4, Sectron 19, Towmhip 9 South, Range 16

API 43 Ot 3-33161
Federal 16-19-9-16 weN locoled in 5E/4 SEjd, Section 19, Towmhip9 South, Bange 16

BEFORE THE DIVISION OF OIL, GAS ANDMINING DEPARTMEEnd
API43.013-331

Ili• I''F'I*1F1<=f NT,,g.o«•••¢aPangeIAEnd

SIZE ^PI A3· 13-331 7
Federál 3-21-9-16 well located in NE/4 NW/4, Section 21, Townsbep 9 South, Range 16
kusi
APid3-013-33019

94 Lmes 3 00 fäderal 4-21-9-1 weH located be NW/4 NWþ, Secnon 21, Townup 9 Sount, Range 16
East s. ,.e ..

'PI fl (111 71tl 4
TIMES rederesv214¶6 well locatèd in SEjd NE/4, ¶ection 21, Township 9 Souih,Range 16 East

API 43-Q13-33023
laula-«J-a. -, .I '

.
r 'I P I'F i

API 43.013-33003

3 Cosde Feck Federat*23 weH Iocaled in SE/4 NW/4, Sedkm 23, Town ip 9 Souti, Ronge
16 East
API 43-013-30873

reueiniu-a,s-y-gowampuunuuuligela/s,ivuni34f- A·m 1" it,P l'F*t
MISÇ.CHARGES winoia-a29ei

Fedemi 14.94-9-1A well inrn!¥d in SF/4 SWId Section 24, Towmh1p9 Souih, Ronge 16
Eost
API 43.013-33343

Itse proceeding allt be onducted in daardance WHh tifah Admiin. Rô49-10, Admmatrative

RhGElvED ed anos in the Green River Formationwill be used for water Injection. Themaxsmum'
ri .. , -... -a ..... m s.. ,s.rar.unart knema on fr«srture grodient mFor-

DIV OF01 JA &MININr, ArflDAVIT OF PI ISI 10 «¡gg r e or

AS NEW%PAPI R AGENLY ( OMPANY I i C dba MEDIAONE OF UTAH LEGAL BOOLER, I C matterefreethetrisieresta
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THIS IS NOT A STATEMENT BUT A "PROOFOF PUBLICATION"
PLEASE PAY FROM BILLING STATEMENT NOTARY
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: State 13-16-9-16

Location: 16/9S/16E API: 43-013-33853

Ownership Issues: The proposed well is located on State of Utah land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the State of Utah and the BLM. The State of Utah and the Federal Government are the mineral
owners within the area of review (AOR). Newfield and other various individuals hold the leases
in the unit. Newfield has provided a list of all surface, mineral and leaseholders in the half-mile
radius. Newfield is the operator of the Greater Monument Butte Unit. Newfield has submitted an
affidavit stating that all owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 323 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,763 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 2,560 feet. A 2
7/8 inch tubing with a packer will be set at 3,928 feet. Higher perforations may be opened at a
later date. A mechanical integrity test will be run on the well prior to injection. On the basis of
surface location, there are 3 producing wells, 6 injection wells, 1 shut-in well, and 1 P/A well in
the AOR. In addition, there is 1 horizontal producing well, with a surface location outside the
AOR and a bottom hole location inside the AOR. There are currently 3 directional wells being
drilled from surface locations inside the AOR to bottom hole locations outside the AOR and 2
directional wells being drilled from surface locations outside the AOR to bottom hole locations
inside the AOR. There are 2 approved surface locations outside the AOR for horizontal wells
with proposed bottom hole locations inside the AOR. Finally, there are 2 approved surface
locations inside the AOR for directional wells with bottom hole locations outside the AOR. All
existing wells within the AOR have evidence of adequate casing and cement for the proposed
injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/1 TDS) is at a depth of approximately 2700 feet. Injection shall be
limited to the interval between 3,920 feet and 5,742 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 13-16-9-16 well is
0.83 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,561 psig. The requested
maximum pressure is 1,561 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any groundwater present should be adequately
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Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the State of Utah

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:
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' State of Utah'
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

January 15, 2014

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: State 13-16-9-16, Section 16, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well #43-013-33853

Ladies and Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issuesits administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, thefollowing stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. CodeR649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,920 feet in the State13-16-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

incerely,

J n Rogers
sociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Duchesne County

uxAnNewfield Production Company, Myton
Well File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 •
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Govemor Divísion Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-415.2

Operator: Newfield Production Company

Well: State 13-16-9-16

Location: Section 16, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33853

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on January 15, 2014

2. Maximum Allowable Injection Pressure: 1,561 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,920' - 5,742')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: Å Ú
J ogers Date

so ate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Jill Loyle, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County
Well File UTAH

N:\O&G Reviewed Docs\ChronFile\UIC DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov
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July 29, 2014

Rosie Purnell
NEWFIELD PRODUCTION COMPANY 
Rt 3 Box 3630 
Myton, UT 84052

RE:   Designation of Workover or Recompletion, Form 15.

Dear Rosie Purnell,

            Enclosed is a copy of the referenced form received by the Division of Oil, Gas
and Mining for the STATE 13-16-9-16 well (43013338530000).    Total expenses in
the amount of  $ 25879.00 were submit ted for  the Production Enhancement work
that  commenced on February 6,  2014 and was completed on February 7,  2014.

             The total submitted expenses fall  within the statutory definition of workover
or recompletion.    Therefore,  your request  for designation of  the expenses as
qualifying workover recomplet ion expenses is  being approved as  submit ted for
the  amount  of  $  25879.00.

             Please contact me at (801) 538-5281 if  you require further information
regarding this  matter .  Thank you.

       Sincerely, 

          Dustin K Doucet
           Petroleum Engineer

 

Enclosures

cc:   Utah Tax Commission w/enclosure
         Operator file

 

 

 

 

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake, City, UT 84114-5801
telephone (801) 538-5340 •  facsimile (801) 359-3940 •  TTY (801) 538-7458 •  www.ogm.utah.gov

State of Utah
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RECEIVED: May. 05, 2014

  STATE OF UTAH FORM 15 

  DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT 

  DIVISION OF OIL, GAS AND MINING Original Filing Date: 5 /5 /2014

DESIGNATION OF WORKOVER OR RECOMPLETION
  1. Name of Operator

   NEWFIELD PRODUCTION COMPANY 

  2. Utah Account Number

   82695.1

  5. Well Name and Number

   STATE 13-16-9-16 

  3. Address of Operator                   City         
  State      Zip

   1001 17th Street, Suite 2000  Denver  CO  80202 
  4. Phone Number

    303 382-4443 
  6. API Number

    4301333853

  9. Location of Well

     Footage: 0652 FSL 0524 FWL        County: DUCHESNE 

     QQ, Sec, Twnp, Rnge:    SWSW 16 090S 160E      State :  UTAH 

  7. Field Name

    MONUMENT BUTTE 

  8. Field Code Number

   105

COMPLETE ALL SECTIONS. ATTACH ADDITIONAL SHEETS IF NEEDED.
  10. TYPE OF WORK (Check all that apply)

  Recompletion

 Repair well

 Production enhancement

 Convert to injection

  11. WORK PERIOD

   Date work commenced:  2/6/2014    87 Days From
   Date work completed:  2/7/2014          Completion

  12. THE FOLLOWING EXPENSES ARE SUBMITTED FOR DESIGNATION AS WORKOVER OR RECOMPLETION EXPENSES:
      Description Of Work Expenses Approved By State
      a. Location preparation and cleanup 50.00 50.00
      b. Move-in, rig-up, and rig-down (including trucking) 0.00 0.00
      c. Rig charges (including fuel) 10378.00 10378.00
      d. Drill pipe or other working string 0.00 0.00
      e. Water and chemicals for circulating fluid (including water hauling) 9930.00 9930.00
      f. Equipment purchase 0.00 0.00
      g. Equipment rental 2503.00 2503.00
      h. Cementing 0.00 0.00
      i. Perforating 400.00 400.00
      j. Acidizing 0.00 0.00
      k. Fracture stimulation 0.00 0.00
      l. Logging services 0.00 0.00
      m. Supervision and overhead 2618.00 2618.00
      n. Other (itemize)                   0 0.00 0.00
                               0 0.00 0.00
                               0 0.00 0.00
                                0.00 0.00
      o. Total submitted expenses 25879.00  
      p. Total approved expenses (State use only)   25879.00

 

  13. LIST CONTRACTORS PROVIDING SERVICES VALUED AT MORE THAN $3,000.
Contractor Location (City, State) Services Provided

  14. LIST WORKING INTEREST OWNERS WHO TAKE PRODUCT IN KIND AND ARE AUTHORIZED TO SHARE IN THE TAX
CREDIT.

Name Address Utah Account No. Percent of
Interest

  I hereby certify that this report is true and complete to the best of my knowledge.
  NAME (PLEASE PRINT)  Rosie Purnell   TITLE  Revenue Accountant II       PHONE   281 210-5460
  SIGNATURE  Rosie Purnell   DATE  May 5, 2014       E-MAIL  rpurnell@newfield.com

July 29,  2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

STATE OF UTAH FORM 15

DEPARTMENT OF NATURAL RESOURCES AMENDEDREPORT

DIVISION OF OIL, GAS AND MINING Original Filing Date: 5/5/2014

DESIGNATION OF WORKOVER OR RECOMPLETION
1. Name of Operator 2. Utah Account Number 5. Well Name and Number
NEWFIELD PRODUCTION COMPANY 82695.1 STATE 13-16-9-16

3. Address of Operator City
State Zip 4. Phone Number 6. API Number

1001 17th Street, Suite 2000 Denver CO 80202 303 382-4443 4301333853
9. Location of Well 7. Field Name

MONUMENT BUTTE
Footage: 0652 FSL 0524 FWL County: DUCHESNE 8. Field Code Number

QQ, Sec, Twnp, Rnge: SWSW 16 090S 160E State : UTAH 105

COMPLETE ALL SECTIONS. ATTACH ADDITIONAL SHEETS IF NEEDED.
10. TYPE OF WORK (Check all that apply) 11. WORK PERIOD

Production enhancement Recompletion Date work commenced: 2/6/2014 87 Days From
Convert to injection Repair well Date work completed: 2/7/2014 Completion

12. THE FOLLOWING EXPENSES ARE SUBMITTED FOR DESIGNATION AS WORKOVER OR RECOMPLETION EXPENSES:
Description Of Work Expenses Approved By State
a. Location preparation and cleanup 50.00 50.00
b. Move-in, rig-up, and rig-down (including trucking) 0.00 0.00
c. Rig charges (including fuel) 10378.00 10378.00
d. Drill pipe or other working string 0.00 0.00
e. Water and chemicals for circulating fluid (including water hauling) 9930.00 9930.00
f. Equipment purchase ApprOved by the °·°° °·°°
g. Equipment rental 2503.00 2503.00
h. Cementing Utah Division of o.oo o.oo
i. Perforating Oil, Gas and Mining 400.00 400.00
j. Acidizing 0.00 0.00
k. Fracture stimulation 0.00 0.00
I. Logging services Date: July 29, 2014 o.oo o.oo
m. Supervision and overhead i \ -y 2618.00 2618.00
n. Other (itemize) 0 i i 0.00 0.00

o By: \ )J/ .
o.oo o.oo

O ' 0.00 0.00
0.00 0.00

o. Total submitted expenses 25879.00
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13. LIST CONTRACTORS PROVIDING SERVICES VALUED AT MORE THAN $3,000.
Contractor Location (City, State) Services Provided

14. LIST WORKING INTEREST OWNERS WHO TAKE PRODUCT IN KIND AND ARE AUTHORIZED TO SHARE IN THE TAX
CREDIT.

Percent ofName Address Utah Account No. Interest

I hereby certify that this report is true and complete to the best of my knowledge.
NAME (PLEASE PRINT) Rosie Purnell TITLE Revenue Accountant Il PHONE 281 210-5460
SIGNATURE Rosie Purnell DATE May 5, 2014 E-MAIL rpurnell@newfield.corn

RECEIVED: May. 05,
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5 LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN,ALLO3TEEORTR[BENAME:

7 UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-boledepth, reenter plugged

we]Is, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposnis. GMBU

I TYPE OF WELL: 8 WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER STATE 13-16-9-16

2 NAME OF OPERATOR: 9 API NUMBER:

NEWHELD PRODUCTIONCOMPANY 430I333853
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Vivian STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT
4 LOCATION OF WELL:

FOOTAGES AT SURFACE: 652 FSL 524 FWL COUNTY: DUCHESNE

OTRIOTR SECTION TOWNSHIP RANGE MERIDIAN SWSW, 16, T9S, R16E STATE UT

n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CID1ZE DEEPEN REPERFORATE CURRENT FORMATlON

O NOTICE OF INTENT
(Submit in Duplicate) - CASING FRACTURE TM SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEW CONSTRUCT[ON TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(SubmitOriginalForm Only) --

DX CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS O RECLAMATION OF WELL SITE O OTHER: -

02/07/2014 CONVERT WELL TYPE RECOMPLETE - DÏFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 02/06/2014.
On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above listed well. On
02/07/2014 the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubingpressure was 00 psig during the test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) Lucy Chavez-Naupoto
_

T1TLE Water Services Technician

SIGNATURE
DATi- 02/19/2014

(This space for State use

Tax Credit Number: 50607 API Well Number: 43013338530000
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Tax Credit Number: 50607 API Well Number: 43013338530000
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

STATE 13-16-9-16
12/1/2013To4/28/2014

2/6/2014 Day: 1 Conversion

WWS #5 on 2/6/2014 - MIRU Remove head, unseat pump Flush Rods - Crew Travel & Safety
MTG - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O
Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS
H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4
8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice
& flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU
Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @
3995' CWI @ 5:00 For safety MTG - Crew Travel - Load out & move from GMBU L-7 To State
13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @ 10000#
over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4
PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2
X 12 X 16 RHAC Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2
B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every
collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety
MTG - Crew Travel - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60
BBLS H2O Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/
40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4
PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump,
Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on
5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8
TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel - Crew Travel & Safety MTG -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $17,965

2/7/2014 Day: 2 Conversion

WWS #5 on 2/7/2014 - CONT TOOH Breaking & redoping every collar. TIH w/ Pkr Assy -

6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking
& redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H20, LD 52 JTS 2 7/8
TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG
SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL
Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off
5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDate...
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Summary Rig Activity Page 1 of 3
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60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $17,965

2/7/2014 Day: 2 Conversion

WWS #5 on 2/7/2014 - CONT TOOH Breaking & redoping every collar. TIH w/ Pkr Assy -

6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking
& redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H20, LD 52 JTS 2 7/8
TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG
SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL
Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off
5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDate...
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Daily Activity Report

Format For Sundry

STATE 13-16-9-16
12/1/2013To4/28/2014

2/6/2014 Day: 1 Conversion

WWS #5 on 2/6/2014 - MIRU Remove head, unseat pump Flush Rods - Crew Travel & Safety
MTG - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O
Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS
H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4
8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice
& flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU
Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @
3995' CWI @ 5:00 For safety MTG - Crew Travel - Load out & move from GMBU L-7 To State
13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @ 10000#
over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4
PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2
X 12 X 16 RHAC Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2
B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every
collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety
MTG - Crew Travel - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60
BBLS H2O Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/
40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4
PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump,
Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on
5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8
TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel - Crew Travel & Safety MTG -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $17,965

2/7/2014 Day: 2 Conversion

WWS #5 on 2/7/2014 - CONT TOOH Breaking & redoping every collar. TIH w/ Pkr Assy -

6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking
& redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H20, LD 52 JTS 2 7/8
TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG
SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL
Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off
5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDate...
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Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1

Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend
SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG
W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush
TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8
Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool,
PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good
test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60
BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @
3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400
PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew
Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping
every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2
B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5
1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To
PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS
Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/
15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU
Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-

6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O,
CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS
H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN
Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8
TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor &
tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR
fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land
TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over
weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00
Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8
TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH
W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF
Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI
Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump
60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN
@ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To
1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $25,623

2/11/2014 Day: 3 i Conversion

Rigless on 2/11/2014 - Conduct initial MIT - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. - On 02/06/2014 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 02/07/2014 the casing was pressured up to 1248 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test.
- On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 02/07/2014 the casing was pressured up to 1248 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was O psig during the test. There was not a State representative available
to witness the test. - On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted
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Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1

Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend
SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG
W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush
TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8
Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool,
PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good
test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60
BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @
3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400
PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew
Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping
every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2
B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5
1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To
PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS
Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/
15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU
Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-

6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O,
CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS
H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN
Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8
TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor &
tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR
fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land
TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over
weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00
Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8
TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH
W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF
Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI
Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump
60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN
@ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To
1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $25,623

2/11/2014 Day: 3 i Conversion

Rigless on 2/11/2014 - Conduct initial MIT - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. - On 02/06/2014 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 02/07/2014 the casing was pressured up to 1248 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test.
- On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 02/07/2014 the casing was pressured up to 1248 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was O psig during the test. There was not a State representative available
to witness the test. - On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted
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Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1

Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend
SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG
W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush
TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8
Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool,
PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good
test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60
BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @
3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400
PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew
Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping
every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2
B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5
1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To
PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS
Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/
15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU
Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-

6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O,
CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS
H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN
Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8
TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor &
tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR
fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land
TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over
weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00
Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8
TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH
W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF
Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI
Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump
60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN
@ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To
1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $25,623

2/11/2014 Day: 3 i Conversion

Rigless on 2/11/2014 - Conduct initial MIT - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. - On 02/06/2014 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 02/07/2014 the casing was pressured up to 1248 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was O psig during the test. There was not a State representative available to witness the test.
- On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 02/07/2014 the casing was pressured up to 1248 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was O psig during the test. There was not a State representative available
to witness the test. - On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Summary Rig Activity Page 3 of 3

concerning the initial MIT on the above listed well. On 02/07/2014 the casing was pressured
up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 0 psig during the test. There was not a State
representative available to witness the test. - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,835

Pertinent Files: Go to File List
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concerning the initial MIT on the above listed well. On 02/07/2014 the casing was pressured
up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 0 psig during the test. There was not a State
representative available to witness the test. - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,835

Pertinent Files: Go to File List
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concerning the initial MIT on the above listed well. On 02/07/2014 the casing was pressured
up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 0 psig during the test. There was not a State
representative available to witness the test. - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,835

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDate...



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line_Amount
Account Account_Ne Service_Date Party Name Total

885107 Chemical 2/5/2014 WESTERN CHEMICAL LLC 355.59
2/5/2014 Total 355.59

Chemical Treatment-Subsurface Total 355.59
485107Total 355.59 V

885120 Fluid Dis 2/11/2014 SHIELDS TRUCKING INC 577.5
2/11/2014 Total 577.5

Fluid Disposal Total 577.5
$85120Total 57Tiß

885128 Hot Oiling 2/5/2014 ADVANTAGE OILFIELD SERVICE INC 2110
2/5/2014 Total 2110

2/6/2014 ADVANTAGE OILFIELD SERVICE INC 1877.5
2/6/2014 Total 1877.5

Hot Oiling Services Total 3987.5

885138 Automatil 2/19/2014 WINN-MARION BARBER LLC 3698.14
2/19/2014 Total 3698.14

2/27/2014 ROCKY MOUNTAINAUTOMATION LLC 203
WINN-MARION BARBER LLC 8151.14

2/27/2014 Total 8354.14
2/28/2014 PARAGON AUTOMATION INC 3126.53

2/28/2014 Total 3126.53
3/4/2014 RYAN ROSS SERVICES INC 228

3/4/2014 Total 228
Automation Total 15406.81

885141 Labor - C 2/4/2014 HAMMER OILFIELD SERVICE COMPANY INC 487.5
2/4/2014 Total 487.5

2/19/2014 US OILFIELD SERVICES LLC 1900
2/19/2014 Total 1900

3/11/2014 US OILFIELD SERVICES LLC 230
3/11/2014 Total 230

Labor - Contract Employees Total 2617.5

885144 Location 2/10/2014 RASMUSSEN ROCK 49.8
2/10/2014 Total 49.8

Location Remediation & Maintenance Total 49.8

885146 Miscellan 2/4/2014 BENCO OIL SERVICES INC 315
ZUBIATE MACHINE WORKS LLC 1017.12

2/4/2014 Total 1332.12
Miscellaneous Services Total 1332.12

885146 Total 1832.12
885150 Rig Costs 2/5/2014 WESTERN WELL SERVICE INC 10377.5

2/5/2014 Total 10377.5
Rig Costs - Dayrate Total 10377.5

8851.50Total 103715
885162 Transport 2/4/2014 ZUBIATE HOT OIL 417

2/4/2014 Total 417
2/5/2014 SHIELDS TRUCKING INC 577.5

2/5/2014 Total 577.5
2/6/2014 RUNNERS INC

Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line_Amount
Account Account_Ne Service_Date Party Name Total
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Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line_Amount
Account Account_Ne Service_Date Party Name Total
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line Amount
Account Account Ni Service_Date Party_Name Total
885162 Transportat 2/6/2014 Total 1090.19

2/7/2014 IOWA TANKLINES INC 132
2/7/2014 Total 132

2/27/2014 ZUBIATE HOT OIL 278
2/27/2014 Total 278

Transportation - Land Total 2494.69
886162.Telal 2494W /

885302 Blow Out 2/6/2014 WEATHERFORD 738.91
2/6/2014 Total 738.91

Blow Out Preventors Total 738.91

885604 Packers i 2/5/2014 JOHN CRANE PRODUCTION SOLUTIONS INC 311.36
WEATHERFORD 7255.64

2/5/2014 Total 7567
Packers & Liner Hangers Total 7567

885613 Pipe - Tui 2/7/201 (blank) -1638

2/7/2014 Total -1638

Pipe - Tubing Total -1638

885613 Tätàl
¯ J@g

885614 Rods 2/6/2014 (blank) -936

2/6/2014 Total -936

Rods Total -936

885617 Wellhead 1/15/2014 VETCO GRAY INC 2998.89
1/15/2014 Total 2998.89

2/17/2014 PARAGON OILFIELD PRODUCTS 5564.93
2/17/2014 Total 5564.93

2/18/2014 US OILFIELD SERVICES LLC 1925
2/18/2014 Total 1925

2/20/2014 PARAGON OILFIELD PRODUCTS 207.64
2/20/2014 Total 207.64

Wellhead Total 10696.46

890106 Chemical 11/11/2013 DRILLING FLUIDS TECHNOLOGY IN 688.68
11/11/2013 Total 688.68

12/5/2013 DRILLING FLUIDS TECHNOLOGY IN 227.79
12/5/2013 Total 227.79

1/23/2014 DRILLING FLUIDS TECHNOLOGY IN 349.64
1/23/2014 Total 349.64

Chemical Treatment - Surface Total 1266.11

890109 Communi 11/30/2013 (blank) 7.5
11/30/2013 Total 7.5

12/31/2013 (blank) 7.5
12/31/2013 Total 7.5

1/31/2014 (blank) 7.5
1/31/2014 Total 7.5

2/28/2014 (blank) 7.5
2/28/2014 Total 7.5

Communications Total

Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line Amount
Account Account Ni Service_Date Party_Name Total
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885302 Blow Out 2/6/2014 WEATHERFORD 738.91
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¯ J@g
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1/15/2014 Total 2998.89
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12/31/2013 (blank) 7.5
12/31/2013 Total 7.5

1/31/2014 (blank) 7.5
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Communications Total

Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line Amount
Account Account Ni Service_Date Party_Name Total
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¯ J@g
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RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line Amount
Account Account NjService_Date Party Name Total

890120 Fluid Disp 11/30/2013 IOWA TANKLINESINC 264.5
11/30/2013 Total 264.5

12/31/2013 NEWFIELD DRILLING SERVICES INC 157.5
12/31/2013 Total 157.5

3/29/2014 DT TRUCKINGLLC 262.5
3/29/2014 Total 262.5

Fluid Disposal Total 684.5

890128 Hot Oiling 12/19/2013 PREFERRED HOT OIL LLC 564.5
12/19/2013 Total 564.5

Hot Oiling Services Total 564.5

890138 Instrume 2/4/2014 WINDRIVER WIRELESS LLC 95.72
2/4/2014 Total 95.72

Instrumentation Total 95.72

890328 Miscellan 1/8/2014 PARAGON OILFIELD PRODUCTS 432.39
1/8/2014 Total 432.39

Miscellaneous Surface Equipment Total 432.39

891102 Cased HC 1/10/2014 US OILFIELD SERVICES LLC 400
1/10/2014 Total 400

Cased Hole Electric Wireline Total 400

(blank) (blank) (blank) (blank) 0
(blank) Total 0

(blank) Total 0

Grand Total

Tax Credit Number: 50607 API Well Number: 43013338530000

Source (Multiple Items) STATE 13-16-9-16

Sum of Line Amount
Account Account NjService_Date Party Name Total
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891102 Cased HC 1/10/2014 US OILFIELD SERVICES LLC 400
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Grand Total

Tax Credit Number: 50607 API Well Number: 43013338530000
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Sum of Line Amount
Account Account NjService_Date Party Name Total
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12/31/2013 NEWFIELD DRILLING SERVICES INC 157.5
12/31/2013 Total 157.5

3/29/2014 DT TRUCKINGLLC 262.5
3/29/2014 Total 262.5

Fluid Disposal Total 684.5
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890328 Miscellan 1/8/2014 PARAGON OILFIELD PRODUCTS 432.39
1/8/2014 Total 432.39

Miscellaneous Surface Equipment Total 432.39

891102 Cased HC 1/10/2014 US OILFIELD SERVICES LLC 400
1/10/2014 Total 400

Cased Hole Electric Wireline Total 400

(blank) (blank) (blank) (blank) 0
(blank) Total 0

(blank) Total 0

Grand Total



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Ïax Credit Number: 50607 API Well Number: 43013338530000

Day3

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/11/2014
Conversion MIT

GMBUCTB5 Rigloss 2/7/2014

St6T9SR16E Rust Bird 3

DUCRESNE 35.823-7388 $32,212
UT ruslybird@newliold.com $57,835
Conversion

Failures

Mechanical Integrity T Hole in Tubing RodCut Wear

Dowp Hole Pump No Pump or Inefficiency End of Life |

Summaries

Activity Summary

8:45 AM-9:15 AM; 0.5Hr(s),•P: On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014 the casing
was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the test. There was not a
State representative available to witness the test.

Casing Data

Tubing Data

KB 12.0 12'
Tubing 125 2-7/8" 6.5 J-55 8RNDEUE 3906.3 12.0 39L8.34'
SeatingNipple 2-7/8" 1.1 3918.3 3919.44'
On/OffTool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE @3924.63'

XO 2-3/8x 2-7/8 0.6 3928.8 3929.33'
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" 1.1 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump

Ïax Credit Number: 50607 API Well Number: 43013338530000

Day3

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/11/2014
Conversion MIT

GMBUCTB5 Rigloss 2/7/2014

St6T9SR16E Rust Bird 3

DUCRESNE 35.823-7388 $32,212
UT ruslybird@newliold.com $57,835
Conversion

Failures

Mechanical Integrity T Hole in Tubing RodCut Wear

Dowp Hole Pump No Pump or Inefficiency End of Life |

Summaries

Activity Summary

8:45 AM-9:15 AM; 0.5Hr(s),•P: On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014 the casing
was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the test. There was not a
State representative available to witness the test.

Casing Data

Tubing Data

KB 12.0 12'
Tubing 125 2-7/8" 6.5 J-55 8RNDEUE 3906.3 12.0 39L8.34'

SeatingNipple 2-7/8" 1.1 3918.3 3919.44'
On/OffTool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE @3924.63'

XO 2-3/8x 2-7/8 0.6 3928.8 3929.33'
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" 1.1 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump

Ïax Credit Number: 50607 API Well Number: 43013338530000

Day3

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/11/2014
Conversion MIT

GMBUCTB5 Rigloss 2/7/2014

St6T9SR16E Rust Bird 3

DUCRESNE 35.823-7388 $32,212
UT ruslybird@newliold.com $57,835
Conversion

Failures

Mechanical Integrity T Hole in Tubing RodCut Wear

Dowp Hole Pump No Pump or Inefficiency End of Life |

Summaries

Activity Summary

8:45 AM-9:15 AM; 0.5Hr(s),•P: On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014 the casing
was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the test. There was not a
State representative available to witness the test.

Casing Data

Tubing Data

KB 12.0 12'
Tubing 125 2-7/8" 6.5 J-55 8RNDEUE 3906.3 12.0 39L8.34'

SeatingNipple 2-7/8" 1.1 3918.3 3919.44'
On/OffTool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE @3924.63'

XO 2-3/8x 2-7/8 0.6 3928.8 3929.33'
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" 1.1 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Well Costs

890120 FluidDisposal Fluid Disposal $600.00 $600.00

890128 l[ot Olling Services Hot Oiler $1,900.00 $5,790.00

890138 Instrumentation Instrumentation $8,400.00 $8,400.00

890139 Labor- CompanySupervision NFX Supervsion $600.00 $1,200.00

890140 Labor - CompanyEmployces NFX Labor $160.00 $160.00

890141 Luber- Contract Employees Contract Labor $11,774.00 $11,774.00

890144 Location Remediation & Maintenance $0.00 $500.00

890146 Miscellaneous Services $0.00 $300.00

890150 Rigcosts - Daytale $0.00 $5,228.00

890157 Survey - Well $0.00 $5,150.00

890162 Transportation - Land Transportation $1,300.00 $2,300.00

890302 Blow Out Preventors $0.00 $700.00

890304 Completion Fluids $0.00

Tax Credit Number: 50607 API Well Number: 43013338530000

Well Costs

890120 FluidDisposal Fluid Disposal $600.00 $600.00

890128 l[ot Olling Services Hot Oiler $1,900.00 $5,790.00

890138 Instrumentation Instrumentation $8,400.00 $8,400.00

890139 Labor- CompanySupervision NFX Supervsion $600.00 $1,200.00

890140 Labor - CompanyEmployces NFX Labor $160.00 $160.00

890141 Luber- Contract Employees Contract Labor $11,774.00 $11,774.00

890144 Location Remediation & Maintenance $0.00 $500.00

890146 Miscellaneous Services $0.00 $300.00

890150 Rigcosts - Daytale $0.00 $5,228.00

890157 Survey - Well $0.00 $5,150.00

890162 Transportation - Land Transportation $1,300.00 $2,300.00

890302 Blow Out Preventors $0.00 $700.00

890304 Completion Fluids $0.00

Tax Credit Number: 50607 API Well Number: 43013338530000

Well Costs

890120 FluidDisposal Fluid Disposal $600.00 $600.00

890128 l[ot Olling Services Hot Oiler $1,900.00 $5,790.00

890138 Instrumentation Instrumentation $8,400.00 $8,400.00

890139 Labor- CompanySupervision NFX Supervsion $600.00 $1,200.00

890140 Labor - CompanyEmployces NFX Labor $160.00 $160.00

890141 Luber- Contract Employees Contract Labor $11,774.00 $11,774.00

890144 Location Remediation & Maintenance $0.00 $500.00

890146 Miscellaneous Services $0.00 $300.00

890150 Rigcosts - Daytale $0.00 $5,228.00

890157 Survey - Well $0.00 $5,150.00

890162 Transportation - Land Transportation $1,300.00 $2,300.00

890302 Blow Out Preventors $0.00 $700.00

890304 Completion Fluids $0.00



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Crèdit Number: 50607 API Well Number: 43013338530000

Day2

NEWFIELD Final Daily Workover Report STATE13-16-9-16

LOE
et P Assy

GMBUCTB5 WWS#5 2/6/2014
Sl6 T9S R16E Rusty Bird 2
DUCHESNE 435-823-7388 57,658
UT rus bird@newfield.com $25,623

- Conversion

Failures

Summaries

Activity Summary

6:00 AM- 6:30 PM; 12.5Hr(s); P: 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping eveiy collar W/ 75 JTS 2 7/8 TBG, Flush TBG
W/ 30 BBLS H20, LD 52 JTS 2 7/8 TBG LD 5 1/2B-2 TAC PSN & NC, PU & TIH W/2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN &
[25 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh
H20 & PKR fluid, Set 5 1/2 Arrowset-L PKR W/ 15000# Tension @3925' PSN @3918' EOT @3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave
Pmssuru over weekend SDFN @5:30 5:30-6:30Crew Travel

Casing Data

Tubing Data

KB 12.0 0.0 12'
Tubing 125 2-7/8" 6.5 J-55 8 RND EUE 3906.3 12.0 3918.34'
SeatingNipple 2-7/8" L.1 3918.3 3919.44'
On/Off Tool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE g 3924.63'
XO 2-3/8x 2-7/8 0.6 3928.8 3929.33 '
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" Ll 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump

Tax Crèdit Number: 50607 API Well Number: 43013338530000

Day2

NEWFIELD Final Daily Workover Report STATE13-16-9-16

LOE
et P Assy

GMBUCTB5 WWS#5 2/6/2014
Sl6 T9S R16E Rusty Bird 2
DUCHESNE 435-823-7388 57,658

UT rus bird@newfield.com $25,623
- Conversion

Failures

Summaries

Activity Summary

6:00 AM- 6:30 PM; 12.5Hr(s); P: 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping eveiy collar W/ 75 JTS 2 7/8 TBG, Flush TBG
W/ 30 BBLS H20, LD 52 JTS 2 7/8 TBG LD 5 1/2B-2 TAC PSN & NC, PU & TIH W/2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN &
[25 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh
H20 & PKR fluid, Set 5 1/2 Arrowset-L PKR W/ 15000# Tension @3925' PSN @3918' EOT @3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave
Pmssuru over weekend SDFN @5:30 5:30-6:30Crew Travel

Casing Data

Tubing Data

KB 12.0 0.0 12'
Tubing 125 2-7/8" 6.5 J-55 8 RND EUE 3906.3 12.0 3918.34'
SeatingNipple 2-7/8" L.1 3918.3 3919.44'
On/Off Tool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE g 3924.63'
XO 2-3/8x 2-7/8 0.6 3928.8 3929.33 '
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" Ll 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump

Tax Crèdit Number: 50607 API Well Number: 43013338530000

Day2

NEWFIELD Final Daily Workover Report STATE13-16-9-16

LOE
et P Assy

GMBUCTB5 WWS#5 2/6/2014
Sl6 T9S R16E Rusty Bird 2
DUCHESNE 435-823-7388 57,658

UT rus bird@newfield.com $25,623
- Conversion

Failures

Summaries

Activity Summary

6:00 AM- 6:30 PM; 12.5Hr(s); P: 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping eveiy collar W/ 75 JTS 2 7/8 TBG, Flush TBG
W/ 30 BBLS H20, LD 52 JTS 2 7/8 TBG LD 5 1/2B-2 TAC PSN & NC, PU & TIH W/2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN &
[25 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh
H20 & PKR fluid, Set 5 1/2 Arrowset-L PKR W/ 15000# Tension @3925' PSN @3918' EOT @3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave
Pmssuru over weekend SDFN @5:30 5:30-6:30Crew Travel

Casing Data

Tubing Data

KB 12.0 0.0 12'
Tubing 125 2-7/8" 6.5 J-55 8 RND EUE 3906.3 12.0 3918.34'
SeatingNipple 2-7/8" L.1 3918.3 3919.44'
On/Off Tool 1.9 3919.4 3921.38'
Packer 5 1/2" 7.4 3921.4 3928.78' CE g 3924.63'
XO 2-3/8x 2-7/8 0.6 3928.8 3929.33 '
Tubing Pup 2-3/8" 4.2 3929.3 3933.48'
XN Nipple 2-3/8" Ll 3933.5 3934.58'
Re Entry Guide 2-3/8" 0.4 3934.6 3935 '

Pump



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credif Number: 50607 API Well Number: 43013338530000

Well

Tax Credif Number: 50607 API Well Number: 43013338530000

Well

Tax Credif Number: 50607 API Well Number: 43013338530000

Well



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Number: 43013338530000

Day1

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/6/2014

GMBUCTBS WWS#5 2/5/2014
St6 T9S Rl6E RustyBird 1

DUCHESNE 435-823-7388 $17,965
UT rustybird@nowfield.com 517,965
Conversion

Failures

Summaries

Activity Summary

6:00 AM - 7:00 AM; 1 Hr(s); P: Crew Travel & Safety MTG
7:00 AM - 5:00 PM; 10 Hr(s); P: Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @10000# over string WT,
Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER SS3/4 slicks 32-3/44 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2X 1 1/2 X 12X 16 RHAC
Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2
7/8 TBG, EOT @3995' CWI @5:00 For safety MTG
5:00 PM - 6:00 PM; 1 Hr(s); P: Crew Travel

Casing Data

Tubing Data

Pump

Tax Credit Number: 50607 API Well Number: 43013338530000

Day1

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/6/2014

GMBUCTBS WWS#5 2/5/2014
St6 T9S Rl6E RustyBird 1

DUCHESNE 435-823-7388 $17,965
UT rustybird@nowfield.com 517,965
Conversion

Failures

Summaries

Activity Summary

6:00 AM - 7:00 AM; 1 Hr(s); P: Crew Travel & Safety MTG
7:00 AM - 5:00 PM; 10 Hr(s); P: Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @10000# over string WT,
Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER SS3/4 slicks 32-3/44 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2X 1 1/2 X 12X 16 RHAC
Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2
7/8 TBG, EOT @3995' CWI @5:00 For safety MTG
5:00 PM - 6:00 PM; 1 Hr(s); P: Crew Travel

Casing Data

Tubing Data

Pump

Tax Credit Number: 50607 API Well Number: 43013338530000

Day1

NE WFIE LD Final Daily Workover Report STATE 13-16-9-16

LOE 2/6/2014

GMBUCTBS WWS#5 2/5/2014
St6 T9S Rl6E RustyBird 1

DUCHESNE 435-823-7388 $17,965
UT rustybird@nowfield.com 517,965
Conversion

Failures

Summaries

Activity Summary

6:00 AM - 7:00 AM; 1 Hr(s); P: Crew Travel & Safety MTG
7:00 AM - 5:00 PM; 10 Hr(s); P: Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @10000# over string WT,
Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER SS3/4 slicks 32-3/44 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2X 1 1/2 X 12X 16 RHAC
Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2
7/8 TBG, EOT @3995' CWI @5:00 For safety MTG
5:00 PM - 6:00 PM; 1 Hr(s); P: Crew Travel

Casing Data

Tubing Data

Pump



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Credit Number: 50607 API Well Ñumber: 43013338530000

Well

Tax Credit Number: 50607 API Well Ñumber: 43013338530000

Well

Tax Credit Number: 50607 API Well Ñumber: 43013338530000

Well



RECEIVED: May. 05, 2014

Tax Credit Number: 50607 API Well Number: 43013338530000Tax Ctedit Number: 50607 API Well Number: 43013338530000

L Perforation Report

Tax Ctedit Number: 50607 API Well Number: 43013338530000

L Perforation Report

Tax Ctedit Number: 50607 API Well Number: 43013338530000

L Perforation Report



Sundry Number: 48650 API Well Number: 43013338530000 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS, AND MINING 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below 
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 
FOR PERMIT TO DRILL form for such proposals. 

PEOFWELL 
I Well 

AME OF OPERATOR: 
WFIELD PRODUCTION COMPANY 

DRESS OF OPERATOR: 
t 3 Box 3630 , Myton, UT, 84052 

4. LOCATION OF WELL 
FOOTAGES AT SURFACE: 

0652 FSL 0524 FWL 
QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

435 646-4825 Ext 

Qtr/Qtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S 

11. 

NUMBER: 

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

PE OF SUBMISSION 

o NOTICE OF INTENT 
Approximate date work will start: 

./ SUBSEQUENT REPORT 
Date of Work Completion: 

3/3/2014 

o SPUD REPORT 
Date of Spud: 

o DRILLING REPORT 
Report Date: 

o ACIDIZE 

o CHANGE TO PREVIOUS PLANS 

./ CHANGE WELL STATUS 

o DEEPEN 

o OPERATOR CHANGE 

o PRODUCTION START OR RESUME 

o REPERFORATE CURRENT FORMATION 

o TUBING REPAIR 

o WATER SHUTOFF 

o WILDCAT WELL DETERMINATION 

TYPE OF ACTION 

o ALTER CASING o CASING REPAIR 

o CHANGE TUBING o CHANGEW£LLNAME 

o COMMINGLE PRODUCING FORMATIONS ./ CONVERT WELL TYPE 

o FRACTURE TREAT o NEW CONSTRUCTION 

o PLUG AND ABANDON o PWGBACK 

o RECLAMATION OF WELL SITE o RECOMPLETE DIFFERENT FORMATION 

o SIDETRACK TO REPAIR WELL o TEMPORARY ABANDON 

o VENT OR FLARE o WATER DISPOSAL 

o 51 TA STATUS EXTENSION o APD EXTENSION 

o OTHER OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED show all pBrtinent details including dates, depths, volumes, etc. 

The above reference well was put on injection at 11 :45 AM on Accepted by the 

) 
y Chavez-Naupoto 

03/03/2014. Utah Division of 

PHONE NUMBER TITLE 
435 646-4874 Water Services Technician 

TE 
3/10/2014 

Oil, Gas and Mining 

Date: March 11,2014 

BY:~~ 

RECEIVED: Mar_ 10, 2014 

Sundry Number: 48650 API Well Number: 43013338530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.uNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Oil Well STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0652 FSL 0524 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLAN CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

/ CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/3/2014 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SFTE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGREPORT
neportnate: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 11:45 AM on Accepted by the
03/03/2014. Utah Division of

Oil, Gas and Mining

Date: March 11, 2014

By:

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 3/10/2014

RECEIVED: Mar. 10,



Sundry Number: 48000 API Well Number: 43013338530000 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS, AND MINING 

FORM 9 

SUNDRY NOTICES AND REPORTS ON WELLS OR TRIBE NAME: 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below 
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 
FOR PERMIT TO DRILL form for such proposals. 

R: 
TION COMPANY 

TOR: 
x 3630 , Myton, UT, 84052 

4. LOCATION OF WELL 
FOOTAGES AT SURFACE: 

0652 FSL 0524 FWL 
QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

PHONE NUMBER: 
435 646-4825 Ext 

Qtr/Qtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S 

11. 

STATE: 
UTAH 

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION 

D NOTICE OF INTENT 
Approximate date work will start: 

.t SUBSEQUENT REPORT 
Date of Work Completion: 

2/7/2014 

D ACIDIZE 

D CHANGE TO PREVIOUS PLANS 

.t CHANGE WELL STATUS 

DDEEPEN 

D OPERATOR CHANGE 

TYPE OF ACTION 

D ALTER CASING 

D CHANGE TUBING 

D COMMINGLE PRODUCING FORMATIONS 

D FRACTURE TREAT 

D PLUG AND ABANDON 

D CASING REPAIR 

D CHANGE WELL NAME 

.t CONVERT WELL TYPE 

D NEW CONSTRUCTION 

D PLUGBACK 

T: 

o SPUD REPORT D PRODUCTION START OR RESUME 

D REPERFORATECURRENTFORMAnON 

D RECLAMATION OF WELL SITE 

D SIDETRACK TO REPAIR WELL 

D VENT OR FLARE 

o RECOMPLETE DIFFERENT FORMATION 

Date of Spud: 

o DRILLING REPORT 
Report Data: 

o TUBING REPAIR 

o WATER SHUTOFF 

o WILDCAT WELL DETERMINATION 

o TEMPORARY ABANDON 

o WATER DISPOSAL 

D 81 TA STATUS EXTENSION o APD EXTENSION 

D OTHER OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

The subject well has been converted from a producing oil well to an Accepted by the 
injection well on 02/06/2014. On 02/06/2014 Chris Jensen with the .Utah Divisio'! «!f 
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mlnmg 

above listed well. On 02/07/2014 the casing was pressured up to 1248 Date: February 20,2014 
psig and charted for 30 minutes with no pressure loss. The well was not ,,:,,~ ~ 

injecting during the test. The tubing pressure was 0 psig during the 8y: __ ~"-__ ~ ___ .,,;:....;~ __ 
test. There was not a State representative available to witness the test. 

Lucy Chavez-Naupoto 

SIGNATURE 
N/A 

PHONE NUMBER 
435 646-4874 

2/19/2014 

RECEIVED: Feb. 19, 2014 

Sundry Number: 48000 API Well Number: 43013338530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS, AND MINING ML-16532

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 13-16-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013338530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0652 FSL 0524 FWL
OTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 16 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATEBOXES TO INDICATENATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

/ CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUEMTREPORT
Date of Work Completion: DEEPM FRACTURE TREAT NEW CONSTRUCTION

2/7/2014 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SHE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DEPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF Si TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 02/06/2014. On 02/06/2014 Chris Jensen with the utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 02/07/2014 the casing was pressured up to 1248 Date: February 20, 2014
psig and charted for 30 minutes with no pressure loss. The well was not

injecting during the test. The tubing pressure was O psig during the sy:
test. There was not a State representative available to witness the test. '

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Techmcian

SIGNATURE DATE
N/A 2/19/2014

RECEIVED: Feb. 19,



Sundry Number: 48000 API Well Number: 43013338530000 

Witness: 

Mechanical Integrity Test 
Casing or Annulus Pressure Test 

Newfield Production Company 
Rl3 Box3630 

Myton, UT 84052 
435·646-3721 

-------------------- Date.!.':1-,!;t Time t!C(t Qm 
Test Conducted by: 
Others Present: 

Wen Location: Sf-k 13-1(,·9·'" API No:'11."'I.,.r,.J 
5""/'., " c.I(" fll, ll"l', [)JC..I.'J"'1. ,...,..., """'" 

Time Casing Pressure 

o min I Z SO, psig 

5 n. ", psig 

10 /1,'1'1 psig 

15 13 .. '" psig 

20 I 'tilt" psig 

25 l~"-c psig 

30 min lZ.lfi psig 

35 psig 

40 psig 

45 psig 

50 psig 

55 psig 

60 min psig 

Tubing pressure: ~ , psig 

Result: ~ Fail 

Signature of Witness: 

Signature of Person Conducting Test: _-I-?J~fZ.c::;~-+-~.,...&.:q-Zfilll:~=iiiI-_ 
/f7~7 

.. 

Sundry Number: 48000 API Well Number: 43013338530000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-648-3721

Witness: Date Ž i y / j Time IVL m
Test Conducted by: (Uky if•ÿ(
Othera Present:

Wefi: § N ¡‡./(,+ /4 Field: 49•nu••t W d-NL

Well Location: shh 13-Ife'9 API No:6f fe tsr fy;J
SW/sw; 3ee*(,,193, 2/66 246, c-4 As

Tjimg Casing Pressure

0 min l i f I psig
5 ft 'I$ psig

10 l'l 4 ') psig
15 i 4† psig
20 ÔM Ÿ psig
25 ft ŸŸ psig
30 min i lì Ÿ psig
35 psig
40 psig
45 psig
50 psig
55 psy
60 min psig

Tubing pressure: psig

Result: Fail

Signatu ona reæof
erson Conducting
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Sundry Number: 48000 API Well Number: 43013338530000 
Summary Rig Activity 

2/6/2014 Day: 1 

Daily Activity Report 

Format For Sundry 

STATE 13-16-9-16 
12/1/2013 To 4/28/2014 

Page lof3 

Conversion 

WWS #5 on 2/6/2014 - MIRU Remove head, unseat pump Flush Rods - Crew Travel & Safety 
MTG - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H20 
Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS 
H20 LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER 55 3/4 slicks 32-3/44 PER 9-3/4 
8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice 
& flushed W/ 60 BBLS H20, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU 
Floor & TBG Works, TOOH Breaking & redoping every collar WI 50 JTS 2 7/8 TBG, EOT @ 

3995' CWI @ 5:00 For safety MTG - Crew Travel - Load out & move from GMBU L-7 To State 
13-16,MIRU Same, Pump 60 BBLS H20 Down CSG, Remove head, unseat pump @ 10000# 
over string WT, Flush rods W/ 40 BBLS H20 LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 
PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 
X 12 X 16 RHAC Pump, Stopped twice & flushed W/ 60 BBLS H20, ND Well head, Unset 5 1/2 
B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every 
collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety 
MTG - Crew Travel - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 
BBLS H20 Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods WI 
40 BBLS H20 LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER 55 3/4 slicks 32-3/44 
PER 9-314 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, 
Stopped twice & flushed WI 60 BBLS H20, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 
5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 
TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel -
Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H20 Down CSG, 
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H20 LD 1 1/2 
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-314 8 PER 6 1 1/2 
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed WI 
60 BBLS H20, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG 
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @ 

5: 00 For safety MTG - Crew Travel & Safety MTG - Crew Travel - Crew Travel & Safety MTG -
Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H20 Down CSG, 
Remove head, unseat pump @ 10000# over string WT, Flush rods WI 40 BBLS H20 LD 1 1/2 
X 26' Polish rod 1-2' 3/4 pony 116-3/44 PER 55 3/4 slicks 32-3/44 PER 9-3/4 8 PER 6 1 1/2 
WT Bars WI Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed WI 
60 BBLS H20, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG 
Works, TOOH Breaking & redoping every collar W/ 50 JTS 27/8 TBG, EOT @ 3995' CWI @ 
5: 00 For safety MTG - Crew Travel Finalized 
Daily Cost: $0 
Cumulative Cost: $17,965 

2/7/2014 Day: 2 Conversion 

WWS # 5 on 2/7/2014 - CONT TOOH Breaking & redoping every collar. TIH w/ Pkr Assy -
6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H20, CONT TOOH Breaking 
& redoping every collar WI 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H20, LD 52 JTS 2 7/8 
TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG 
SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL 
Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 
5000# BOPS Land TBG on well head, pump 60 BBLS fresh H20 & PKR fluid, Set 5 1/2 

http://www.inewfld.comldenver/SumActRpt.asp?RC=200168&API=4301333853&MinDa... 2113/2014 

Sundry Number: 48000 API Well Number: 43013338530000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry
STATE 13-16-9-16

12/1/2013 To 4/28/2014
2/6/2014 Day: 1 Conversion

WWS #5 on 2/6/2014 - MIRU Remove head, unseat pump Flush Rods - Crew Travel & Safety
MTG - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O
Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS
H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4
8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice
& flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU
Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @
3995' CWI @ 5:00 For safety MTG - Crew Travel - Load out & move from GMBU L-7 To State
13-16,MIRU Same, Pump 60 BBLS H2O Down CSG, Remove head, unseat pump @ 10000#
over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4
PER 55 3/4 sficks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2
X 12 X 16 RHAC Pump, Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2
B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every
collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety
MTG - Crew Travel - Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60
BBLS H2O Down CSG, Remove head, unseat pump @ 10000# over string WT, Flush rods W/
40 BBLS H2O LD 1 1/2 X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4
PER 9-3/4 8 PER 6 1 1/2 WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump,
Stopped twice & flushed W/ 60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on
5000# BOPS, RU Floor & TBG Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8
TBG, EOT @ 3995' CWI @ 5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel & Safety MTG - Crew Travel - Crew Travel & Safety MTG -

Load out & move from GMBU L-7 To State 13-16,MIRU Same, Pump 60 BBLS H2O Down CSG,
Remove head, unseat pump @ 10000# over string WT, Flush rods W/ 40 BBLS H2O LD 1 1/2
X 26' Polish rod 1-2' 3/4 pony 116-3/4 4 PER 55 3/4 slicks 32-3/4 4 PER 9-3/4 8 PER 6 1 1/2
WT Bars W/ Stabilizers LD 2 1/2 X 1 1/2 X 12 X 16 RHAC Pump, Stopped twice & flushed W/
60 BBLS H2O, ND Well head, Unset 5 1/2 B-2 TAC, Strip on 5000# BOPS, RU Floor & TBG
Works, TOOH Breaking & redoping every collar W/ 50 JTS 2 7/8 TBG, EOT @ 3995' CWI @
5:00 For safety MTG - Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $17,965

2/7/2014 Day: 2 Conversion

WWS #5 on 2/7/2014 - CONT TOOH Breaking & redoping every collar. TIH w/ Pkr Assy -

6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking
& redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8
TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG
SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL
Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off
5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDa...



Sundry Number: 48000 API Well Number: 43013338530000 
Summary Rig Activity Page 2 of3 

Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' land TBG W/ B-1 
Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, leave Pressure over weekend 
SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG 
W/ 40 BBlS H20, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush 
TBG W/ 30 BBlS H20, lD 52 JTS 2 7/8 TBG lD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 
Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, 
PSN & 125 JTS 2 7/8 TBG, Pump 10 BBl Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good 
test RET SV, RD Floor & tbg works, strip off 5000# BOPS land TBG on well head, pump 60 
BBlS fresh H20 & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 
3918' EOT @ 3935' land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 
PSI, leave Pressure over weekend SDFN @ 5:305:30-6:30 Crew Travel - 6:00-7:00 Crew 
Travel & Safety MTG 7:00 Flush TBG W/ 40 BBlS H20, CONT TOOH Breaking & redoping 
every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBlS H20, lD 52 JTS 2 7/8 TBG lD 51/2 
B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 
1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBl Pad, CIRC SV To 
PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS 
land TBG on well head, pump 60 BBlS fresh H20 & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 
15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' land TBG W/ B-.1 Adaptor flange, NU 
Well head, Test CSG & PKR To 1400 PSI, leave Pressure over weekend SDFN @ 5:30 5:30-
6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBlS H20, 
CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBlS 
H20, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN 
Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 
TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & 
tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBlS fresh H20 & PKR 
fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land 
TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, leave Pressure over 
weekend SDFN @ 5:305:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 
Flush TBG W/ 40 BBlS H20, CONTTOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 
TBG, Flush TBG W/ 30 BBlS H20, lD 52 JTS 2 7/8 TBG lD 5 1/2 B-2 TAC PSN & NC, PU & TIH 
W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF 
Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBl Pad, CIRC SV To PSN, Test TBG To 3000 PSI 
Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS land TBG on well head, pump 
60 BBlS fresh H20 & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN 
@ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 
1400 PSI, leave Pressure over weekend SDFN @ 5: 30 5: 30-6: 30 Crew Travel Finalized 
Daily Cost: $0 
Cumulative Cost: $25,623 

2/11/2014 Day: 3 Conversion 

Rigless on 2/11/2014 - Conduct initial MIT - On 02/06/2014 Chris Jensen with the State of 
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014 
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. 
The well was not injecting during the test. The tubing pressure was 0 psig during the test. 
There was not a State representative available to witness the test. - On 02/06/2014 Chris 
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above 
listed well. On 02/07/2014 the casing was pressured up to 1248 psig and charted for 30 
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure 
was 0 psig during the test. There was not a State representative available to witness the test. 
- On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the 
initial MIT on the above listed well. On 02/07/2014 the casing was pressured up to 1248 psig 
and charted for 30 minutes with no pressure loss. The well was not injecting during the test. 
The tubing pressure was 0 psig during the test. There was not a State representative available 
to witness the test. - On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted 

http://www.inewfld.comldenver/SumActRpt.asp?RC=200168&API=4301333853&MinDa... 2/13/2014 

Sundry Number: 48000 API Well Number: 43013338530000
Summary Rig Activity Page 2 of 3

Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B-1
Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend
SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG
W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush
TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8
Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool,
PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good
test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump 60
BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @
3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400
PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew
Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping
every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2
B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5
1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To
PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS
Land TBG on well head, pump 60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/
15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land TBG W/ B--1Adaptor flange, NU
Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-
6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00 Flush TBG W/ 40 BBLS H2O,
CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8 TBG, Flush TBG W/ 30 BBLS
H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH W/ 2 3/8 Re entry guide XN
Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF Tool, PSN & 125 JTS 2 7/8
TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI Good test RET SV, RD Floor &
tbg works, strip off 5000# BOPS Land TBG on well head, pump 60 BBLS fresh H2O & PKR
fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN @ 3918' EOT @ 3935' Land
TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To 1400 PSI, Leave Pressure over
weekend SDFN @ 5:30 5:30-6:30 Crew Travel - 6:00-7:00 Crew Travel & Safety MTG 7:00
Flush TBG W/ 40 BBLS H2O, CONT TOOH Breaking & redoping every collar W/ 75 JTS 2 7/8
TBG, Flush TBG W/ 30 BBLS H2O, LD 52 JTS 2 7/8 TBG LD 5 1/2 B-2 TAC PSN & NC, PU & TIH
W/ 2 3/8 Re entry guide XN Nipple, 4' 2 3/8 TBG SUB, X-Over 5 1/2 Arrow set-1 PKR, ON/OFF
Tool, PSN & 125 JTS 2 7/8 TBG, Pump 10 BBL Pad, CIRC SV To PSN, Test TBG To 3000 PSI
Good test RET SV, RD Floor & tbg works, strip off 5000# BOPS Land TBG on well head, pump
60 BBLS fresh H2O & PKR fluid, Set 5 1/2 Arrowset-1 PKR W/ 15000# Tension @ 3925' PSN
@ 3918' EOT @ 3935' Land TBG W/ B-1 Adaptor flange, NU Well head, Test CSG & PKR To
1400 PSI, Leave Pressure over weekend SDFN @ 5:30 5:30-6:30 Crew Travel Finalized
Daily Cost: $0
Cumulative Cost: $25,623

2/11/2014 Day: 3 Conversion

Rigless on 2/11/2014 - Conduct initial MIT - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. - On 02/06/2014 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 02/07/2014 the casing was pressured up to 1248 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 0 psig during the test. There was not a State representative available to witness the test.
- On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted concerning the
initial MIT on the above listed well. On 02/07/2014 the casing was pressured up to 1248 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not a State representative available
to witness the test. - On 02/06/2014 Chris Jensen with the State of Utah DOGM was contacted

http://www.inewfld.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDa...
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concerning the initial MIT on the above listed well. On 02/07/2014 the casing was pressured 
up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting 
during the test. The tubing pressure was 0 psig during the test. There was not a State 
representative available to witness the test. - On 02/06/2014 Chris Jensen with the State of 
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014 
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss. 
The well was not injecting during the test. The tubing pressure was 0 psig during the test. 
There was not a State representative available to witness the test. Finalized 
Daily Cost: $0 
Cumulative Cost: $57,835 

Pertinent Files: Go to File List 

http://www.inewfld.com/denverISumActRpt.asp?RC=200 168&API=430 1333853&MinDa... 2113/2014 

Sundry Number: 48000 API Well Number: 43013338530000
Summary Rig Activity Page 3 of 3

concerning the initial MIT on the above listed well. On 02/07/2014 the casing was pressured
up to 1248 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was O psig during the test. There was not a State
representative available to witness the test. - On 02/06/2014 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 02/07/2014
the casing was pressured up to 1248 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 0 psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $57,835

Pertinent Files: Go to File List

http://www.inewfid.com/denver/SumActRpt.asp?RC=200168&API=4301333853&MinDa...



Sundry Number: 48000 API Well Number: 43013338530000 

Spud Date: 4/9/08 

Put on Production: 6/18108 

GL: 5959' KB: 5971' 

SURFACE CASING 

CSG SIZE: 8-518" 

GRADE: 1-55 

WEIGHT:24ff 

LENGTH: 7jts (31338') 

DEPTH lANDED: 323 38' KB 

HOLE SIZE: 12-1i4" 

CEMENT DATA: To Surface with 160sxs Class 'G' emt 

PRODUCTION CASING 

CSG SIZE: 5-1 ,2" 

GRADE: 1-55 

WEIGHT: 155# 

LENGTH: 126 jts, (5750 14') Includes ShoeJt (20 14') 

HOLE SIZE: 7-7/8" 

DEPTH LANDED: 576329' KB 

CE!vIENT DATA: 275 sxs PremJite II and 400 sxs 50150 Poz 

CEMENT TOP AT: 46' 

TUBING 

SIZE/GRADElWT: 2-7;8" i 1-55' 65# 

NO_ OF JOINTS: 125 j1s (3906 n 
SEATING NIPPLE: 2-7/8" (UO') 

SN LANDED AT: 3918.3' KB 

ON/OFFTOOLAT: 39194' 

ARROW #1 PACKER CEAT: 392463' 

XO 2-3/8 x 2-7/81-55 AT: 3928 8' 

TBG PUP 2-3i8 1-55 AT: 3929 J' 

X;N NlPPLE AT: 39335' 

TOTAL STRING LENGTH EOT@ 3935' 

NEWFIELD ---State 13-16-9-16 
652'FSL & 524' FWL (SW/SW) 

Section 16, T9S, R16E 
Duchesne County, Utah 

API #43-013-33853: Lease # Utah State ML-16532 

State 13-16-9-16 

Injection Wellbore 
Diagram 

T r 
1 I 
~'[ rt 

SN /[0, 3918' 

On OIfToot ('" 3919' 

Packer@3925' 
X/N Nipple @ 3933' 
EOT@3935' 

3978-3986' 

4156-4164' 

4670-4680' 

4694-4701' 

5506-5516' 

5520-5528' 

PBTD rib 5742' 

fD ~~ 5770' 

FRAC JOB 

06-06·08 5506-5528' Frac CPI sdo as fo_o: 40,770# 20/40 
sand in 426 bbls of Lightning 17 fluid, 
Treated wi ave pressure of 1994 psi Wi 

ave rale of 23 8 BPM (SIP 2188 psi 
Actual Flush: 4914 gals 

06-06-08 4670-4701' Frac D2 sds as follows: 40,545# 20140 
sand in 410 bbl. of Lightning 17 fluid 
Treated wi ave pressule of1811 psi w/ 
ave rate of23 J! BPM ISIP 1920 psi. 
Actual Flush: 4120 gals_ 

06-06-08 4156·4164' Frac GBtI lids as foUow>: 50.204# 
20140 sand in 438 bbls of Lightning 17 
fluid. Treatedw! ave pressure of 1855 psi 
wI ave rate of24 0 BPM ISIP 1810 psi 
Actual Hush; 3692 gals 

06-06-08 3978·3986' Frac G02 lid. as foU ... " 30,226# 
20140 sand in 366 bbIs of Lightning 17 
fluid Treated Wi ave ple8sure of 1552 psl 
Wi ave rate of 15_6 BPM (SIP 1587 

1/6109 

9i30/09 

071241 \0 

4119;2011 

02106!J4 

02107/14 

psi AduaJ Flush: 3893 gals, 

Twhlng I .... k, Updated rod & tubing 
detaili 

Tublag Leak. UpdaJed rod & tubing 

Pomp Clilnge, Updated rod & tubing 

Tubing Leak. Updaled rotls & tubing 

Convert to Injection Well 

Conv.mon MIT t'in._ - update 'bg 
detail 

PERFORA TION RECORD 

3978-3986' 4 JSPF 
4156-4161' 4 JSPF 
4670-4680' 4 JSPF 
4694.4701' 4 JSPF 
5506·5516' 4JSPF 
5520·5528' 4 JSPF 

32 hole, 
32 holes 
40 holes 
28 holes 
40 holes 
32 holes 

LCN 02114114 

Sundry Number: 48000 API Well Number: 43013338530000

Spud Date: 4/9/08 State 13-16-9-16
Put on Production: 6/l 8/08

GL: 5959' KB: 5971' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB
06-06.08 5506-5528' Frac CP1 sds as follows: 40,770#20/40CSG SIZE: 8-5/8

sand in 426 bbis of Lightning 17 fluid.
GRADE:1-55 Treated w/ ave pressure of 1994 psi wi

. averateof238BPM lSlP2l88psi.WEIGHT: 24#
Actual Flush; 4914 gals

LENGTH:7jts (313 38') 06-06-08 4670-4701' Frac D2 sds as follows: 40,545#20/40
DEPTH l.ANDED: 323 38' KB sand in 410 bbis of Lightning 17 fluid

Treated wt ave pressul e of 18 11 psi wHOLE SIZE: 12-l/4"
ave rate of 23 ß BPM ESIP 1920 psi.

CEMENT DATA: To Surface with 160sxs Class 'G' cmt Actual Flush: 4120 gals.
06-06-08 4156-4164' Frac GB6 sds as fallows: 50.204#

. . 20/40 sand in 438 bbis of Lightning 17
fluid. Treated w! ave pressure of 1855 psi
w/averateof240BPM ISIPIS10psi.
Actual Flask 3692 gals.

06-06-08 3978-3986 Frac GB2 sds as follows: 30,226#
PRODUCTION CASING 20/40sandin366bbisofLightning 17
CSG SIZE: 5-02., fluid Treated wi ave pressure of 1552 psi

wi ave rate of 15 6 BPM ISIP 1587
GRADE: J-55 psi Actrial Flush: 3893 gals
WEIGHT: 15 5# 1/6/09 Tubing Leak. Updated rod & tubing
LENGTH: 126 jts. (5750 14') Includes Shoelt (20 14')

HOLE SIZE: 7-7/8" 9/30/09 Tubing Leak. Updatedmd & tubing
07/24/10 Pump Change. Updated rod & tubingDEFTH LANDED: 5763 29* KB
4/ 19/20 1I Tubing Leak. Updated rods & tubingCEMENT DATA: 275 sxs Premlite II and 400 sxs 50/50 Poz
02/06/14 Convert to Injection WeRCEMENT TOP AT: 46'
02/07/14 Conversion MIT Finaized - updatetbg

detail

TUBING

SIZE/GRADE/WT : 2.7/8" i1-55 i 6.5#

NO. OF JOINTS: 125 jts (3906.3 )
SEATINGNIPPLE:2-7/8" (1.10')

SN @3918'SN LANDEDAT: 3918 3' KB
On Off Toolg 3919

O CK R CE T: 3924.63'
'N i

13e9fi
3933'

XO 2-3/8 x 2-7/8 1-55 AT: 3928 8' EOT @3935'
TBG PUP 2-3/8J-55 AT: 39293 C 3978-3986

X/N NIPPLE AT: 3933 S'

TOTAL STRING LENGTH: EOT@ 3935'

4l56-4164

4670-4680'

4694-4701, PERFORATION RECORD
3978-3986' 4 JSPF 32 holes
4156-4164' 4]SPF 32holes
4670-4680' 4 JSPF 40 holes
4694.4701' 4 JSPP 28 holes
$506-5516 4 JSPF 40 holes5520-5528° 4 JSPF 32 holes

5506-5516'

5520-5528'

NEWFIELD
PBTD g 5742'

State 13-16-9-16 '°*"'°

652'FSL & 524' FWL (SW/SW) LCN 02/l4/l4

Section 16, T9S, Rl6E
Duchesne County, Utah

API #43-013-33853;Lease # Utah State


	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	SPUD
	SUNDRY-SPUD
	WCR
	SUNDRY-CONVERT
	INJ-WELL-APP
	INJ-WELL-APPROVAL
	SUNDRY-CONVERT

	SUNDRY-CONVERT




